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ASSA ABLOY (Schweiz) AG is a 
registered and certified company
of the QS ISO 9001 / ISO 14001 R27399

R38125
In accordance with 

BS 476: Part 22Environmental Product Declarations

✘ Sound
✘ Light 

✘ Draught
✘ No privacy

✘ Loss of energy

✔ Stops sound
✔ Stops light

✔ Stops draught
✔ Provides privacy
✔ Saves energy

Sound

Door gap
open

without 
seal

Door gap  
closed

with 
seal

DraughtLight Possible floor surfaces

flat sloping uneven convex concave

Planet drop-down seals – for all doors
Door materials

Solutions for almost everything:

Wood Metal PVC Glass Swing doors,  
Pivot doors

Double  
doors

Sliding  
doors

Folding  
doors

Circular  
doors

Door types

M
ou

nt
in
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Barrier-free Light protection Radiation protection Protection against 
impact noise

Sound absorption (dB) Dust protection Anti-bacterial Even, flat floors

Smokeproof (RD)
A

D
G

Energy saving Zero force release Uneven floors

Fire resistant (FH) Driving rain proof Ventilation Suitable with escape doors



3Orders: mail.planet@assaabloy.com  |  Technical questions: services.planet@assaabloy.com

U
S

TW H
S /

 H
S-

pl
us

RH FT
 / F

T-
pl

us

RF SN M
in

E-
F

X3 M
F /

 M
F-

pl
us

RO
 / R

O
-p

lu
s

RS PU KG
 / 

 *K
G

-S
 n

ar
ro

w

ZA So
cl

e

BL G
H

Sp
ec

ia
l s

ol
ut

io
ns

Door materials Wood ● ● ● ● ● ● ● ● ● ● ● ●* ● ● ● ● ●

Metal ● ● ● ● ● ● ● ● ● ● ● ● ●* ● ● ● ● ●

PVC ● ● ● ● ● ● ● ● ● ● ●* ● ● ● ●

Glass ● ●

Door types Swing doors ● ● ● ● ● ● ● ● ● ● ● ● ● ● ● ● ●

Double doors ● ● ● ● ● ● ● ● ● ● ● ● ● ● ● ● ●

Pivot doors ● ● ● ● ● ● ● ● ● ●

Sliding doors ● ● ● ● ● ● ● ● ● ● ● ● ● ● ● ● ●

Folding doors ● ● ● ● ● ● ● ● ● ● ● ● ● ●

WC-doors, forced ventilation ● ●

Comfort ventilation ●  ●

Airlock doors ● ●

Circular doors ● ● ● ● ●

Functions Sound absorption dB ● ● ● ● ● ● ● ● ● ● ● ● ● ● ● ● ● ● ●

Smokeproof RD ● ● ● ● ● ● ● ● ● ● ● ● ● ● ● ● ●

Fire resistant FH ● ● ● ● ● ● ● ● ● ● ● ● ● ● ● ●

Driving rain proof ● ●

Escape doors ● ● ● ● ● ● ● ● ● ● ● ● ● ● ● ●

Radiation protection ● ●

Double swing doors Flush bolt for bottom + top ● ● ● ● ● ● ● ● ● ● ● ●

Drill hole Ø 8 mm ● ● ● ● ●

Drill hole 5 x 13 mm ● ● ● ● ● ● ● ● ● ● ● ●

Drill hole Ø 10 mm ● ● ● ● ● ●

Length from 220 mm ● ● ● ● ● ● ● ● ● ● ●

from 335 mm ● ● ● ● ● ●

from 400 mm ● ●

from 460 mm ●

from 630 mm ● ●

from 835 mm ● ●

up to 1460 mm ● ●

up to 2000 mm ● ●

up to 6000 mm ● ● ● ● ● ● ● ● ● ● ● ● ● ● ● ● ●

Max. drop height 12 mm ● ● ●

16 mm ● ● ● ● ● ● ● ●

18 mm ● ● ●

20 mm ● ● ● ● ● ● ● ●

22 mm ● ● ● ● ● ●

24 mm ● ● ●

27 mm ● ● ●

42 mm ● ●

Mounting types Bottom fixed ● ● ● ● ● ● ●

Side fixed ● ● ● ● ● ● ● ● ● ● ●

Face fixed (Socle) ● ● ● ● ● ●

Bottom fixed with adhesive ● ●

Face fixed with adhesive ● ●

For uneven floors Bevel lip ● ● ● ● ● ●

 Option bevel lip ● ● ● ● ● ● ● ● ●

Accessories Floor strikes ● ● ● ● ● ● ● ● ● ● ● ●

Click-thresholds ● ● ● ● ● ● ● ● ● ● ● ● ● ● ● ● ● ●

Threshold plate ● ● ● ● ● ● ● ● ● ● ● ● ● ● ● ● ● ●

Floor separation threshold ● ● ● ● ● ● ● ● ● ● ● ● ● ● ● ● ● ●

Planet accessories ● ● ● ● ● ● ● ● ● ● ● ● ● ● ● ● ● ● ●

● Best possible application   ● possible application   ● as an option with bevel lip for uneven floors

Planet selection table
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8 mm Line 13 mm Line

– 22 

Planet HS
13 x 30 mm 

48 dB

12 – 22 

Planet HS-plus
13 x 30 mm 

>55 dB  
 for maximum

sound absorption

14

– 27 

Planet RH
13 x 30 mm 

44 dB

16

Special seals

– 22 

Planet ZA
15 x 30 mm 

48 dB  
perfect for  

inactive leafs   
RC 2 / RC 3

20 –  42  

Planet GH
14 x 47,5 mm 

45 dB  
extra large  

drop height

– 18 

Planet BL
13 x 39 mm  

31 dB  
with lead

insert against 
radiation

Planet Sockel
22 x 69 mm  

perfect for  
retrofitting to  
existing doors

20 mm Line

– 16 

Planet MF-plus
19,8 x 20 mm  

54 dB  
 for maximum

sound absorption

– 16 

Planet RO
19,8 / 36 x 20 mm  

50 dB

– 16 

Planet RO-plus
19,8 / 36 x 20 mm  

54 dB  
 for maximum

sound absorption

– 16 

Planet RS
20,8 / 24 x 20 mm  

50 dB  
 for PVC doors

– 16 

Planet PU
19,8 x 20 mm  

50 dB

13 mm Line

– 22 

Planet FT-plus
13 x 30 mm 

>55 dB  
  for maximum

sound absorption

20 – 27 

Planet RF
13 x 30 mm 

44 dB

22

20 mm Line

– 16 

Planet MF
19,8 x 20 mm  

50 dB

– 20 

Planet FT
13 x 30 mm 

48 dB

18

Table of contents and product overview

For glass doors

– 16 

Planet KG-S narrow
Glue on solution  

48 dB

– 16 

Planet KG-SM-Set narrow
Glue on solution 

48 dB  
 Simplest assembly  

with Adhesive  
tape set

– 16 

Planet KG-A8|10|12 narrow  
Glass 8 | 10 | 12 mm 

48 dB

– 16 

Planet KG-F8 | F10 narrow
Glass 8 | 10 mm 

48 dB

– 18 

Planet KG-F12s | F16s
Glass 12 | 16 mm 

48 dB

For glass doors

– 18 

Planet KG-D8 | D10
Glass 8 | 10 mm 

48 dB

– 18 

Planet KG-U
Glass >12 mm 

48 dB

– 18 

Planet KG-SL10   
 Glass 10 mm 

44 dB  
for glass  

sliding doors

– 27 

Planet KG-MinE-S10  
Glass 10 mm 

27 dB  
for air  

circulation

7– 16

Planet SN
22 x 30 mm  

44 dB  
works with  

soft close  
systems

24

For sliding doors

For air circulation

– 20 

Planet MinE-F / S
8 x 30 mm 

25 x 43 mm  
27 dB  

more sound  
insulation  

26 – 20 

Planet MinE-F / V
8 x 30 mm 

25 x 43 mm  
23 dB  

more air  
circulation

28 5 – 12

Planet X3
22 x 30 mm 

52 dB  
driving rain  

proof 7A / 9A  

For exterior doors

– 12 

Planet TW
8 x 20 mm 

49 dB

10– 20 

Planet US
8 x 30 mm 

48 dB  
 for maximum 

flexibility

6 8

Planet pivot module 
«rebated»

for Planet US  
 for rebated  
pivot doors

– 20 

72 74 76 78

34 36 38 40

42

32

44 46 48 – 53 54 – 57

58 – 61 62 – 65 66 68 70

30
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Planning and processing

Drop-down seals for uneven floors ...........................  118
Planet drop-down seals assembly at the top .....  119
Drop-down seal for folding doors ..............................  120
Drop-down seal with 2 sealing levels........................  121
Explanation of DIN direction............................................  122
Shorten the Planet drop-down seals ........................  123
Adjusting the silicone lip ....................................................  124

Drop height adjustment .....................................................  125 
Milling cutters / routing aid ...............................................  126 
Environmental Product Declarations (EPD) .......  127 
Soundproof ....................................................................  128 – 129  
Impact noise................................................................................... 130   
Sound laboratory.........................................................132 – 133  
Planet air, wind and water testing facility... 134 – 135  

Fire resistant / Smokeproof.................................136 – 137  
Barrier-free........................................................................138 – 140  
GTCs........................................................................................142 – 143  

Thresholds

Planet F120 
click threshold 

120 x 2,5 mm  
thermally separated, 

extremely flat

Planet F140  
click threshold

140 x 7,5 mm  
thermally separated, 

ideal for renovation

Planet F130  
click threshold

130 x 7,5 / 2,5 mm  
thermally separated, 

Ideal for levelling

Gutmann WESER ZERO
128 / 138 x 2 mm  

thermally separated

Planet F hollow flat rail 
35 / 50 x 6,5 mm

Planet BT floor  
separation  

threshold 
40 / 60 mm  

wide

Options and accessories 

Options Accessories

For inactive leafs 

Planet KR  
flush bolt

for 13 / 20 mm  
Line with  

Planet hole  
 5 x 13 mm

Planet hole  
 5 x 13 mm

for 13 / 20 mm  
Line with  
Planet KR  
flush bolt

Planet hole  
Ø10 mm

for Planet ZA  
and 20 mm  

Line

Planet TR 125
shelf life  
related,  

prepared  
drill holes

 13

 13

Planet hole  
Ø 8 mm

for 13 mm Line

1313 20
 20 15

 20 15

15 20

 20  13

 20  13

 20  13

Floor strikes

Planet BM 5 x 13 mm 
narrow

for Planet KR  
flush bolt

Planet BM 5 x 13 mm
for Planet KR  

flush bolt

Planet BM Ø10 mm  
narrow

for Ø10 mm  
flush bolt

Planet BM Ø10 mm 
for Ø10 mm  

flush bolt

Floor strikes

Planet BM-R Ø 9 mm 
(25/40 mm)

for Ø8 mm  
flush bolt

Planet BM-R Ø 11 mm 
(25/40 mm)
for Ø10 mm  

flush bolt 

Planet BM-R Ø 15 mm 
(25/40 mm)

for 5 x 13 mm  
and  

Ø14 mm  
flush bolt 

Thresholds

100 102 104 106 108

110

80 8382 84 85

86 88 90 92

96 9894

112 – 113 114 – 117
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Planet US 8 x 30 mm |  20 mm | 48 dB

Main features
•	 Drop-down seal for particularly narrow wooden, metal and PVC doors
•	 Drop height up to 20 mm
•	 Sound absorption level up to 48 dB with optimal sealing
•	 Deeper recess allows for protection of the silicone lip
•	 Door bottom can be adjusted without seal removal
•	 Unilateral and silent actuation
•	 No scraping / trailing on the floor, thanks to parallel drop
•	 Automatic compensation of sloped floors
•	 For single and double doors (fits past driving bar rod / flush bolt)
•	 High-quality silicone lip, lateral protrusion adjustable
•	 Easy drop height adjustment
•	 Can be shortened to the next smaller stock length
•	 7-year warranty

Incl. accessories
•	 Planet assembly set TW/US for wood, incl. 2 mounting brackets (stain-

less steel), 4 screws and stopping plate, type 1 (stainless steel)

Functions (depending on versions / options)

Possible door types (depending on options)

Floor surface

Tender specifications at: www.planet.ag

Technical specifications
Groove size 8,3 mm wide and 30.5 to 40 mm deep

Seal profile high-quality silicone or high-quality self-extinguishing 
silicone

Sound absorption value up to 48 dB at ground air 7 mm

Frame protector plate stainless steel, for knocking in, 20 x 20 mm

Can be shortened max. 125 mm

Release on one side, hinge side

Drop height adjustment on release pin with 3 mm Allen key

Max. drop height 20 mm

Profile size 8 x 30 mm

Profile material aluminium

A
D

G

R27399

R38125
In accordance with 

BS 476: Part 22
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8 mm

Planet US with mounting 
brackets for metal doors, 
release side

Planet KR flush bol incl. strike 
plate

Planet assembly set TW/US  
for metal doors

Planet US, width 8 mm only

Planet US  versions / options / accessories / prices

Versions

Planet US, RD (smoke-shielding) | 48 dB

Length can be shortened to Art. no. EUR
<460 mm no function 23040 24,90
460 mm >335 mm 23046 61,00
585 mm >460 mm 23059 46,00
710 mm >585 mm 23071 47,20
835 mm >710 mm 23084 48,60
960 mm >835 mm 23096 49,80
1085 mm >960 mm 23109 52,70
1210 mm >1085 mm 23121 54,60
1335 mm >1210 mm 23134 56,50
1460 mm >1335 mm 23146 62,70
1585 mm >1460 mm 23159 71,10
<6000 mm per meter 23600 92,40

Planet US, FH+RD (fire retardant and 
smoke-shielding) | 48 dB

Length can be shortened to Art. no. EUR
<460 mm no function 24040 27,40
460 mm >335 mm 24046 66,50
585 mm >460 mm 24059 51,30
710 mm >585 mm 24071 52,10
835 mm >710 mm 24084 53,80
960 mm >835 mm 24096 54,90
1085 mm >960 mm 24109 57,00
1210 mm >1085 mm 24121 59,10
1335 mm >1210 mm 24134 60,80
1460 mm >1335 mm 24146 67,10
1585 mm >1460 mm 24159 75,50
<6000 mm per meter 24600 100,70

Accessories Art. no. EUR

Stopping plate Type 1 (standard) 900014 0,50

Planet assembly set TW/US for wooden doors 900669 4,60

Planet assembly set TW/US for metal doors 900671 5,90

Stopping plate Type 2 900188 2,80

Stopping plate Type 3 900395 3,10

Trigger plate on pull (inverse actuation), 80 mm 900557 24,79

Trigger plate on pull (inverse actuation), 70 mm 900418 23,46

Trigger plate on pull (inverse actuation), 50 mm 900398 22,34

Planet KR flush bolt diverse diverse

Planet BT floor separation threshold diverse diverse

Planet F hollow flat rail diverse diverse

Planet BM 5 x 13 mm floor strike narrow diverse diverse

Planet BM 5 x 13 mm floor strike diverse diverse

Planet BM-R Ø15 mm floor strike (25/40 mm) diverse diverse

Planet pivot module «rebated», stainless steel 902663 29,90

Planet pivot module «rebated», black 902664 29,90

Planet pivot ramp, stainless steel 902665 13,25

Planet pivot ramp, black 902666 13,25

Planet pivot drill template 902667 10,85

Planet US with bevel lip for 
uneven floors

Options Art. no. EUR Surcharge

Cut to fixed size 900200 1,50  

Silicon protrusion 900440 2,40  

Bevel lip for uneven floors, DIN L  
(right handed), 8 mm profiles

900893L 10%

Bevel lip for uneven floors, DIN R  
(left handed), 8 mm profiles

900893R 10%

Folding walls G-G design 900918 10%

Drop-down seal, top installation 900915 20%

Inverse actuation, trigger plate 50 mm 900909 100%

Inverse actuation, trigger plate 70 mm 902084 100%

Inverse actuation, trigger plate 80 mm 902085 100%

Drop-down seal installation horizontal / top 
/ sliding door mechanism

900917 20%

Version for sliding door 900908 20%

Corrosion resistant mechanism (8 mm line) 902662 35,40  
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Planet pivot module «rebated» 
Functions (depending on versions / options)

Possible door types

Floor surface

8
16

,5
1329

16

31

24
,5

Ø16

8,3

Technical specifications
Material Die-cast zinc and plastic

Surface Stainless steel or black

A
D

G

Main features
•	 Upgrade for Planet US
•	 Module for rebated pivot doors
•	 Modular system reduces storage requirements
•	 Suitable for doors in special sizes
•	 Long service life thanks to force-decoupled housing
•	 Silent release
•	 Enables narrow pivot door leaves
•	 Little installation work required
•	 Seals against noise, smoke, fire and energy loss
•	 Improved accessibility thanks to reduced activation force

Scope of delivery
•	 Trigger module incl. inner profile extension and mounting material

Tender specifications at: www.planet.ag
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8 mm
Planet pivot module «rebated»  versions / accessories / prices

Accessories Art. no. EUR

Planet pivot ramp, stainless steel 902665 13,25

Planet pivot ramp, black 902666 13,25

Planet pivot drill template 902667 10,85

Versions

Planet pivot module «rebated»

INOX BLACK
Art. no. EUR Art. no. EUR

Planet pivot module «rebated», stainless 
steel, for Planet US, with trigger module, 
incl. inner profile extension

902663 29,90
Planet pivot module «rebated», black, for 
Planet US, with trigger module, incl. inner 
profile extension and mounting brackets

902664 29,90

Planet pivot module «reba-
ted» stainless steel

Stainless steel ramp

Black ramp

Drill template

Planet US pivot module set 
«rebated» stainless steel, 
custom-made

Planet US pivot module set 
«rebated» black, custom-
made

Planet pivot module «reba-
ted» black

Inner profile extension

Planet US pivot module set «rebated», RD (smoke-shielding)

INOX BLACK
Length  Please specify fixed dimensions! Art. no. EUR Art. no. EUR

727 - 852 mm 22086 82,50 22086B 82,50
852 - 977 mm 22098 83,70 22098B 83,70
977 - 1102 mm 22111 86,60 22111B 86,60
1102 - 1227 mm 22123 88,50 22123B 88,50
1227 - 1352 mm 22136 90,40 22136B 90,40
1352 - 1477 mm 22148 96,60 22148B 96,60
1477 - 1602 mm 22161 105,00 22161B 105,00
1602 - 2000 mm 22200 200,20 22200B 200,20
2000 - 2500 mm 22250 241,80 22250B 241,80
2500 - 3000 mm 22300 288,00 22300B 288,00

Planet US pivot module set «rebated», FH+RD (fire-retardant and 
smoke-shielding)

INOX BLACK
Length  Please specify fixed dimensions! Art. no. EUR Art. no. EUR

727 - 852 mm 25086 87,70 25086B 87,70
852 - 977 mm 25098 88,80 25098B 88,80
977 - 1102 mm 25111 90,90 25111B 90,90
1102 - 1227 mm 25123 93,00 25123B 93,00
1227 - 1352 mm 25136 94,70 25136B 94,70
1352 - 1477 mm 25148 101,00 25148B 101,00
1477 - 1602 mm 25161 109,40 25161B 109,40
1602 - 2000 mm 25200 215,10 25200B 215,10
2000 - 2500 mm 25250 260,40 25250B 260,40
2500 - 3000 mm 25300 310,80 25300B 310,80

Options (Sets) Art. no. EUR Surcharge

Drop-down seal, top installation 900915 20%

Corrosion resistant mechanism (8 mm line) 902662 35,40  



10 Orders: mail.planet@assaabloy.com  |  Technical questions: services.planet@assaabloy.com

Planet TW 8 x 20 mm |  12 mm | 49 dB

Main features
•	 Drop-down seal for metal, wood and PVC doors
•	 Ideal for particularly narrow doors or confined spaces
•	 Drop height up to 12 mm
•	 Sound absorption level up to 49 dB with optimal sealing
•	 Unilateral and silent actuation
•	 No scraping / trailing on the floor, thanks to parallel drop
•	 Automatic compensation of sloped floors
•	 High-quality silicone lip, lateral protrusion adjustable
•	 Easy drop height adjustment
•	 Can be shortened to the next smaller stock length
•	 7-year warranty

Incl. accessories
•	 Planet assembly set TW/US for metal, incl. 2 mounting  

brackets (stainless steel) and 4 screws

Functions (depending on versions / options)

Possible door types (depending on options)

Floor surface

8

20

28
,5

26

– 12 mm

Tender specifications at: www.planet.ag

Technical specifications
Groove size 8,3 mm wide and 20.5 mm deep

Seal profile high-quality silicone or high-quality self-extinguishing 
silicone

Sound absorption value up to 49 dB at ground air 7 mm

Frame protector plate stainless steel, for knocking in, 20 x 20 mm

Fastening with stainless steel mounting brackets and screws on the 
side

Can be shortened max. 125 mm

Release on one side, hinge side

Drop height adjustment on release pin with 3 mm Allen key

Max. drop height 12 mm

Profile size 8 x 20 mm

Profile material aluminium

A
D

G

R27399

R38125
In accordance with 

BS 476: Part 22
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8 mm

Planet TW with mounting 
brackets for wooden doors, 
release side

Planet TW with bevel lip for 
uneven floors

Planet assembly set TW/US  
for wooden doors

Planet TW  versions / options / accessories / prices

Accessories Art. no. EUR

Stopping plate Type 1 (standard) 900014 0,50

Stopping plate Type 3 900395 3,10

Stopping plate Type 2 900188 2,80

Trigger plate on pull (inverse actuation), 50 mm 900398 22,34

Trigger plate on pull (inverse actuation), 70 mm 900418 23,46

Trigger plate on pull (inverse actuation), 80 mm 900557 24,79

Planet assembly set TW/US for wooden doors 900669 4,60

Planet assembly set TW/US for metal doors 900671 5,90

Planet BT floor separation threshold diverse diverse 

Planet F hollow flat rail diverse diverse 

Versions

Planet TW, RD (smoke-shielding) | 49 dB

Length can be shortened to Art. no. EUR
<460 mm no function 20040 26,50
460 mm >335 mm 20046 65,00
585 mm >460 mm 20059 49,00
710 mm >585 mm 20071 50,20
835 mm >710 mm 20084 51,70
960 mm >835 mm 20096 53,10
1085 mm >960 mm 20109 56,20
1210 mm >1085 mm 20121 58,20
1335 mm >1210 mm 20134 60,30
1460 mm >1335 mm 20146 66,90
1585 mm >1460 mm 20159 75,80
<6000 mm per meter 20600 98,50

Planet TW, FH+RD (fire retardant and 
smoke-shielding) | 49 dB

Length can be shortened to Art. no. EUR
<460 mm no function 21040 29,40
460 mm >335 mm 21046 70,90
585 mm >460 mm 21059 54,40
710 mm >585 mm 21071 55,60
835 mm >710 mm 21084 57,20
960 mm >835 mm 21096 58,50
1085 mm >960 mm 21109 60,70
1210 mm >1085 mm 21121 62,90
1335 mm >1210 mm 21134 64,80
1460 mm >1335 mm 21146 71,70
1585 mm >1460 mm 21159 80,40
<6000 mm per meter 21600 107,40

Options Art. no. EUR Surcharge

Cut to fixed size 900200 1,50  

Silicon protrusion 900440 2,40  

Folding walls G-G design 900918 10%

Drop-down seal, top installation 900915 20%

Inverse actuation, trigger plate 50 mm 900909 100%

Inverse actuation, trigger plate 70 mm 902084 100%

Inverse actuation, trigger plate 80 mm 902085 100%

Drop-down seal installation horizontal / top 
/ sliding door mechanism

900917 20%

Version for sliding door 900908 20%

Corrosion resistant mechanism (8 mm line) 902662 35,40  

Bevel lip for uneven floors, DIN L (right 
handed), 8 mm profiles

900893L 10%

Bevel lip for uneven floors, DIN R (left han-
ded), 8 mm profiles

900893R 10%
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Planet HS 13 x 30 mm |  22 mm | 48 dB

Main features
•	 Drop-down seal for wooden, metal and PVC doors
•	 Drop height up to 22 mm
•	 Sound absorption level up to 48 dB with optimal sealing
•	 Deeper recess allows for protection of the silicone lip
•	 Door bottom can be adjusted without seal removal
•	 Unilateral and silent actuation
•	 No scraping / trailing on the floor, thanks to parallel drop
•	 Automatic compensation for uneven flooring
•	 No tedious silicone cutting at both ends
•	 Also for double doors with flush bolt or shoot bolt
•	 High-quality silicone lip, lateral protrusion adjustable
•	 Easy drop height adjustment
•	 Can be shortened to the next smaller stock length
•	 7-year warranty

Incl. accessories
•	 Planet HS assembly set with 2 mounting brackets (stainless steel), 

4 screws and stopping plate type 1 (stainless steel)

Functions (depending on versions / options)

Possible door types (depending on options)

Floor surface
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Tender specifications at: www.planet.ag

Technical specifications
Groove size 13,3 mm wide and 30.5 to 40 mm deep

Seal profile high-quality silicone or high-quality self-extinguishing 
silicone

Sound absorption value up to 48 dB at ground air 7 mm

Frame protector plate stainless steel, for knocking in, 20 x 20 mm

Fastening with stainless steel mounting brackets and screws on the 
side

Can be shortened max. 125 mm (335 mm only 115 mm)

Release on one side, hinge side

Drop height adjustment on release pin with 3 mm Allen key

Max. drop height 22 mm

Profile size 13 x 30 mm

Profile material aluminium

A
D

G

R27399

R38125
In accordance with 

BS 476: Part 22
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13 mm

Planet HS with Planet drill 
hole 8 mm for driving bar 
rods

Planet HS with Planet drill 
hole 5 x 13 mm for flush bolt

Planet HS with lip extension 
by 8 mm

Planet KR flush bol incl. strike 
plate

Planet HS installed, lock side

Planet HS  versions / options / accessories / prices

Versions

Planet HS, RD (smoke-shielding) | 48 dB

Length can be shortened to Art. no. EUR
400 mm no function 76040 23,40
335 mm >220 mm 76034 67,50
460 mm >335 mm 76046 57,30
585 mm >460 mm 76059 43,20
710 mm >585 mm 76071 44,30
835 mm >710 mm 76084 45,50
960 mm >835 mm 76096 46,70
1085 mm >960 mm 76109 49,60
1210 mm >1085 mm 76121 51,40
1335 mm >1210 mm 76134 53,10
1460 mm >1335 mm 76146 59,10
<6000 mm per meter 76600 86,90

Planet HS, FH+RD (fire retardant and 
smoke-shielding) | 48 dB

Length can be shortened to Art. no. EUR
400 mm no function 77040 25,90
335 mm >220 mm 77034 72,30
460 mm >335 mm 77046 62,50
585 mm >460 mm 77059 48,00
710 mm >585 mm 77071 49,00
835 mm >710 mm 77084 50,70
960 mm >835 mm 77096 51,70
1085 mm >960 mm 77109 53,70
1210 mm >1085 mm 77121 55,40
1335 mm >1210 mm 77134 57,10
1460 mm >1335 mm 77146 63,20
<6000 mm per meter 77600 94,80

Options Art. no. EUR Surcharge

Cut to fixed size 900200 1,50  

Planet hole 5 x 13 mm, symmetrical  
(specify backset)

900601 10,80  

Planet hole 5 x 13 mm, asymmetrical DIN L 
(specify backset)

900190L 10,80  

Planet hole 5 x 13 mm, asymmetrical DIN R 
(specify backset)

900190R 10,80  

Planet hole Ø8 mm for profile width 13 mm 
(specify backset)

900866 9,00  

Planet TR125 double shortening, 5 x 13 mm 
hole (specify backset)

900390 15,70  

Antibacterial silicone lip 900606 26,10  

Inverse actuation, trigger plate 50 mm 900909 100%

Inverse actuation, trigger plate 70 mm 902084 100%

Inverse actuation, trigger plate 80 mm 902085 100%

Silicone-free TPE version 900913 20%

Lip extension (+8 mm) 900914 20%

Pivot door design (13 and 20 mm line) 900920 50,90  

Drop-down seal installation horizontal / top 
/ sliding door mechanism

900917 20%

Reinforced mechanics 900783 30%

Corrosion resistant mechanism  
(13 and 20 mm line)

900793 33,70  

Silicon protrusion 900440 2,40  

Folding walls G-G design 900918 10%

Drop-down seal, top installation 900915 20%

Vertical drop-down seal installation 900916 20%

Version for sliding door 900908 20%

Accessories Art. no. EUR

Stopping plate Type 2 900188 2,80

Stopping plate Type 1 (standard) 900014 0,50

Stopping plate Type 3 900395 3,10

Trigger plate on pull (inverse actuation), 80 mm 900557 24,79

Trigger plate on pull (inverse actuation), 70 mm 900418 23,46

Trigger plate on pull (inverse actuation), 50 mm 900398 22,34

Planet assembly set HS, for wooden doors 900180 3,80

Planet assembly set NA (invisible fastening) 900879 6,10

Planet KR flush bolt diverse diverse 

Planet BT floor separation threshold diverse diverse 

Planet F hollow flat rail diverse diverse 

Planet BM-R Ø15 mm floor strike (25/40 mm) diverse diverse 

Planet BM 5 x 13 mm floor strike diverse diverse 

Planet BM 5 x 13 mm floor strike narrow diverse diverse 

Planet BM-R Ø9 mm floor strike (25/40 mm) diverse diverse 
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Planet HS-plus 13 x 30 mm |  22 mm | 55 dB

Main features
•	 Drop-down seal for wooden, metal and PVC doors
•	 Drop height up to 22 mm
•	 Acoustic insulation value 55 dB with optimum sealing
•	 Deeper recess allows for protection of the silicone lip
•	 Door bottom can be adjusted without seal removal
•	 Unilateral and silent actuation
•	 No scraping / trailing on the floor, thanks to parallel drop
•	 Automatic compensation of sloped floors
•	 Also for double doors with flush bolt or shoot bolt
•	 High-quality silicone lip, lateral protrusion adjustable
•	 Easy drop height adjustment
•	 Can be shortened to the next smaller stock length
•	 7-year warranty

Incl. accessories
•	 Planet HS assembly set with 2 mounting brackets (stainless steel), 

4 screws and stopping plate type 1 (stainless steel)

Functions (depending on versions / options)

Possible door types (depending on options)

Floor surface
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Tender specifications at: www.planet.ag

Technical specifications
Groove size 13,3 mm wide and 30.5 to 40 mm deep

Seal profile high-quality silicone or high-quality self-extinguishing 
silicone

Sound absorption value up to 55 dB at ground air 7 mm

Frame protector plate stainless steel, for knocking in, 20 x 20 mm

Fastening with stainless steel mounting brackets and screws on the 
side

Can be shortened max. 125 mm (335 mm only 115 mm)

Release on one side, hinge side

Drop height adjustment on release pin with 3 mm Allen key

Max. drop height 22 mm

Profile size 13 x 30 mm

Profile material aluminium

A
D

G

R27399

R38125
In accordance with 

BS 476: Part 22
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13 mm

Planet HS-plus with Planet 
drill hole 8 mm for driving 
bar rods

Planet HS-plus with Planet 
drill hole 5 x 13 mm for flush 
bolt

Planet KR flush bol incl. strike 
plate

Planet HS-plus  versions / options / accessories / prices

Versions

Planet HS-plus, FH+RD (fire-retardant and 
smoke-shielding) | 55 dB

Length can be shortened to Art. no. EUR
400 mm no function 77040-SD 28,10
335 mm >220 mm 77034-SD 76,60
460 mm >335 mm 77046-SD 66,80
585 mm >460 mm 77059-SD 52,50
710 mm >585 mm 77071-SD 53,30
835 mm >710 mm 77084-SD 55,00
960 mm >835 mm 77096-SD 56,00
1085 mm >960 mm 77109-SD 58,00
1210 mm >1085 mm 77121-SD 59,80
1335 mm >1210 mm 77134-SD 61,60
1460 mm >1335 mm 77146-SD 67,50
<6000 mm per meter 77600-SD 99,00

Options Art. no. EUR Surcharge

Cut to fixed size 900200 1,50  

Planet hole 5 x 13 mm, symmetrical 
(specify backset)

900601 10,80  

Planet hole 5 x 13 mm, asymmetrical DIN L 
(specify backset)

900190L 10,80  

Planet hole 5 x 13 mm, asymmetrical DIN R 
(specify backset)

900190R 10,80  

Planet hole Ø8 mm for profile width 13 mm 
(specify backset)

900866 9,00  

Planet TR125 double shortening, 5 x 13 mm 
hole (specify backset)

900390 15,70  

Drop-down seal installation horizontal / top 
/ sliding door mechanism

900917 20%

Pivot door design (13 and 20 mm line) 900920 50,90  

Reinforced mechanics 900783 30%

Corrosion resistant mechanism  
(13 and 20 mm line)

900793 33,70  

Silicon protrusion 900440 2,40  

Folding walls G-G design 900918 10%

Drop-down seal, top installation 900915 20%

Vertical drop-down seal installation 900916 20%

Version for sliding door 900908 20%

Inverse actuation, trigger plate 50 mm 900909 100%

Inverse actuation, trigger plate 70 mm 902084 100%

Inverse actuation, trigger plate 80 mm 902085 100%

Accessories Art. no. EUR

Planet assembly set NA (invisible fastening) 900879 6,10

Stopping plate Type 1 (standard) 900014 0,50

Stopping plate Type 2 900188 2,80

Stopping plate Type 3 900395 3,10

Planet assembly set HS, for wooden doors 900180 3,80

Trigger plate on pull (inverse actuation), 80 mm 900557 24,79

Trigger plate on pull (inverse actuation), 70 mm 900418 23,46

Trigger plate on pull (inverse actuation), 50 mm 900398 22,34

Planet KR flush bolt diverse diverse 

Planet BM 5 x 13 mm floor strike narrow diverse diverse 

Planet BM 5 x 13 mm floor strike diverse diverse 

Planet BM-R Ø15 mm floor strike (25/40 mm) diverse diverse 

Planet BM-R Ø9 mm floor strike (25/40 mm) diverse diverse 

Planet BT floor separation threshold diverse diverse 

Planet F hollow flat rail diverse diverse 
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Planet RH 13 x 30 mm |  27 mm | 44 dB

Main features
•	 Drop-down seal for wooden, metal and PVC doors
•	 For uneven and sloping floors
•	 Soft silicone bevel lip seal
•	 Drop height up to 27 mm
•	 Sound absorption level up to 44 dB with optimal sealing
•	 Slope compensation for 1000 mm door width: 15 mm
•	 Unilateral and silent actuation
•	 No scraping / trailing on the floor, thanks to parallel drop
•	 One groove size for Planet RH and HS (straight floors)
•	 Also for double doors with flush bolt or shoot bolt
•	 High-quality silicone lip, lateral protrusion adjustable
•	 Easy drop height adjustment
•	 Can be shortened to the next smaller stock length
•	 7-year warranty

Incl. accessories
•	 Planet HS assembly set with 2 mounting brackets (stainless steel), 

4 screws and stopping plate type 1 (stainless steel)

Functions (depending on versions / options)

Possible door types (depending on options)

Floor surface
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Closing direction

Tender specifications at: www.planet.ag

Technical specifications
Groove size 13,3 mm wide and 30.5 to 40 mm deep

Seal profile high-quality silicone or high-quality self-extinguishing 
silicone

Sound absorption value up to 44 dB at ground air 7 mm

Frame protector plate stainless steel, for knocking in, 20 x 20 mm

Fastening with stainless steel mounting brackets and screws on the 
side

Can be shortened max. 125 mm (335 mm only 115 mm)

Release on one side, hinge side

Drop height adjustment on release pin with 3 mm Allen key

Max. drop height 27 mm

Profile size 13 x 30 mm

Profile material aluminium

A
D

G

R27399

R38125
In accordance with 

BS 476: Part 22
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13 mm

Planet RH with Planet drill 
hole 8 mm for driving bar 
rods

Planet RH with Planet drill 
hole 5 x 15 mm for flush bolt

Planet KR flush bol incl. strike 
plate

Planet RH  versions / options / accessories / prices

Options Art. no. EUR Surcharge

Cut to fixed size 900200 1,50  

Planet hole 5 x 13 mm, symmetrical 
(specify backset)

900601 10,80  

Planet hole 5 x 13 mm, asymmetrical DIN L 
(specify backset)

900190L 10,80  

Planet hole 5 x 13 mm, asymmetrical DIN R 
(specify backset)

900190R 10,80  

Planet hole Ø8 mm for profile width 13 mm 
(specify backset)

900866 9,00  

Planet TR125 double shortening, 5 x 13 mm 
hole (specify backset)

900390 15,70  

Version for sliding door 900908 20%

Inverse actuation, trigger plate 50 mm 900909 100%

Inverse actuation, trigger plate 70 mm 902084 100%

Inverse actuation, trigger plate 80 mm 902085 100%

Drop-down seal, top installation 900915 20%

Folding walls G-G design 900918 10%

Silicon protrusion 900440 2,40  

Pivot door design (13 and 20 mm line) 900920 50,90  

Corrosion resistant mechanism  
(13 and 20 mm line)

900793 33,70  

Reinforced mechanics 900783 30%

Drop-down seal installation horizontal / top 
/ sliding door mechanism

900917 20%

Vertical drop-down seal installation 900916 20%

Accessories Art. no. EUR

Stopping plate Type 1 (standard) 900014 0,50

Stopping plate Type 2 900188 2,80

Stopping plate Type 3 900395 3,10

Trigger plate on pull (inverse actuation), 80 mm 900557 24,79

Trigger plate on pull (inverse actuation), 70 mm 900418 23,46

Trigger plate on pull (inverse actuation), 50 mm 900398 22,34

Planet assembly set NA (invisible fastening) 900879 6,10

Planet assembly set HS, for wooden doors 900180 3,80

Planet KR flush bolt diverse diverse 

Planet BM 5 x 13 mm floor strike narrow diverse diverse 

Planet BM 5 x 13 mm floor strike diverse diverse 

Planet BM-R Ø15 mm floor strike (25/40 mm) diverse diverse 

Planet BM-R Ø9 mm floor strike (25/40 mm) diverse diverse 

Planet BT floor separation threshold diverse diverse 

Planet F hollow flat rail diverse diverse 

Versions

Planet RH, RD (smoke-shielding) | 44 dB

DIN L DIN R
Length can be shortened to Art. no. Art. no. EUR

400 mm no function 88040L 88040R 24,00
335 mm >220 mm 88034L 88034R 68,90
460 mm >335 mm 88046L 88046R 58,70
585 mm >460 mm 88059L 88059R 44,40
710 mm >585 mm 88071L 88071R 45,40
835 mm >710 mm 88084L 88084R 46,70
960 mm >835 mm 88096L 88096R 48,00
1085 mm >960 mm 88109L 88109R 50,90
1210 mm >1085 mm 88121L 88121R 52,50
1335 mm >1210 mm 88134L 88134R 54,30
1460 mm >1335 mm 88146L 88146R 60,40
<6000 mm per meter 88600L 88600R 88,00

Planet RH, FH+RD (fire retardant and 
smoke-shielding) | 44 dB

DIN L DIN R
Length can be shortened to Art. no. Art. no. EUR

400 mm 85040L 85040R 26,40
335 mm >220 mm 85034L 85034R 73,50
460 mm >335 mm 85046L 85046R 63,80
585 mm >460 mm 85059L 85059R 49,40
710 mm >585 mm 85071L 85071R 50,20
835 mm >710 mm 85084L 85084R 51,80
960 mm >835 mm 85096L 85096R 52,90
1085 mm >960 mm 85109L 85109R 54,80
1210 mm >1085 mm 85121L 85121R 56,50
1335 mm >1210 mm 85134L 85134R 58,30
1460 mm >1335 mm 85146L 85146R 64,50
<6000 mm per meter 85600L 85600R 96,10
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Planet FT 13 x 30 mm |  22 mm | 48 dB

Main features
•	 Drop-down seal for wooden, metal and PVC doors
•	 Drop height up to 22 mm
•	 Acoustic insulation value 48 dB with optimum sealing
•	 Unilateral and silent actuation
•	 No scraping / trailing on the floor, thanks to parallel drop
•	 Automatic compensation of sloped floors
•	 One groove size for Planet FT and RF (uneven floors)
•	 Also for double doors with flush bolt or shoot bolt
•	 Suitable for Planet Socle (see Planet Socle)
•	 High-quality silicone lip, lateral protrusion adjustable
•	 Easy drop height adjustment
•	 Can be shortened to the next smaller stock length
•	 7-year warranty

Incl. accessories
•	 Planet stopping plate, type 1 (stainless steel)

Functions (depending on versions / options)

Possible door types (depending on options)

Floor surface

13

25

30

1

– 22 mm

Tender specifications at: www.planet.ag

Technical specifications
Groove size 13,3 mm wide and 30.5 mm deep

Seal profile high-quality silicone or high-quality self-extinguishing 
silicone

Sound absorption value up to 48 dB at ground air 7 mm

Frame protector plate stainless steel, for knocking in, 20 x 20 mm

Fastening from below with on-site screws or nails/pins

Can be shortened max. 100 mm

Release on one side, hinge side

Drop height adjustment on release pin with 3 mm Allen key

Max. drop height 22 mm

Profile size 13 x 30 mm

Profile material aluminium

A
D

G

R27399

R38125
In accordance with 

BS 476: Part 22
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13 mm

Planet FT with Planet drill 
hole 8 mm for driving bar 
rods

Planet FT with Planet drill 
hole 5 x 13 mm for flush bolt

Planet FT with lip extension 
by 8 mm, release side

Planet FT with Planet Socle Planet KR flush bol incl. strike 
plate

Planet FT  versions / options / accessories / prices

Versions

Planet FT, RD (smoke-shielding) | 48 dB

Length can be shortened to Art. no. EUR
400 mm no function 70040 22,80
350 mm >220 mm 70035 66,60
450 mm >350 mm 70045 56,40
550 mm >450 mm 70055 42,00
650 mm >550 mm 70065 42,70
750 mm >650 mm 70075 43,20
850 mm >750 mm 70085 44,40
950 mm >850 mm 70095 45,50
1050 mm >950 mm 70105 46,90
1150 mm >1050 mm 70115 48,00
1250 mm >1150 mm 70125 49,30
1350 mm >1250 mm 70135 51,00
1450 mm >1350 mm 70145 55,80
<6000 mm per meter 70600 82,00

Planet FT, FH+RD (fire retardant and 
smoke-shielding) | 48 dB

Length can be shortened to Art. no. EUR
400 mm no function 71040 25,40
350 mm >220 mm 71035 71,30
450 mm >350 mm 71045 61,60
550 mm >450 mm 71055 46,90
650 mm >550 mm 71065 47,70
750 mm >650 mm 71075 48,00
850 mm >750 mm 71085 49,30
950 mm >850 mm 71095 50,70
1050 mm >950 mm 71105 51,70
1150 mm >1050 mm 71115 53,00
1250 mm >1150 mm 71125 54,20
1350 mm >1250 mm 71135 55,90
1450 mm >1350 mm 71145 60,70
<6000 mm per meter 71600 90,80

Options Art. no. EUR Surcharge

Cut to fixed size 900200 1,50  

Planet hole 5 x 13 mm, symmetrical 
(specify backset)

900601 10,80  

Planet hole 5 x 13 mm, asymmetrical DIN L 
(specify backset)

900190L 10,80  

Planet hole 5 x 13 mm, asymmetrical DIN R 
(specify backset)

900190R 10,80  

Planet hole Ø8 mm for profile width 13 mm 
(specify backset)

900866 9,00  

Planet TR125 double shortening, 5 x 13 mm 
hole (specify backset)

900390 15,70  

Version for sliding door 900908 20%

Vertical drop-down seal installation 900916 20%

Inverse actuation, trigger plate 50 mm 900909 100%

Inverse actuation, trigger plate 70 mm 902084 100%

Inverse actuation, trigger plate 80 mm 902085 100%

Drop-down seal, top installation 900915 20%

Folding walls G-G design 900918 10%

Silicon protrusion 900440 2,40  

Lip extension (+8 mm) 900914 20%

Corrosion resistant mechanism  
(13 and 20 mm line)

900793 33,70  

Reinforced mechanics 900783 30%

Pivot door design (13 and 20 mm line) 900920 50,90  

Antibacterial silicone lip 900606 26,10  

Silicone-free TPE version 900913 20%

Round door design 900919 100%

Drop-down seal installation horizontal / top 
/ sliding door mechanism

900917 20%

Accessories Art. no. EUR

Stopping plate Type 1 (standard) 900014 0,50

Stopping plate Type 2 900188 2,80

Stopping plate Type 3 900395 3,10

Trigger plate on pull (inverse actuation), 50 mm 900398 22,34

Trigger plate on pull (inverse actuation), 70 mm 900418 23,46

Trigger plate on pull (inverse actuation), 80 mm 900557 24,79

Cover plates for Planet FT and RF 70010 4,70

Accessories Art. no. EUR

Planet BM-R Ø15 mm floor strike (25/40 mm) diverse diverse 

Planet BM 5 x 13 mm floor strike diverse diverse 

Planet BM 5 x 13 mm floor strike narrow diverse diverse 

Planet BT floor separation threshold diverse diverse 

Planet F hollow flat rail diverse diverse 

Planet BM-R Ø9 mm floor strike (25/40 mm) diverse diverse 

Planet KR flush bolt diverse diverse 
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Planet FT-plus 13 x 30 mm |  22 mm | 55 dB

Main features
•	 Drop-down seal for wooden, metal and PVC doors
•	 Drop height up to 22 mm
•	 Acoustic insulation value 55 dB with optimum sealing
•	 Unilateral and silent actuation
•	 No scraping / trailing on the floor, thanks to parallel drop
•	 Automatic compensation of sloped floors
•	 One groove size for Planet FT and RF (uneven floors)
•	 Also for double doors with flush bolt or shoot bolt
•	 Suitable for Planet Socle (see Planet Socle)
•	 High-quality silicone lip, lateral protrusion adjustable
•	 Easy drop height adjustment
•	 Can be shortened to the next smaller stock length
•	 7-year warranty

Incl. accessories
•	 Planet stopping plate, type 1 (stainless steel)

Functions (depending on versions / options)

Possible door types (depending on options)

Floor surface

13

25

30

1

– 22 mm

Tender specifications at: www.planet.ag 

Technical specifications
Groove size 13,3 mm wide and 30.5 mm deep

Seal profile high-quality silicone or high-quality self-extinguishing 
silicone

Sound absorption value up to 55 dB at ground air 7 mm

Frame protector plate stainless steel, for knocking in, 20 x 20 mm

Fastening from below with on-site screws or nails/pins

Can be shortened max. 100 mm

Release on one side, hinge side

Drop height adjustment on release pin with 3 mm Allen key

Max. drop height 22 mm

Profile size 13 x 30 mm

Profile material aluminium

A
D

G

R27399

R38125
In accordance with 

BS 476: Part 22
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13 mm

Planet FT-plus with Planet 
drill hole 8 mm for driving 
bar rods

Planet FT-plus with Planet 
drill hole 5 x 13 mm for flush 
bolt

Planet KR flush bol incl. strike 
plate

Planet FT-plus  versions / options / accessories / prices

Versions

Planet FT-plus, FH+RD (fire-retardant and 
smoke-shielding) | 55 dB

Length can be shortened to Art. no. EUR
400 mm no function 71040-SD 27,40
350 mm >220 mm 71035-SD 75,70
450 mm >350 mm 71045-SD 65,80
550 mm >450 mm 71055-SD 51,40
650 mm >550 mm 71065-SD 52,00
750 mm >650 mm 71075-SD 52,50
850 mm >750 mm 71085-SD 53,70
950 mm >850 mm 71095-SD 55,00
1050 mm >950 mm 71105-SD 56,00
1150 mm >1050 mm 71115-SD 57,30
1250 mm >1150 mm 71125-SD 58,50
1350 mm >1250 mm 71135-SD 60,30
1450 mm >1350 mm 71145-SD 65,10
<6000 mm per meter 71600-SD 95,20

Options Art. no. EUR Surcharge

Cut to fixed size 900200 1,50  

Planet hole 5 x 13 mm, symmetrical 
(specify backset)

900601 10,80  

Planet hole 5 x 13 mm, asymmetrical DIN L 
(specify backset)

900190L 10,80  

Planet hole 5 x 13 mm, asymmetrical DIN R 
(specify backset)

900190R 10,80  

Planet hole Ø8 mm for profile width 13 mm 
(specify backset)

900866 9,00  

Planet TR125 double shortening, 5 x 13 mm 
hole (specify backset)

900390 15,70  

Drop-down seal installation horizontal / top 
/ sliding door mechanism

900917 20%

Reinforced mechanics 900783 30%

Corrosion resistant mechanism  
(13 and 20 mm line)

900793 33,70  

Silicon protrusion 900440 2,40  

Folding walls G-G design 900918 10%

Drop-down seal, top installation 900915 20%

Pivot door design (13 and 20 mm line) 900920 50,90  

Vertical drop-down seal installation 900916 20%

Version for sliding door 900908 20%

Inverse actuation, trigger plate 50 mm 900909 100%

Inverse actuation, trigger plate 70 mm 902084 100%

Inverse actuation, trigger plate 80 mm 902085 100%

Accessories Art. no. EUR

Stopping plate Type 1 (standard) 900014 0,50

Stopping plate Type 2 900188 2,80

Stopping plate Type 3 900395 3,10

Trigger plate on pull (inverse actuation), 50 mm 900398 22,34

Trigger plate on pull (inverse actuation), 70 mm 900418 23,46

Trigger plate on pull (inverse actuation), 80 mm 900557 24,79

Planet F hollow flat rail diverse diverse 

Planet BT floor separation threshold diverse diverse 

Planet BM 5 x 13 mm floor strike diverse diverse 

Planet BM 5 x 13 mm floor strike narrow diverse diverse 

Planet BM-R Ø15 mm floor strike (25/40 mm) diverse diverse 

Planet BM-R Ø9 mm floor strike (25/40 mm) diverse diverse 

Planet KR flush bolt diverse diverse 
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Planet RF 13 x 30 mm |  27 mm | 44 dB

Main features
•	 Drop-down seal for wooden, metal and PVC doors
•	 For uneven and sloping floors
•	 Soft silicone bevel lip seal
•	 Drop height up to 27 mm
•	 Sound absorption level up to 44 dB with optimal sealing
•	 Slope compensation for 1000 mm door width: 15 mm
•	 Unilateral and silent actuation
•	 No scraping / trailing on the floor, thanks to parallel drop
•	 One groove size for Planet RF and FT (straight floors)
•	 For double-leaf doors with flush bolt or shoot bolt
•	 Suitable for Planet Socle (see Planet Socle)
•	 High-quality silicone lip, lateral protrusion adjustable
•	 Easy drop height adjustment
•	 Can be shortened to the next smaller stock length
•	 7-year warranty

Incl. accessories
•	 Planet stopping plate, type 1 (stainless steel)

Functions (depending on versions / options)

Possible door types (depending on options)

Floor surface

13

25

30

1

– 27 mm
Closing direction

Tender specifications at: www.planet.ag

Technical specifications
Groove size 13,3 mm wide and 30.5 mm deep

Seal profile high-quality silicone or high-quality self-extinguishing 
silicone

Sound absorption value up to 44 dB at ground air 7 mm

Frame protector plate stainless steel, for knocking in, 20 x 20 mm

Fastening from below with on-site screws or nails/pins

Can be shortened max. 100 mm

Release on one side, hinge side

Drop height adjustment on release pin with 3 mm Allen key

Max. drop height 27 mm

Profile size 13 x 30 mm

Profile material aluminium

A
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In accordance with 

BS 476: Part 22



23Orders: mail.planet@assaabloy.com  |  Technical questions: services.planet@assaabloy.com

13 mm

Planet RF with Planet drill 
hole 8 mm for driving bar 
rods

Planet RF with Planet drill 
hole 5 x 13 mm for flush bolt

Planet RF with Planet Socle Planet KR flush bol incl. strike 
plate

Planet RF  versions / options / accessories / prices

Options Art. no. EUR Surcharge

Cut to fixed size 900200 1,50  

Planet hole 5 x 13 mm, symmetrical 
(specify backset)

900601 10,80  

Planet hole 5 x 13 mm, asymmetrical DIN L 
(specify backset)

900190L 10,80  

Planet hole 5 x 13 mm, asymmetrical DIN R 
(specify backset)

900190R 10,80  

Planet hole Ø8 mm for profile width 13 mm 
(specify backset)

900866 9,00  

Planet TR125 double shortening, 5 x 13 mm 
hole (specify backset)

900390 15,70  

Version for sliding door 900908 20%

Inverse actuation, trigger plate 80 mm 902085 100%

Inverse actuation, trigger plate 70 mm 902084 100%

Inverse actuation, trigger plate 50 mm 900909 100%

Vertical drop-down seal installation 900916 20%

Drop-down seal, top installation 900915 20%

Folding walls G-G design 900918 10%

Silicon protrusion 900440 2,40  

Drop-down seal installation horizontal / top 
/ sliding door mechanism

900917 20%

Round door design 900919 100%

Pivot door design (13 and 20 mm line) 900920 50,90  

Accessories Art. no. EUR

Stopping plate Type 1 (standard) 900014 0,50

Stopping plate Type 2 900188 2,80

Stopping plate Type 3 900395 3,10

Trigger plate on pull (inverse actuation), 50 mm 900398 22,34

Trigger plate on pull (inverse actuation), 70 mm 900418 23,46

Cover plates for Planet FT and RF 70010 4,70

Trigger plate on pull (inverse actuation), 80 mm 900557 24,79

Planet KR flush bolt diverse diverse 

Planet BM 5 x 13 mm floor strike narrow diverse diverse 

Planet BM 5 x 13 mm floor strike diverse diverse 

Planet BM-R Ø15 mm floor strike (25/40 mm) diverse diverse 

Planet BM-R Ø9 mm floor strike (25/40 mm) diverse diverse 

Planet BT floor separation threshold diverse diverse 

Planet F hollow flat rail diverse diverse 

Versions

Planet RF, RD (smoke-shielding) | 44 dB

DIN L DIN R
Length can be shortened to Art. no. Art. no. EUR

400 mm no function 86040L 86040R 23,40
350 mm >220 mm 86035L 86035R 67,70
450 mm >350 mm 86045L 86045R 57,80
550 mm >450 mm 86055L 86055R 43,20
650 mm >550 mm 86065L 86065R 44,10
750 mm >650 mm 86075L 86075R 44,40
850 mm >750 mm 86085L 86085R 45,60
950 mm >850 mm 86095L 86095R 46,70
1050 mm >950 mm 86105L 86105R 48,10
1150 mm >1050 mm 86115L 86115R 49,40
1250 mm >1150 mm 86125L 86125R 50,60
1350 mm >1250 mm 86135L 86135R 52,10
1450 mm >1350 mm 86145L 86145R 57,00
<6000 mm per meter 86600L 86600R 83,30

Planet RF, FH+RD (fire retardant and 
smoke-shielding) | 44 dB

DIN L DIN R
Length can be shortened to Art. no. Art. no. EUR

400 mm no function 84040L 84040R 25,90
350 mm >220 mm 84035L 84035R 72,70
450 mm >350 mm 84045L 84045R 62,70
550 mm >450 mm 84055L 84055R 48,10
650 mm >550 mm 84065L 84065R 48,90
750 mm >650 mm 84075L 84075R 49,40
850 mm >750 mm 84085L 84085R 50,90
950 mm >850 mm 84095L 84095R 51,80
1050 mm >950 mm 84105L 84105R 53,00
1150 mm >1050 mm 84115L 84115R 54,20
1250 mm >1150 mm 84125L 84125R 55,40
1350 mm >1250 mm 84135L 84135R 57,10
1450 mm >1350 mm 84145L 84145R 62,10
<6000 mm per meter 84600L 84600R 92,00
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Planet SN 22 x 30 mm |  7–16 mm | 44 dB

Main features
•	 Drop-down seals for sliding doors
•	 No lock or holding device needed due to zero force release
•	 Drop height: 7 – 16 mm
•	 Floor guide set SN short for ground air 7 –10 / 10 – 13 / 13 – 16 mm
•	 Optional: Floor guide set SN long for sliding doors running in the wall
•	 Release force only 1 N/m!
•	 Release via floor guide
•	 Compact, space-saving solution with integrated floor guide groove
•	 Automatic compensation of sloped floors
•	 With optimum sealing, acoustic insulation value up to 44 dB (with 

7 mm ground clearance)
•	 High-quality silicone lip, lateral protrusion adjustable
•	 Can be shortened on the closing edge to the next smallest length
•	 Can be shortened by an additional 45 mm on the release side (observe 

installation instructions, item “3/4 extra”)
•	 Seal can be easily removed by loosening the mounting brackets
•	 7-year warranty

Incl. accessories
•	 Planet floor guide set SN, short, DIN R or DIN L, for ground air  

7–10 / 10–13 / 13–16 mm, Planet assembly set SN, DIN R or DIN L

Functions (depending on versions / options)

Possible door types (depending on options)

Floor surface

22

30

 

 

20

50

7 – 16 mm

Tender specifications at: www.planet.ag

Technical specifications
Groove size 22,3 mm wide and 30.5 to 35 mm deep

Seal profile high-quality silicone

Sound absorption value up to 44 dB at ground air 7 mm

Fastening with stainless steel mounting bracket on the side

Can be shortened 125 mm (+ max. 45 mm release side)

Release through floor guide (3 pcs. for ground air  
7 –10 / 10 – 13 / 13 – 16 mm)

Max. drop height 7 – 16 mm

Profile size 22 x 30 mm

Profile material aluminium

A
D

G
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For sliding doors

Floor guide SN kit long for 
minimum release force:  
3 long ramped guides and 
floor bracket

Floor guide set SN long, 
black, for minimum release 
force: 3 long ramped guides 
and floor bracket

Planet assembly set SN, blackFloor guide set SN short, 
black: 3 ramped guides for 
ground air 7–16 mm and 
bottom plate in black

Planet SN  versions / options / accessories / prices

Options Art. no. EUR Surcharge

Cut to fixed size 900200 1,50  

Silicon protrusion 900440 2,40  

Accessoires Art. no. EUR

Planet assembly set SN, for wooden doors,  
DIN L (left closing)

902034 13,80

Planet assembly set SN, black, for wooden doors,  
DIN L (left closing)

902656 14,00

Planet assembly set SN, for wooden doors,  
DIN R (right closing)

902033 13,80

Planet assembly set SN), black, for wooden doors,  
DIN R (right closing)

902657 14,00

Floor guide SN-Set (short), DIN L (left closing) 902036 29,40

Floor guide set SN (short), DIN R (right closing) 902035 29,40

Floor guide SN set (short), black, DIN R (right closing) 902659 30,00

Floor guide SN set (short), black, DIN L (left closing) 902658 30,00

Floor guide SN-Set (long), DIN L (left closing) 902038 29,40

Floor guide SN-Set (long), DIN R (right closing) 902037 29,40

Floor guide SN set (long), black, DIN R (right closing) 902661 30,00

Floor guide SN set (long), black, DIN L (left closing) 902660 30,00

Versions

Planet SN (sliding door), RD (smoke-shielding) | 44 dB

DIN L DIN R
Length can be shortened to Art. no. Art. no. EUR

800 mm >675 mm 105080L 105080R 121,70
925 mm >800 mm 105093L 105093R 125,60
1050 mm >925 mm 105105L 105105R 128,60
1175 mm >1050 mm 105118L 105118R 133,00
1300 mm >1175 mm 105130L 105130R 136,90
1425 mm >1300 mm 105143L 105143R 140,70
1550 mm >1425 mm 105155L 105155R 153,40
1675 mm >1550 mm 105168L 105168R 171,80
<6000 mm per meter 105600L 105600R 190,00
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Planet MinE-F/S 8 x 30 mm / 25 x 43 mm |  20 mm | 27 dB

Main features
•	 Drop-down seal for wood and metal doors
•	 Especially for Minergie, passive and KfW efficient houses
•	 Increased acoustic insulation with simultaneous air flow
•	 For closed rooms with ventilation / WC / bathroom  

(air circulation / air balance)
•	 Ideal for rebated doors
•	 Drop height up to 20 mm
•	 Joint acoustic insulation of 27 dB with 7 mm ground air
•	 Air flow 200 m³/h
•	 Measured value 30 m3/h at pressure difference of 3.9 Pa  

(door width 1050 mm)
•	 High-quality silicone lip, lateral protrusion adjustable
•	 Easy drop height adjustment
•	 Slope compensation for 1000 mm door width: 15 mm
•	 Automatic compensation of sloped floors
•	 7-year warranty

Incl. accessories
•	 Planet assembly set MinE-F with 2 mounting brackets (stainless steel),  

8 screws and stopping plate, type 1

Functions (depending on versions / options)

Possible door types (depending on options)

Floor surface

Noise
Fire

Light
Air Air
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25 mm

Tender specifications at: www.planet.ag

Technical specifications
Groove size 25,3 mm wide and 43.5 mm deep / 8,3 mm wide and 

30,5 mm deep

Seal profile high-quality silicone or high-quality self-extinguishing 
silicone

Sound absorption value up to 27 dB at ground air 7 mm

Frame protector plate stainless steel, for knocking in, 20 x 20 mm

Fastening on the side with stainless steel mounting bracket and screws

Can be shortened max. 125 mm

Release on one side, hinge side

Drop height adjustment on release pin with 3 mm Allen key

Max. drop height 20 mm

Profile size 8 x 30 mm / 25 x 43 mm

Profile material Aluminium (both)

Special features Air flow 30 m³/h at ventilation length 1050 mm and pressure 
difference of 3.9 Pa
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Air circulation

Planet MinE-F/S seal Planet MinE-F/S with bevel lip 
for uneven floors

Planet MinE-F/S, minimum 
dimensions for installation in 
rebated doors

Planet MinE-F/S  versions / options / accessories / prices

Versions

Planet MinE-F/S | 27 dB

Length can be shortened to Art. no. EUR
400 mm no function 40040F 65,70
460 mm >335 mm 40046F 143,80
585 mm >460 mm 40059F 113,70
710 mm >585 mm 40071F 119,20
835 mm >710 mm 40084F 125,60
960 mm >835 mm 40096F 131,30
1085 mm >960 mm 40109F 140,80
1210 mm >1085 mm 40121F 147,80
1335 mm >1210 mm 40134F 154,80
1460 mm >1335 mm 40146F 171,70
 per meter 40200F 224,80

Planet MinE-F/S, FH (fire-retardant) | 27 dB

Length can be shortened to Art. no. EUR
400 mm no function 41040F 71,20
460 mm >335 mm 41046F 155,30
585 mm >460 mm 41059F 125,30
710 mm >585 mm 41071F 130,40
835 mm >710 mm 41084F 136,90
960 mm >835 mm 41096F 142,40
1085 mm >960 mm 41109F 150,00
1210 mm >1085 mm 41121F 157,20
1335 mm >1210 mm 41134F 164,30
1460 mm >1335 mm 41146F 180,90
<2000 mm per meter 41200F 242,80

Accessories Art. no. EUR

Planet assembly set MinE-F, for wooden doors 900828 4,80

Stopping plate Type 1 (standard) 900014 0,50

Stopping plate Type 2 900188 2,80

Stopping plate Type 3 900395 3,10

Planet BT floor separation threshold diverse diverse 

Planet F hollow flat rail diverse diverse 

Options Art. no. EUR Surcharge

Cut to fixed dimensions (KG and MinE) 900225 2,60  

Bevel lip for uneven floors, DIN L  
(right handed), 8 mm profiles

900893L 10%

Bevel lip for uneven floors, DIN R  
left handed), 8 mm profiles

900893R 10%

Folding walls G-G design 900918 10%

Silicon protrusion 900440 2,40  

Drop-down seal, top installation 900915 20%

Version for sliding door 900908 20%
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Planet MinE-F/V 8 x 30 mm / 25 x 43 mm |  20 mm | 23 dB

Main features
•	 Drop-down seal for wood and metal doors
•	 Especially for Minergie, passive and KfW efficient houses
•	 Soundproofing with simultaneous air flow
•	 For closed rooms with ventilation / WC / bathroom  

(air circulation / air balance)
•	 Ideal for rebated doors
•	 Drop height up to 20 mm
•	 Joint acoustic insulation of 23 dB with 7 mm ground air
•	 Air flow 250 m³/h
•	 Measured value 40 m3/h at pressure difference of 3.2 Pa  

(door width 1050 mm)
•	 High-quality silicone lip, lateral protrusion adjustable
•	 Easy drop height adjustment
•	 Slope compensation for 1000 mm door width: 15 mm
•	 Automatic compensation of sloped floors
•	 7-year warranty

Incl. accessories
•	 Planet assembly set MinE-F with 2 mounting brackets (stainless steel),  

8 screws and stopping plate, type 1

Functions (depending on versions / options)

Possible door types (depending on options)

Floor surface

Noise
Fire

Light
Air Air

30

43
 

 >38

8

Se
al

 h
ei

gh
t

up
 to

 2
0 

m
m

25 mm

Tender specifications at: www.planet.ag

Technical specifications
Groove size 25,3 mm wide and 43.5 mm deep / 8,3 mm wide and 

30,5 mm deep

Seal profile high-quality silicone or high-quality self-extinguishing 
silicone

Sound absorption value up to 23 dB at ground air 7 mm

Frame protector plate stainless steel, for knocking in, 20 x 20 mm

Fastening on the side with stainless steel mounting bracket and screws

Can be shortened max. 125 mm

Release on one side, hinge side

Drop height adjustment on release pin with 3 mm Allen key

Max. drop height 20 mm

Profile size 8 x 30 mm / 25 x 43 mm

Profile material Aluminium (both)

Special features Air flow 40 m³/h at ventilation length 1050 mm and pressure 
difference of 3.2 Pa

A
D

G



29Orders: mail.planet@assaabloy.com  |  Technical questions: services.planet@assaabloy.com

Air circulation

Planet MinE-F/V seal Planet MinE-F/V with bevel 
lip for uneven floors

Planet MinE-F/V, minimum 
dimensions for installation in 
rebated doors

Planet MinE-F/V  versions / options / accessories / prices

Versions

Planet MinE-F/V | 23 dB

Length can be shortened to Art. no. EUR
400 mm no function 44040F 54,00
460 mm >335 mm 44046F 132,70
585 mm >460 mm 44059F 99,70
710 mm >585 mm 44071F 102,00
835 mm >710 mm 44084F 105,40
960 mm >835 mm 44096F 108,00
1085 mm >960 mm 44109F 114,30
1210 mm >1085 mm 44121F 118,40
1335 mm >1210 mm 44134F 122,60
1460 mm >1335 mm 44146F 136,60
<2000 mm per meter 44200F 200,60

Planet MinE-F/V, FH (fire retardant) | 23 dB

Length can be shortened to Art. no. EUR
400 mm no function 47040F 59,70
460 mm >335 mm 47046F 144,30
585 mm >460 mm 47059F 111,00
710 mm >585 mm 47071F 113,20
835 mm >710 mm 47084F 116,90
960 mm >835 mm 47096F 119,20
1085 mm >960 mm 47109F 123,80
1210 mm >1085 mm 47121F 128,00
1335 mm >1210 mm 47134F 132,00
1460 mm >1335 mm 47146F 145,90
<2000 mm per meter 47200F 218,90

Accessories Art. no. EUR

Stopping plate Type 1 (standard) 900014 0,50

Stopping plate Type 2 900188 2,80

Stopping plate Type 3 900395 3,10

Planet assembly set MinE-F, for wooden doors 900828 4,80

Planet BT floor separation threshold diverse diverse 

Planet F hollow flat rail diverse diverse 

Options Art. no. EUR Surcharge

Cut to fixed dimensions (KG and MinE) 900225 2,60  

Bevel lip for uneven floors, DIN L  
(right handed), 8 mm profiles

900893L 10%

Bevel lip for uneven floors, DIN R  
(left handed), 8 mm profiles

900893R 10%

Folding walls G-G design 900918 10%

Drop-down seal, top installation 900915 20%

Version for sliding door 900908 20%

Silicon protrusion 900440 2,40  
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Planet X3 22 x 30 mm |  5 – 12 mm | 52 dB | 7A/9A 

Main features
•	 Drop-down seal for exterior doors made of wood, metal or PVC
•	 Driving rain proof (7A/9A, ift certified), no drainage channel required
•	 3 sealing movements simultaneously: downwards, to the left and to 

 the right, individually adjustable
•	 Drop height 5 – 12 mm, side lift 2 – 6 mm, easily adjustable
•	 Sound absorption level up to 52 dB with optimal sealing
•	 High quality silicone lip
•	 Minimum door thickness 68 mm
•	 Can be shortened to the next smaller stock length with Planet X3  

shortening set
•	 2-year warranty

Incl. accessories
•	 Planet assembly set X3 for wooden doors with 2 mounting brackets 

(stainless steel), 4 screws, version Planet X3 shortenable: incl. Planet 
shortening set X3 with quick clamping system

Functions (depending on versions / options)

Possible door types (depending on options)

Floor surface

22

  68

30

30
28

   5 – 12 mm

Tender specifications at: www.planet.ag

Technical specifications
Groove size 22.5 mm wide and 30 to 32 mm deep

Seal profile high-quality silicone

Sound absorption value up to 52 dB at ground air 7 mm

Frame protector plate Planet corner plate set X3 recommended (optional)

Fastening with stainless steel mounting brackets and screws on the 
side

Can be shortened max. 125 mm

Release on one side, hinge side

Drop height adjustment on the release pin with 3 mm Allen key, side lift adjustment 
(2 – 6 mm) on the front side with 4 mm Allen key

Max. drop height 5 – 12 mm

Profile size 22 x 30 mm

Profile material aluminium

Special features Driving rain proof 7A/9A, 300 Pa, classification according to 
DIN EN 12208 Test method according to DIN EN 1027
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For exterior doors

Versions

Planet X3, RD (smoke-shielding) | 52 dB, can be shortened  
(seal must be assembled!)

Length can be shor-
tened to

Art. no. EUR

835 mm, seal must be assembled! >710 mm 206084 153,20
960 mm, seal must be assembled! >835 mm 206096 157,00
1085 mm, seal must be assembled! >960 mm 206109 168,40
1210 mm, seal must be assembled! >1085 mm 206121 175,50
1335 mm, seal must be assembled! >1210 mm 206134 183,80
1460 mm, seal must be assembled! >1335 mm 206146 208,10

Planet X3, RD (smoke-shielding) | 52 dB, made to measure

Length Art. no. EUR
710 - 835 mm, ready for installation (cannot be shortened) 209084 168,70
835 - 960 mm, ready for installation (cannot be shortened) 209096 171,90
961 - 1085 mm, ready for installation (cannot be shortened) 209109 183,00
1086 - 1210 mm, ready for installation (cannot be shortened) 209121 190,40
1211 - 1335 mm, ready for installation (cannot be shortened) 209134 198,60
1336 - 1460 mm, ready for installation (cannot be shortened) 209146 223,00

Planet cut assistance X3 for 
simple cutting of the silicone 
lip

Installing example corner 
plate set X3, aluminum, 
installed on frame

Planet corner plate set X3, 
aluminum, with inclined con-
tact surface

Planet assembly set X3 for 
metal doors

Planet corner plate set X3, 
sheet met. (stainless steel), 
with inclined contact surface, 
type 1: 29 x 55 mm

Planet corner plate set X3, 
sheet met. (stainless steel), 
with inclined contact surface, 
type 2: 39 x 55 mm

Planet corner plate set X3, 
sheet met. (stainless steel), 
with inclined contact surface, 
type 3: 49 x 55 mm

Stopping plate type 6

Planet X3  versions / options / accessories / prices

Options Art. no. EUR

Silicon protrusion 900440 2,40

Accessories Art. no. EUR

Planet assembly set X3, for wooden 
doors

900096 9,20

Planet assembly set X3, for metal doors 900097 12,90

Planet corner plate set X3, aluminium 900136 27,90

Corner plate set X3, sheet metal  
(stainless steel) Type 1

900137 13,70

Corner plate set X3, sheet metal  
(stainless steel) type 2

900954 18,60

Corner plate set X3, sheet metal  
(stainless steel) Type 3

900955 21,00

Planet shortening set X3 902110 23,10

Planet shortening aid X3 900930 18,00

Stopping plate type 6 902344 2,80

Planet F120 click threshold diverse diverse 

Planet F140 click threshold diverse diverse 

Planet F130 click threshold diverse diverse 

Gutmann WESER ZERO threshold diverse diverse 

Required length Planet X3: X – 1 mm
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Planet MF 19,8 x 20 mm |  16 mm | 50 dB

Main features
•	 Drop-down seal for metal, wood and PVC doors
•	 Drop height up to 16 mm
•	 Sound absorption level up to 50 dB with optimal sealing
•	 Unilateral and silent actuation
•	 No scraping / trailing on the floor, thanks to parallel drop
•	 Automatic compensation of sloped floors
•	 For double-leaf doors with flush bolt or shoot bolt
•	 High-quality silicone lip, lateral protrusion adjustable
•	 Easy drop height adjustment
•	 Can be shortened to the next smaller stock length
•	 7-year warranty

Incl. accessories
•	 Planet assembly set MF for metal doors with 2 mounting brackets  

and self-tapping screws

Functions (depending on versions / options)

Possible door types (depending on options)

Floor surface
20

28

19,8

– 16 mm

Tender specifications at: www.planet.ag

Technical specifications
Groove size 20,3 mm wide and 20,5 to 25 mm deep

Seal profile high-quality silicone or high-quality self-extinguishing 
silicone

Sound absorption value up to 50 dB at ground air 7 mm

Fastening with stainless steel mounting bracket and self-tapping 
screws on the side

Can be shortened max. 125 mm (335 mm only 115 mm)

Release on one side, hinge side

Drop height adjustment on release pin with 3 mm Allen key

Max. drop height 16 mm

Profile size 19.8 x 20 mm

Profile material aluminium
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20 mm

Planet MF with bevel lip for 
uneven floors

Planet MF with Planet drill 
hole 5 x 13 mm for flush bolt

Planet MF with Planet drill 
hole 10 mm for driving bar 
rods

Planet assembly set MF for 
wooden doors

Planet KR flush bol incl. strike 
plate

Planet MF  versions / options / accessories / prices

Versions

Planet MF, RD (smoke-shielding) | 50 dB

Length can be shortened to Art. no. EUR
400 mm no function 50040 23,80
335 mm >220 mm 50034 68,70
460 mm >335 mm 50046 58,30
585 mm >460 mm 50059 44,10
710 mm >585 mm 50071 45,10
835 mm >710 mm 50084 46,40
960 mm >835 mm 50096 47,60
1085 mm >960 mm 50109 50,50
1210 mm >1085 mm 50121 52,40
1335 mm >1210 mm 50134 54,20
1460 mm >1335 mm 50146 60,20
1585 mm >1460 mm 50159 68,10
<6000 mm per meter 50600 88,50

Planet MF, FH+RD (fire retardant and 
smoke-shielding) | 50 dB

Length can be shortened to Art. no. EUR
400 mm no function 51040 26,40
335 mm >220 mm 51034 73,60
460 mm >335 mm 51046 63,80
585 mm >460 mm 51059 49,00
710 mm >585 mm 51071 49,90
835 mm >710 mm 51084 51,60
960 mm >835 mm 51096 52,70
1085 mm >960 mm 51109 54,70
1210 mm >1085 mm 51121 56,40
1335 mm >1210 mm 51134 58,10
1460 mm >1335 mm 51146 64,40
1585 mm >1460 mm 51159 72,20
<6000 mm per meter 51600 96,60

Options Art. no. EUR Surcharge

Cut to fixed size 900200 1,50  

Planet hole 5 x 13 mm, symmetrical 
(specify backset)

900601 10,80  

Planet hole 5 x 13 mm, asymmetrical DIN L 
(specify backset)

900190L 10,80  

Planet hole 5 x 13 mm, asymmetrical DIN R 
(specify backset)

900190R 10,80  

Planet hole Ø10 mm for 20 mm profiles 
(specify backset)

900280 9,00  

Planet TR125 double shortening, 5 x 13 mm 
hole (specify backset)

900390 15,70  

Planet TR125 double shortening, 10 mm 
hole (specify backset)

902668 15,70  

Vertical drop-down seal installation 900916 20%

Corrosion resistant mechanism  
(13 and 20 mm line)

900793 33,70  

Drop-down seal, top installation 900915 20%

Drop-down seal installation horizontal / top 
/ sliding door mechanism

900917 20%

Folding walls G-G design 900918 10%

Version for sliding door 900908 20%

Silicon protrusion 900440 2,40  

Bevel lip for uneven floors, DIN L  
(right handed), 20 mm profiles

900895L 10%

Bevel lip for uneven floors, DIN R  
(left handed), 20 mm profiles

900895R 10%

Inverse actuation, trigger plate 50 mm 900909 100%

Inverse actuation, trigger plate 70 mm 902084 100%

Inverse actuation, trigger plate 80 mm 902085 100%

Pivot door design (13 and 20 mm line) 900920 50,90  

Accessories Art. no. EUR

Planet assembly set MF, for metal doors 900261 5,20

Planet assembly set MF, for wooden doors 900262 4,00

Stopping plate Type 1 (standard) 900014 0,50

Stopping plate Type 2 900188 2,80

Stopping plate Type 3 900395 3,10

Planet assembly set NA (invisible fastening) 900879 6,10

Trigger plate on pull (inverse actuation), 50 mm 900398 22,34

Trigger plate on pull (inverse actuation), 80 mm 900557 24,79

Trigger plate on pull (inverse actuation), 70 mm 900418 23,46

Accessories Art. no. EUR

Planet KR flush bolt diverse diverse 

Planet BM 5 x 13 mm floor strike narrow diverse diverse 

Planet BM 5 x 13 mm floor strike diverse diverse 

Planet BM Ø10 mm floor strike narrow diverse diverse 

Planet BM Ø10 mm floor strike diverse diverse 

Planet BM-R Ø15 mm floor strike (25/40 mm) diverse diverse 

Planet BM-R Ø11 mm floor strike (25/40 mm) diverse diverse 

Planet F hollow flat rail diverse diverse 

Planet BT floor separation threshold diverse diverse 
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Planet MF-plus 19,8 x 20 mm |  16 mm | 54 dB

Main features
•	 Drop-down seal for metal, wood and PVC doors
•	 Drop height up to 16 mm
•	 Sound absorption level up to 54 dB with optimal sealing
•	 Unilateral and silent actuation
•	 No scraping / trailing on the floor, thanks to parallel drop
•	 Automatic compensation of sloped floors
•	 For double-leaf doors with flush bolt or shoot bolt
•	 High-quality silicone lip, lateral protrusion adjustable
•	 Easy drop height adjustment
•	 Can be shortened to the next smaller stock length
•	 7-year warranty

Incl. accessories
•	 Planet assembly set MF for metal doors with 2 mounting brackets and 

self-tapping screws

Functions (depending on versions / options)

Possible door types (depending on options)

Floor surface
20

28

19,8

– 16 mm

Tender specifications at: www.planet.ag

Technical specifications
Groove size 20,3 mm wide and 20,5 to 25 mm deep

Seal profile high-quality self-extinguishing silicone

Sound absorption value up to 54 dB at ground air 7 mm

Fastening with stainless steel mounting bracket and self-tapping 
screws on the side

Can be shortened max. 125 mm (335 mm only 115 mm)

Release on one side, hinge side

Drop height adjustment on release pin with 3 mm Allen key

Max. drop height 16 mm

Profile size 19.8 x 20 mm

Profile material aluminium

A
D

G

R27399

R38125
In accordance with 
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20 mm

Planet MF-plus with Planet 
drill hole 5 x 13 mm for flush 
bolt

Planet MF-plus with Planet 
drill hole 10 mm for driving 
bar rods

Planet assembly set MF for 
wooden doors

Planet KR flush bol incl. strike 
plate

Planet MF-plus  versions / options / accessories / prices

Versions

Planet MF-plus, FH+RD (fire retardant and 
smoke-shielding) | 54 dB

Length can be shortened to Art. no. EUR
400 mm no function 51040-DD 28,60
335 mm >220 mm 51034-DD 78,00
460 mm >335 mm 51046-DD 68,10
585 mm >460 mm 51059-DD 53,40
710 mm >585 mm 51071-DD 54,40
835 mm >710 mm 51084-DD 56,00
960 mm >835 mm 51096-DD 57,10
1085 mm >960 mm 51109-DD 59,20
1210 mm >1085 mm 51121-DD 60,90
1335 mm >1210 mm 51134-DD 62,70
1460 mm >1335 mm 51146-DD 68,70
1585 mm >1460 mm 51159-DD 76,70
<6000 mm per meter 51600-DD 101,00

Options Art. no. EUR Surcharge

Cut to fixed size 900200 1,50  

Planet hole 5 x 13 mm, symmetrical 
(specify backset)

900601 10,80  

Planet hole 5 x 13 mm, asymmetrical DIN L 
(specify backset)

900190L 10,80  

Planet hole 5 x 13 mm, asymmetrical DIN R 
(specify backset)

900190R 10,80  

Planet hole Ø10 mm for 20 mm profiles 
(specify backset)

900280 9,00  

Planet TR125 double shortening, 5 x 13 mm 
hole (specify backset)

900390 15,70  

Planet TR125 double shortening, 10 mm 
hole (specify backset)

902668 15,70  

Vertical drop-down seal installation 900916 20%

Drop-down seal, top installation 900915 20%

Corrosion resistant mechanism  
(13 and 20 mm line)

900793 33,70  

Drop-down seal installation horizontal / top 
/ sliding door mechanism

900917 20%

Folding walls G-G design 900918 10%

Silicon protrusion 900440 2,40  

Version for sliding door 900908 20%

Inverse actuation, trigger plate 50 mm 900909 100%

Inverse actuation, trigger plate 70 mm 902084 100%

Inverse actuation, trigger plate 80 mm 902085 100%

Pivot door design (13 and 20 mm line) 900920 50,90  

Accessories Art. no. EUR

Planet assembly set MF, for wooden doors 900262 4,00

Planet assembly set MF, for metal doors 900261 5,20

Stopping plate Type 1 (standard) 900014 0,50

Stopping plate Type 3 900395 3,10

Stopping plate Type 2 900188 2,80

Planet assembly set NA (invisible fastening) 900879 6,10

Trigger plate on pull (inverse actuation), 70 mm 900418 23,46

Trigger plate on pull (inverse actuation), 80 mm 900557 24,79

Trigger plate on pull (inverse actuation), 50 mm 900398 22,34

Accessories Art. no. EUR

Planet KR flush bolt diverse diverse 

Planet BM Ø10 mm floor strike narrow diverse diverse 

Planet BM Ø10 mm floor strike diverse diverse 

Planet BM-R Ø11 mm floor strike (25/40 mm) diverse diverse 

Planet BM 5 x 13 mm floor strike diverse diverse 

Planet BM 5 x 13 mm floor strike narrow diverse diverse 

Planet BM-R Ø15 mm floor strike (25/40 mm) diverse diverse 

Planet BT floor separation threshold diverse diverse 

Planet F hollow flat rail diverse diverse 
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Planet RO 19,8 / 36 x 20 mm |  16 mm | 50 dB

Main features
•	 Drop-down seals for metal doors
•	 Drop height up to 16 mm
•	 Sound absorption level up to 50 dB with optimal sealing
•	 Unilateral and silent actuation
•	 No scraping / trailing on the floor, thanks to parallel drop
•	 Automatic compensation of sloped floors
•	 For double-leaf doors with flush bolt or shoot bolt
•	 High-quality silicone lip, lateral protrusion adjustable
•	 Easy drop height adjustment
•	 Can be shortened to the next smaller stock length
•	 7-year warranty

Functions (depending on versions / options)

Possible door types (depending on options)

Floor surface

19,8

36

20

– 16 mm

Tender specifications at: www.planet.ag

Technical specifications
Seal profile high-quality silicone or high-quality self-extinguishing 

silicone

Sound absorption value up to 50 dB at ground air 7 mm

Fastening from below with on-site screws

Can be shortened max. 125 mm (335 mm only 115 mm)

Release on one side, hinge side

Drop height adjustment on release pin with 3 mm Allen key

Max. drop height 16 mm

Profile size 19.8 / 36 x 20 mm

Profile material aluminium

A
D

G

R27399

R38125
In accordance with 

BS 476: Part 22
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20 mm

Planet RO with Planet drill 
hole 5 x 13 mm for flush bolt

Planet RO with bevel lip for 
uneven floors

Planet RO with Planet drill 
hole 10 mm for driving bar 
rods

Planet KR flush bol incl. strike 
plate

Planet RO  versions / options / accessories / prices

Versions

Planet RO, RD (smoke-shielding) | 50 dB

Length can be shortened to Art. no. EUR
400 mm no function 56040 22,80
335 mm >220 mm 56034 66,40
460 mm >335 mm 56046 56,10
585 mm >460 mm 56059 42,20
710 mm >585 mm 56071 42,90
835 mm >710 mm 56084 44,30
960 mm >835 mm 56096 45,60
1085 mm >960 mm 56109 47,30
1210 mm >1085 mm 56121 48,80
1335 mm >1210 mm 56134 50,80
1460 mm >1335 mm 56146 57,30
1585 mm >1460 mm 56159 65,00
<6000 mm per meter 56600 82,00

Planet RO, FH+RD (fire retardant and 
smoke-shielding) | 50 dB

Length can be shortened to Art. no. EUR
400 mm no function 57040 25,40
335 mm >220 mm 57034 71,10
460 mm >335 mm 57046 61,30
585 mm >460 mm 57059 47,20
710 mm >585 mm 57071 47,90
835 mm >710 mm 57084 49,20
960 mm >835 mm 57096 50,70
1085 mm >960 mm 57109 52,00
1210 mm >1085 mm 57121 53,80
1335 mm >1210 mm 57134 55,60
1460 mm >1335 mm 57146 61,60
1585 mm >1460 mm 57159 69,10
<6000 mm per meter 57600 90,80

Options Art. no. EUR Surcharge

Cut to fixed size 900200 1,50  

Planet hole 5 x 13 mm, symmetrical 
(specify backset)

900601 10,80  

Planet hole 5 x 13 mm, asymmetrical DIN L 
(specify backset)

900190L 10,80  

Planet hole 5 x 13 mm, asymmetrical DIN R 
(specify backset)

900190R 10,80  

Planet hole Ø10 mm for 20 mm profiles 
(specify backset)

900280 9,00  

Planet TR125 double shortening, 5 x 13 mm 
hole (specify backset)

900390 15,70  

Planet TR125 double shortening, 10 mm 
hole (specify backset)

902668 15,70  

Bevel lip for uneven floors, DIN L  
(right handed), 20 mm profiles

900895L 10%

Bevel lip for uneven floors, DIN R  
(left handed), 20 mm profiles

900895R 10%

Inverse actuation, trigger plate 50 mm 900909 100%

Inverse actuation, trigger plate 70 mm 902084 100%

Inverse actuation, trigger plate 80 mm 902085 100%

Silicone-free TPE version 900913 20%

Vertical drop-down seal installation 900916 20%

Corrosion resistant mechanism  
(13 and 20 mm line)

900793 33,70  

Drop-down seal, top installation 900915 20%

Drop-down seal installation horizontal / top 
/ sliding door mechanism

900917 20%

Folding walls G-G design 900918 10%

Silicon protrusion 900440 2,40  

Version for sliding door 900908 20%

Pivot door design (13 and 20 mm line) 900920 50,90  

Accessories Art. no. EUR

Trigger plate on pull (inverse actuation), 50 mm 900398 22,34

Trigger plate on pull (inverse actuation), 70 mm 900418 23,46

Trigger plate on pull (inverse actuation), 80 mm 900557 24,79

Planet KR flush bolt diverse diverse 

Planet BM 5 x 13 mm floor strike narrow diverse diverse 

Planet BM 5 x 13 mm floor strike diverse diverse 

Planet BM Ø10 mm floor strike narrow diverse diverse 

Planet BM Ø10 mm floor strike diverse diverse 

Planet BM-R Ø15 mm floor strike (25/40 mm) diverse diverse 

Planet BM-R Ø11 mm floor strike (25/40 mm) diverse diverse 

Planet F hollow flat rail diverse diverse 

Planet BT floor separation threshold diverse diverse 
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Planet RO-plus 19,8 / 36 x 20 mm |  16 mm | 54 dB

Main features
•	 Drop-down seals for metal doors
•	 Drop height up to 16 mm
•	 With optimum sealing, acoustic insulation value up to 54 dB (proof via 

MF-plus)
•	 Unilateral and silent actuation
•	 No scraping / trailing on the floor, thanks to parallel drop
•	 Automatic compensation of sloped floors
•	 For double-leaf doors with flush bolt or shoot bolt
•	 High-quality silicone lip, lateral protrusion adjustable
•	 Easy drop height adjustment
•	 Can be shortened to the next smaller stock length
•	 7-year warranty

Functions (depending on versions / options)

Possible door types (depending on options)

Floor surface

19,8

36

20

– 16 mm

Tender specifications at: www.planet.ag

Technical specifications
Seal profile high-quality self-extinguishing silicone

Sound absorption value up to 54 dB at ground air 7 mm

Fastening from below with on-site screws

Can be shortened max. 125 mm (335 mm only 115 mm)

Release on one side, hinge side

Drop height adjustment on release pin with 3 mm Allen key

Max. drop height 16 mm

Profile size 19.8 / 36 x 20 mm

Profile material aluminium

A
D

G

R27399

R38125
In accordance with 

BS 476: Part 22
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20 mm

Planet RO-plus  with drill 
hole 10 mm for driving bar 
rods

Planet RO-plus with drill hole 
5 x 13 mm for flush bolt

Planet KR flush bol incl. strike 
plate

Planet RO-plus  versions / options / accessories / prices

Versions

Planet RO-plus, FH+RD (fire retardant and 
smoke-shielding) | 54 dB

Length can be shortened to Art. no. EUR
400 mm no function 57040-DD 27,40
335 mm >220 mm 57034-DD 75,50
460 mm >335 mm 57046-DD 65,60
585 mm >460 mm 57059-DD 51,60
710 mm >585 mm 57071-DD 52,30
835 mm >710 mm 57084-DD 53,60
960 mm >835 mm 57096-DD 55,00
1085 mm >960 mm 57109-DD 56,30
1210 mm >1085 mm 57121-DD 58,10
1335 mm >1210 mm 57134-DD 60,00
1460 mm >1335 mm 57146-DD 65,80
1585 mm >1460 mm 57159-DD 73,40
<6000 mm per meter 57600-DD 95,20

Options Art. no. EUR Surcharge

Cut to fixed size 900200 1,50  

Planet hole 5 x 13 mm, symmetrical 
(specify backset)

900601 10,80  

Planet hole 5 x 13 mm, asymmetrical DIN L 
(specify backset)

900190L 10,80  

Planet hole 5 x 13 mm, asymmetrical DIN R 
(specify backset)

900190R 10,80  

Planet hole Ø10 mm for 20 mm profiles 
(specify backset)

900280 9,00  

Planet TR125 double shortening, 5 x 13 mm 
hole (specify backset)

900390 15,70  

Planet TR125 double shortening, 10 mm 
hole (specify backset)

902668 15,70  

Vertical drop-down seal installation 900916 20%

Corrosion resistant mechanism  
(13 and 20 mm line)

900793 33,70  

Drop-down seal, top installation 900915 20%

Drop-down seal installation horizontal / top 
/ sliding door mechanism

900917 20%

Silicon protrusion 900440 2,40  

Version for sliding door 900908 20%

Folding walls G-G design 900918 10%

Inverse actuation, trigger plate 50 mm 900909 100%

Inverse actuation, trigger plate 70 mm 902084 100%

Inverse actuation, trigger plate 80 mm 902085 100%

Pivot door design (13 and 20 mm line) 900920 50,90  

Accessories Art. no. EUR

Trigger plate on pull (inverse actuation), 50 mm 900398 22,34

Trigger plate on pull (inverse actuation), 70 mm 900418 23,46

Trigger plate on pull (inverse actuation), 80 mm 900557 24,79

Planet KR flush bolt diverse diverse 

Planet BM Ø10 mm floor strike narrow diverse diverse 

Planet BM 5 x 13 mm floor strike diverse diverse 

Planet BM 5 x 13 mm floor strike narrow diverse diverse 

Planet BM Ø10 mm floor strike diverse diverse 

Planet BM-R Ø11 mm floor strike (25/40 mm) diverse diverse 

Planet F hollow flat rail diverse diverse 

Planet BT floor separation threshold diverse diverse 

Planet BM-R Ø15 mm floor strike (25/40 mm) diverse diverse 
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Planet RS 20,8 / 24 x 20 mm |  16 mm | 50 dB

Main features
•	 Drop-down seal for PVC doors
•	 Drop height up to 16 mm
•	 Sound absorption level up to 50 dB with optimal sealing
•	 Mounting bracket suitable for Eurogroove 16 mm
•	 Suitable for front door groove 24 mm
•	 Mounting kit for all standard system manufacturers
•	 Unilateral and silent actuation
•	 No scraping / trailing on the floor, thanks to parallel drop
•	 For double-leaf doors with flush bolt or shoot bolt
•	 Can be shortened to the next smaller stock length
•	 High-quality silicone lip, lateral protrusion adjustable
•	 Easy drop height adjustment
•	 7-year warranty

Incl. accessories
•	 Mounting set RS, universal (suitable for common system manufacturers, 

e.g. Schüco, Kömmerling, Gealan, Salamander, etc.)

Functions (depending on versions / options)

Possible door types (depending on options)

Floor surface

20

24
20,8

16

– 16 mm

Tender specifications at: www.planet.ag

Technical specifications
Seal profile high-quality silicone or high-quality self-extinguishing 

silicone

Sound absorption value up to 50 dB at ground air 7 mm

Fastening with assembly set, system manufacturer version

Can be shortened max. 125 mm (335 mm only 115 mm)

Release on one side, hinge side

Drop height adjustment on release pin with 3 mm Allen key

Max. drop height 16 mm

Profile size 19,8 / 24 x 20 mm

Profile material aluminium

A
D

G

R27399

R38125
In accordance with 
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20 mm

Planet RS with bevel lip for 
uneven floors

Planet RS with option  «plus» 
for best sound protection

Planet RS with Planet drill 
hole 5 x 13 mm and flushbolt

Planet RS with Planet drill 
hole 10 mm for driving bar 
rods

Planet KR flush bol incl. strike 
plate

Planet RS  versions / options / accessories / prices

Versions

Planet RS, RD (smoke-shielding) | 50 dB

Length can be shortened to Art. no. EUR
400 mm no function 55040 24,90
335 mm >220 mm 55034 70,30
460 mm >335 mm 55046 60,20
585 mm >460 mm 55059 45,80
710 mm >585 mm 55071 46,90
835 mm >710 mm 55084 48,50
960 mm >835 mm 55096 49,60
1085 mm >960 mm 55109 52,30
1210 mm >1085 mm 55121 54,10
1335 mm >1210 mm 55134 55,90
1460 mm >1335 mm 55146 62,00
1585 mm >1460 mm 55159 69,50
<6000 mm per meter 55600 89,70

Planet RS, FH+RD (fire retardant and 
smoke-shielding) | 50 dB

Length can be shortened to Art. no. EUR
400 mm no function 59040 27,20
335 mm >220 mm 59034 75,10
460 mm >335 mm 59046 65,30
585 mm >460 mm 59059 50,90
710 mm >585 mm 59071 51,80
835 mm >710 mm 59084 53,40
960 mm >835 mm 59096 54,40
1085 mm >960 mm 59109 56,30
1210 mm >1085 mm 59121 58,20
1335 mm >1210 mm 59134 60,00
1460 mm >1335 mm 59146 66,00
1585 mm >1460 mm 59159 73,60
<6000 mm per meter 59600 97,30

Accessories Art. no. EUR

Trigger plate on pull (inverse actuation), 70 mm 900418 23,46

Trigger plate on pull (inverse actuation), 80 mm 900557 24,79

Trigger plate on pull (inverse actuation), 50 mm 900398 22,34

Mounting set RS, type Univeral-RS 900507 6,00

Planet KR flush bolt diverse diverse 

Planet BM 5 x 13 mm floor strike narrow diverse diverse 

Planet BM 5 x 13 mm floor strike diverse diverse 

Planet BM Ø10 mm floor strike narrow diverse diverse 

Planet BM Ø10 mm floor strike diverse diverse 

Planet BM-R Ø15 mm floor strike (25/40 mm) diverse diverse 

Planet BM-R Ø11 mm floor strike (25/40 mm) diverse diverse 

Planet BT floor separation threshold diverse diverse 

Planet F hollow flat rail diverse diverse 

Options Art. no. EUR Surcharge

Cut to fixed size 900200 1,50  
Planet hole 5 x 13 mm, symmetrical 
(specify backset)

900601 10,80  

Planet hole 5 x 13 mm, asymmetrical DIN L 
(specify backset)

900190L 10,80  

Planet hole 5 x 13 mm, asymmetrical DIN R 
(specify backset)

900190R 10,80  

Planet hole Ø10 mm for 20 mm profiles 
(specify backset)

900280 9,00  

Planet TR125 double shortening, 5 x 13 mm 
hole (specify backset)

900390 15,70  

Planet TR125 double shortening, 10 mm hole 
(specify backset)

902668 15,70  

Option «plus» for Planet RS 900911 4,20  

Bevel lip for uneven floors, DIN L  
(right handed), 20 mm profiles

900895L 10%

Bevel lip for uneven floors, DIN R  
(left handed), 20 mm profiles

900895R 10%

Inverse actuation, trigger plate 50 mm 900909 100%
Inverse actuation, trigger plate 70 mm 902084 100%
Inverse actuation, trigger plate 80 mm 902085 100%
Silicone-free TPE version 900913 20%
Vertical drop-down seal installation 900916 20%
Corrosion resistant mechanism  
(13 and 20 mm line)

900793 33,70  

Drop-down seal, top installation 900915 20%
Drop-down seal installation horizontal / top / 
sliding door mechanism

900917 20%

Folding walls G-G design 900918 10%
Silicon protrusion 900440 2,40  
Version for sliding door 900908 20%
Pivot door design (13 and 20 mm line) 900920 50,90  
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Planet PU 19,8 x 20 mm |  16 mm | 50 dB

Main features
•	 Drop-down seal for metal and wooden doors
•	 Drop height up to 16 mm
•	 Sound absorption level up to 50 dB with optimal sealing
•	 Unilateral and silent actuation
•	 No scraping / trailing on the floor, thanks to parallel drop
•	 Automatic compensation of sloped floors
•	 For double-leaf doors with flush bolt or shoot bolt
•	 High-quality silicone lip, lateral protrusion adjustable
•	 Easy drop height adjustment
•	 Can be shortened to the next smaller stock length
•	 7-year warranty

Incl. accessories
•	 Planet stopping plate, type 1 (stainless steel)

Functions (depending on versions / options)

Possible door types (depending on options)

Floor surface

30

19 20

19,8

– 16 mm

Tender specifications at: www.planet.ag

Technical specifications
Groove size 20,3 mm wide and 19,5 mm deep

Seal profile high-quality silicone or high-quality self-extinguishing 
silicone

Sound absorption value up to 50 dB at ground air 7 mm

Frame protector plate stainless steel, for knocking in, 20 x 20 mm

Fastening from below with on-site screws or nails/pins

Can be shortened max. 125 mm (335 mm only 115 mm)

Release on one side, hinge side

Drop height adjustment on release pin with 3 mm Allen key

Max. drop height 16 mm

Profile size 19.8 x 20 mm

Profile material aluminium

A
D

G

R27399

R38125
In accordance with 
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20 mm

Planet PU with option «plus» 
for best sound protection

Planet PU with bevel lip for 
uneven floors

Planet PU with Planet drill 
hole 5 x 13 mm for flush bolt

Planet PU with Planet drill 
hole 10 mm for driving bar 
rods

Planet KR flush bol incl. strike 
plate

Planet PU  versions / options / accessories / prices

Versions

Planet PU, RD (smoke-shielding) | 50 dB

Length can be shortened to Art. no. EUR
400 mm no function 53040 22,80
335 mm >220 mm 53034 66,40
460 mm >335 mm 53046 56,10
585 mm >460 mm 53059 42,20
710 mm >585 mm 53071 42,90
835 mm >710 mm 53084 44,30
960 mm >835 mm 53096 45,60
1085 mm >960 mm 53109 47,30
1210 mm >1085 mm 53121 48,80
1335 mm >1210 mm 53134 50,80
1460 mm >1335 mm 53146 57,30
1585 mm >1460 mm 53159 65,00
<6000 mm per meter 53600 82,00

Planet PU, FH+RD (fire retardant and 
smoke-shielding) | 50 dB

Length can be shortened to Art. no. EUR
400 mm no function 54040 25,40
335 mm >220 mm 54034 71,10
460 mm >335 mm 54046 61,30
585 mm >460 mm 54059 47,20
710 mm >585 mm 54071 47,90
835 mm >710 mm 54084 49,20
960 mm >835 mm 54096 50,70
1085 mm >960 mm 54109 52,10
1210 mm >1085 mm 54121 53,80
1335 mm >1210 mm 54134 55,60
1460 mm >1335 mm 54146 61,60
1585 mm >1460 mm 54159 69,10
<6000 mm per meter 54600 90,80

Options Art. no. EUR Surcharge

Cut to fixed size 900200 1,50  

Planet hole 5 x 13 mm, symmetrical 
(specify backset)

900601 10,80  

Planet hole 5 x 13 mm, asymmetrical DIN L 
(specify backset)

900190L 10,80  

Planet hole 5 x 13 mm, asymmetrical DIN R 
(specify backset)

900190R 10,80  

Planet hole Ø10 mm for 20 mm profiles 
(specify backset)

900280 9,00  

Planet TR125 double shortening, 5 x 13 mm 
hole (specify backset)

900390 15,70  

Planet TR125 double shortening, 10 mm 
hole (specify backset)

902668 15,70  

Bevel lip for uneven floors, DIN L  
(right handed), 20 mm profiles

900895L 10%

Bevel lip for uneven floors, DIN R  
(left handed), 20 mm profiles

900895R 10%

Option „plus“ for Planet PU 900912 4,20  

Round door design 900919 100%

Inverse actuation, trigger plate 50 mm 900909 100%

Inverse actuation, trigger plate 70 mm 902084 100%

Inverse actuation, trigger plate 80 mm 902085 100%

Silicone-free TPE version 900913 20%

Vertical drop-down seal installation 900916 20%

Corrosion resistant mechanism  
(13 and 20 mm line)

900793 33,70  

Drop-down seal, top installation 900915 20%

Drop-down seal installation horizontal / top 
/ sliding door mechanism

900917 20%

Folding walls G-G design 900918 10%

Silicon protrusion 900440 2,40  

Version for sliding door 900908 20%

Pivot door design (13 and 20 mm line) 900920 50,90  

Accessories Art. no. EUR

Trigger plate on pull (inverse actuation), 80 mm 900557 24,79

Trigger plate on pull (inverse actuation), 70 mm 900418 23,46

Trigger plate on pull (inverse actuation), 50 mm 900398 22,34

Planet KR flush bolt diverse diverse 

Planet BM 5 x 13 mm floor strike narrow diverse diverse 

Planet BM 5 x 13 mm floor strike diverse diverse 

Accessories Art. no. EUR

Planet BM Ø10 mm floor strike narrow diverse diverse 

Planet BM Ø10 mm floor strike diverse diverse 

Planet BM-R Ø15 mm floor strike (25/40 mm) diverse diverse 

Planet BM-R Ø11 mm floor strike (25/40 mm) diverse diverse 

Planet BT floor separation threshold diverse diverse 

Planet F hollow flat rail diverse diverse 
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Planet KG-S narrow 11,5 x 38mm |  16 mm | 48 dB

Main features
•	 Drop-down seal for glass, wood, metal and PVC doors
•	 Drop height up to 16 mm
•	 Sound absorption level up to 48 dB with optimal sealing
•	 Planet KG-S narrow, glued to the side with UV adhesive or  

double adhesive tape
•	 Ready for use immediately after installation thanks to the  

fixing screws supplied
•	 Unilateral and silent actuation
•	 No scraping / trailing on the floor, thanks to parallel drop
•	 Automatic compensation of sloped floors
•	 High-quality silicone lip, lateral protrusion adjustable
•	 Easy drop height adjustment
•	 Can be shortened to the next smaller stock length
•	 7-year warranty

Incl. accessories
•	 Planet stopping plate, type 1 (stainless steel), screws and cover plates

Functions (depending on versions / options)

Possible door types (depending on options)

Floor surface

– 16 mm

38

11,5

Tender specifications at: www.planet.ag

Technical attributes
Seal profile high-quality silicone or high-quality self-extinguishing 

silicone

Sound absorption value up to 48 dB at ground air 7 mm

Frame protector plate stainless steel, for knocking in, 20 x 20 mm

Fastening for gluing

Can be shortened max. 125 mm

Release on one side, hinge side

Drop height adjustment on release pin with 3 mm Allen key

Max. drop height 16 mm

Profile size 11.5 x 38 mm

Profile material aluminium

Surface silver anodised EV1, matt anodised stainless steel (INOX) or 
black C35 matt anodised
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For glass doors

Planet KG-S narrow with 
fixing screw for quick install

Planet KG-S narrow with 
bevel lip for uneven floors

Planet KG-S narrow, black 
C35 satin anodised

Planet KG-S narrow, laterally 
pasted on PVC door

Planet KG-S narrow, laterally 
pasted on metal door

Planet KG-S narrow, laterally 
pasted on wooden door

Planet KG-S narrow  versions / options / accessories / prices

Versions

Planet KG-S narrow, FH+RD (fire-retardant and smoke-shielding) | 48 dB

EV1 INOX BLACK
Length can be shortened to Art. no. EUR Art. no. EUR Art. no. EUR

400 mm no function 35040-S 44,00 35040-SX 51,80 35040-SB 48,80
459 mm >335 mm 35046-S 87,70 35046-SX 103,40 35046-SB 97,20
584 mm >460 mm 35059-S 76,30 35059-SX 90,10 35059-SB 84,60
709 mm >585 mm 35071-S 80,90 35071-SX 95,60 35071-SB 89,80
834 mm >710 mm 35084-S 84,40 35084-SX 99,70 35084-SB 93,50
959 mm >835 mm 35096-S 87,70 35096-SX 103,40 35096-SB 97,20
1084 mm >960 mm 35109-S 92,10 35109-SX 108,80 35109-SB 102,10
1209 mm >1085 mm 35121-S 96,20 35121-SX 113,40 35121-SB 106,60
1334 mm >1210 mm 35134-S 100,00 35134-SX 117,90 35134-SB 110,80
1459 mm >1335 mm 35146-S 109,10 35146-SX 128,70 35146-SB 121,10
<6000 mm per meter 35600-S 162,90 35600-SX 192,20 35600-SB 180,50

Options Art. no. EUR Surcharge

Cut to fixed dimensions (KG and MinE) 900225 2,60

Version for sliding door 900908 20%

Drop-down seal, top installation 900915 20%

Silicon protrusion 900440 2,40

Bevel lip for uneven floors, DIN L  
right handed), 8 mm profiles

900893L 10%

Bevel lip for uneven floors, DIN R  
(left handed), 8 mm profiles

900893R 10%

Profiles in special colours 900923 Graduated prices p. 113

Accessoires Art. no. EUR

Stopping plate Type 1 (standard) 900014 0,50

Stopping plate Type 2 900188 2,80

Stopping plate Type 3 900395 3,10

Adhesive tape set for Planet KG-S narrow 900837 20,10

Complete retrofit set for Planet KG-S narrow 902208 26,50

Assembly set Planet KG-S/SM-Set/A narrow  
(version 2025)

902742 4,90

Planet BT floor separation threshold diverse diverse

Planet F hollow flat rail diverse diverse
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Planet KG-SM set narrow 11,5 x 38mm |  16 mm | 48 dB

Main features
•	 Drop-down seal for glass, wood, metal and PVC doors
•	 Drop height up to 16 mm
•	 Sound absorption level up to 48 dB with optimal sealing
•	 Easy installation with adhesive tape set
•	 Ready for use immediately after installation thanks to the  

fixing screws supplied
•	 For new and existing doors
•	 Elegant architectural design solution
•	 Can be used for left and right doors
•	 Unilateral and silent actuation
•	 No scraping / trailing on the floor, thanks to parallel drop
•	 Automatic compensation of sloped floors
•	 High-quality silicone lip, lateral protrusion adjustable
•	 Easy drop height adjustment
•	 Can be shortened to the next smaller stock length
•	 7-year warranty

Incl. accessories
•	 Complete set consisting of drop-down seal, protection profile with pre-

pared double adhesive tape, cover plates, stopping plates, fixing screws, 
optical film, Allen key

Functions (depending on versions / options)

Possible door types (depending on options)

Bodenstruktur

– 16 mm

38

11,5

Tender specifications at: www.planet.ag

Technical attributes
Seal profile high-quality silicone

Sound absorption value up to 48 dB at ground air 7 mm

Frame protector plate stainless steel, for knocking in, 20 x 20 mm

Fastening for gluing

Can be shortened max. 125 mm

Release on one side, hinge side

Drop height adjustment on release pin with 3 mm Allen key

Max. drop height 16 mm

Profile size 11.5 x 38 mm

Profile material aluminium

Surface silver anodised EV1, matt anodised stainless steel (INOX) or 
black C35 matt anodised
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For glass doors

Versions

Planet KG-SM-Set narrow, FH+RD (fire-retardant and smoke-shielding) | 48 dB

EV1 INOX BLACK
Length can be shortened to Art. no. EUR Art. no. EUR Art. no. EUR

400 mm no function 35040-SM 46,40 35040-SMX 54,70 35040-SMB 51,30
459 mm >335 mm 35046-SM 92,60 35046-SMX 109,20 35046-SMB 102,80
584 mm >460 mm 35059-SM 80,80 35059-SMX 95,40 35059-SMB 89,50
709 mm >585 mm 35071-SM 85,40 35071-SMX 100,70 35071-SMB 94,70
834 mm >710 mm 35084-SM 89,50 35084-SMX 105,70 35084-SMB 99,40
959 mm >835 mm 35096-SM 92,60 35096-SMX 109,20 35096-SMB 102,80
1084 mm >960 mm 35109-SM 97,40 35109-SMX 115,00 35109-SMB 108,00
1209 mm >1085 mm 35121-SM 101,60 35121-SMX 120,00 35121-SMB 112,70
1334 mm >1210 mm 35134-SM 105,20 35134-SMX 124,30 35134-SMB 116,70
1459 mm >1335 mm 35146-SM 115,60 35146-SMX 136,30 35146-SMB 128,20
<6000 mm per meter 35600-SM 171,80 35600-SMX 202,80 35600-SMB 190,40

Planet KG-SM-Set narrow, 
with fixing screw for quick 
install

Planet KG-SM-Set narrow, 
black C35 satin anodised

Planet KG-SM-Set narrow, 
bevel lip for uneven floors

Planet KG-SM-Set narrow, 
laterally pasted on PVC door

Planet KG-SM-Set narrow, 
laterally pasted on metall 
door

Planet KG-SM-Set narrow, 
laterally pasted on wooden 
door

Complete-set incl. all necessary components for easy and save 
installation of the KG-S narrow seal

Planet KG-SM set narrow versions / options / accessories / prices

Options Art. no. EUR Surcharge

Cut to fixed dimensions (KG and MinE) 900225 2,60

Version for sliding door 900908 20%

Drop-down seal, top installation 900915 20%

Silicon protrusion 900440 2,40

Bevel lip for uneven floors, DIN L (right 
handed), 8 mm profiles

900893L 10%

Bevel lip for uneven floors, DIN R (left 
handed), 8 mm profiles

900893R 10%

Profiles in special colours 900923 Graduated prices p. 113

Accessoires Art. no. EUR

Stopping plate Type 1 (standard) 900014 0,50

Stopping plate Type 2 900188 2,80

Stopping plate Type 3 900395 3,10

Assembly set Planet KG-S/SM-Set/A narrow  
(version 2025)

902742 4,90

Planet F hollow flat rail diverse diverse 

Planet BT floor separation threshold diverse diverse 
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Planet KG-A8 narrow 11,5 x 38 mm |  16 mm | 48 dB

Main features
•	 Drop-down seal for glass doors
•	 Drop height up to 16 mm
•	 Sound absorption level up to 48 dB with optimal sealing
•	 For single-leaf and double-leaf all-glass doors with 8 mm glass thickness
•	 Planet KG-A8 narrow for attaching and gluing
•	 Planet drop-down seal is glued into narrow protection profile A8
•	 Ready for use immediately after installation thanks to the fixing  

screws supplied
•	 Unilateral and silent actuation
•	 No scraping / trailing on the floor, thanks to parallel drop
•	 Automatic compensation of sloped floors
•	 High-quality silicone lip, lateral protrusion adjustable
•	 Easy drop height adjustment
•	 Can be shortened to the next smaller stock length
•	 7-year warranty

Incl. accessories
•	 Planet stopping plate, type 1 (stainless steel), screws and cover plates

Functions (depending on versions / options)

Possible door types (depending on options)

Floor surface

12,9

38

– 16 mm

8 
m

m

Tender specifications at: www.planet.ag

Technical attributes
Seal profile high-quality silicone or high-quality self-extinguishing 

silicone

Sound absorption value up to 48 dB at ground air 7 mm

Frame protector plate stainless steel, for knocking in, 20 x 20 mm

Fastening for gluing

Can be shortened max. 125 mm

Release on one side, hinge side

Drop height adjustment on release pin with 3 mm Allen key

Max. drop height 16 mm

Profile size 11.5 x 38 mm

Profile material aluminium

Surface silver anodised EV1 or matt anodised stainless steel (INOX)

A
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For glass doors

Planet KG-A8 narrow with 
bevel lip for uneven floors

Planet KG-A8 narrow  versions / options / accessories / prices

Options Art. no. EUR Surcharge

Cut to fixed dimensions (KG and MinE) 900225 2,60  

Version for sliding door 900908 20%

Drop-down seal, top installation 900915 20%

Silicon protrusion 900440 2,40  

Bevel lip for uneven floors, DIN L  
(right handed), 8 mm profiles

900893L 10%

Bevel lip for uneven floors, DIN R  
(left handed), 8 mm profiles

900893R 10%

Profiles in special colours 900923 Graduated prices p. 113

Accessoires Art. no. EUR

Stopping plate Type 1 (standard) 900014 0,50

Stopping plate Type 2 900188 2,80

Stopping plate Type 3 900395 3,10

Assembly set Planet KG-S/SM-Set/A narrow  
(version 2025)

902742 4,90

Planet BT floor separation threshold diverse diverse 

Planet F hollow flat rail diverse diverse 

Versions

Planet KG-A8 narrow, FH+RD (fire-retardant and smoke-shielding) | 48 dB

EV1 INOX
Length can be shortened to Art. no. EUR Art. no. EUR

400 mm no function 35040-A8 44,00 35040-A8X 51,80
459 mm >335 mm 35046-A8 87,70 35046-A8X 103,40
584 mm >460 mm 35059-A8 76,30 35059-A8X 90,10
709 mm >585 mm 35071-A8 80,90 35071-A8X 95,60
834 mm >710 mm 35084-A8 84,40 35084-A8X 99,70
959 mm >835 mm 35096-A8 87,70 35096-A8X 103,40
1084 mm >960 mm 35109-A8 92,10 35109-A8X 108,80
1209 mm >1085 mm 35121-A8 96,20 35121-A8X 113,40
1334 mm >1210 mm 35134-A8 100,00 35134-A8X 117,90
1459 mm >1335 mm 35146-A8 109,10 35146-A8X 128,70
<6000 mm per meter 35600-A8 162,90 35600-A8X 192,20
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Planet KG-A10 narrow 11,5 x 38 mm |  16 mm | 48 dB

Main features
•	 Drop-down seal for glass doors
•	 Drop height up to 16 mm
•	 Sound absorption level up to 48 dB with optimal sealing
•	 For single-leaf and double-leaf all-glass doors with 10 mm glass  

thickness
•	 Planet KG-A10 narrow for attaching and gluing
•	 Planet drop-down seal is glued into narrow protection profile A10
•	 Ready for use immediately after installation thanks to the fixing  

screws supplied
•	 Unilateral and silent actuation
•	 No scraping / trailing on the floor, thanks to parallel drop
•	 Automatic compensation of sloped floors
•	 High-quality silicone lip, lateral protrusion adjustable
•	 Easy drop height adjustment
•	 Can be shortened to the next smaller stock length
•	 7-year warranty

Incl. accessories
•	 Planet stopping plate, type 1 (stainless steel), screws and cover plates

Functions (depending on versions / options)

Possible door types (depending on options)

Floor surface

12,9

38

– 16 mm

10
 m

m

Tender specifications at: www.planet.ag

Technical attributes
Seal profile high-quality silicone or high-quality self-extinguishing 

silicone

Sound absorption value up to 48 dB at ground air 7 mm

Frame protector plate stainless steel, for knocking in, 20 x 20 mm

Fastening for gluing

Can be shortened max. 125 mm

Release on one side, hinge side

Drop height adjustment on release pin with 3 mm Allen key

Max. drop height 16 mm

Profile size 11.5 x 38 mm

Profile material aluminium

Surface silver anodised EV1 or matt anodised stainless steel (INOX)
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For glass doors

Planet KG-A10 narrow with 
bevel lip for uneven floors

Planet KG-A10 narrow  versions / options / accessories / prices

Options Art. no. EUR Surcharge

Cut to fixed dimensions (KG and MinE) 900225 2,60  

Version for sliding door 900908 20%

Silicon protrusion 900440 2,40  

Drop-down seal, top installation 900915 20%

Bevel lip for uneven floors, DIN L  
(right handed), 8 mm profiles

900893L 10%

Bevel lip for uneven floors, DIN R  
(left handed), 8 mm profiles

900893R 10%

Profiles in special colours 900923 Graduated prices p. 113

Accessoires Art. no. EUR

Stopping plate Type 1 (standard) 900014 0,50

Stopping plate Type 2 900188 2,80

Stopping plate Type 3 900395 3,10

Assembly set Planet KG-S/SM-Set/A narrow  
(version 2025)

902742 4,90

Planet BT floor separation threshold diverse diverse 

Planet F hollow flat rail diverse diverse 

Versions

Planet KG-A10 narrow, FH+RD (fire-retardant and smoke-shielding) | 48 dB

EV1 INOX
Length can be shortened to Art. no. EUR Art. no. EUR

400 mm no function 35040-A10 44,00 35040-A10X 51,80
459 mm >335 mm 35046-A10 87,70 35046-A10X 103,40
584 mm >460 mm 35059-A10 76,30 35059-A10X 90,10
709 mm >585 mm 35071-A10 80,90 35071-A10X 95,60
834 mm >710 mm 35084-A10 84,40 35084-A10X 99,70
959 mm >835 mm 35096-A10 87,70 35096-A10X 103,40
1084 mm >960 mm 35109-A10 92,10 35109-A10X 108,80
1209 mm >1085 mm 35121-A10 96,20 35121-A10X 113,40
1334 mm >1210 mm 35134-A10 100,00 35134-A10X 117,90
1459 mm >1335 mm 35146-A10 109,10 35146-A10X 128,70
<6000 mm per meter 35600-A10 162,90 35600-A10X 192,20
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Planet KG-A12 narrow 11,5 x 38 mm |  16 mm | 48 dB

Main features
•	 Drop-down seal for glass doors
•	 Drop height up to 16 mm
•	 Sound absorption level up to 48 dB with optimal sealing
•	 For single-leaf and double-leaf all-glass doors with 12 mm glass  

thickness
•	 Planet KG-A12 narrow for attaching and gluing
•	 Planet drop-down seal is glued into narrow protection profile A12
•	 Ready for use immediately after installation thanks to the fixing  

screws supplied
•	 Unilateral and silent actuation
•	 No scraping / trailing on the floor, thanks to parallel drop
•	 Automatic compensation of sloped floors
•	 High-quality silicone lip, lateral protrusion adjustable
•	 Easy drop height adjustment
•	 Can be shortened to the next smaller stock length
•	 7-year warranty

Incl. accessories
•	 Planet stopping plate, type 1 (stainless steel), screws and cover plates

Functions (depending on versions / options)

Possible door types (depending on options)

Floor surface

12,9

38

– 16 mm

12
 m

m

Tender specifications at: www.planet.ag

Technical attributes
Seal profile high-quality silicone or high-quality self-extinguishing 

silicone

Sound absorption value up to 48 dB at ground air 7 mm

Frame protector plate stainless steel, for knocking in, 20 x 20 mm

Fastening for gluing

Can be shortened max. 125 mm

Release on one side, hinge side

Drop height adjustment on release pin with 3 mm Allen key

Max. drop height 16 mm

Profile size 11.5 x 38 mm

Profile material aluminium

Surface silver anodised EV1 or matt anodised stainless steel (INOX)
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For glass doors

Planet KG-A12 narrow with 
bevel lip for uneven floors

Planet KG-A12 narrow  versions / options / accessories / prices

Options Art. no. EUR Surcharge

Cut to fixed dimensions (KG and MinE) 900225 2,60  

Version for sliding door 900908 20%

Drop-down seal, top installation 900915 20%

Silicon protrusion 900440 2,40  

Bevel lip for uneven floors, DIN L  
(right handed), 8 mm profiles

900893L 10%

Bevel lip for uneven floors, DIN R  
(left handed), 8 mm profiles

900893R 10%

Profiles in special colours 900923 Graduated prices p. 113

Accessoires Art. no. EUR

Stopping plate Type 1 (standard) 900014 0,50

Stopping plate Type 2 900188 2,80

Stopping plate Type 3 900395 3,10

Assembly set Planet KG-S/SM-Set/A narrow  
(version 2025)

902742 4,90

Planet BT floor separation threshold diverse diverse 

Planet F hollow flat rail diverse diverse 

Versions

Planet KG-A12 narrow, FH+RD (fire-retardant and smoke-shielding) | 48 dB

EV1 INOX
Length can be shortened to Art. no. EUR Art. no. EUR

400 mm no function 35040-A12 44,00 35040-A12X 51,80
459 mm >335 mm 35046-A12 87,70 35046-A12X 103,40
584 mm >460 mm 35059-A12 76,30 35059-A12X 90,10
709 mm >585 mm 35071-A12 80,90 35071-A12X 95,60
834 mm >710 mm 35084-A12 84,40 35084-A12X 99,70
959 mm >835 mm 35096-A12 87,70 35096-A12X 103,40
1084 mm >960 mm 35109-A12 92,10 35109-A12X 108,80
1209 mm >1085 mm 35121-A12 96,20 35121-A12X 113,40
1334 mm >1210 mm 35134-A12 100,00 35134-A12X 117,90
1459 mm >1335 mm 35146-A12 109,10 35146-A12X 128,70
<6000 mm per meter 35600-A12 162,90 35600-A12X 192,20
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Planet KG-F8 narrow 13,5 x 46 mm |  16 mm | 48 dB

Main features
•	 Drop-down seal for glass doors
•	 Drop height up to 16 mm
•	 Sound absorption level up to 48 dB with optimal sealing
•	 For single and double-leaf all-glass doors with 8 mm glass thickness  

or laminated safety glass
•	 Planet KG-F8 narrow for attaching and gluing
•	 Planet drop-down seal is glued into narrow protection profile F8
•	 Unilateral and silent actuation
•	 No scraping / trailing on the floor, thanks to parallel drop
•	 Automatic compensation of sloped floors
•	 High-quality silicone lip, lateral protrusion adjustable
•	 Easy drop height adjustment
•	 Can be shortened to the next smaller stock length
•	 7-year warranty

Incl. accessories
•	 Planet stopping plate, type 1 (stainless steel) and cover plate

Functions (depending on versions / options)

Possible door types (depending on options)

Floor surface

– 16 mm

28

46

11.5

8 
m

m

Tender specifications at: www.planet.ag

Technical specifications
Seal profile high-quality silicone or high-quality self-extinguishing 

silicone

Sound absorption value up to 48 dB at ground air 7 mm

Frame protector plate stainless steel, for knocking in, 20 x 20 mm

Fastening for gluing

Can be shortened max. 125 mm

Release on one side, hinge side

Drop height adjustment on release pin with 3 mm Allen key

Max. drop height 16 mm

Profile size 11.5 x 46 mm

Profile material aluminium

Surface silver anodised EV1 or matt anodised stainless steel (INOX)

A
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For glass doors

Planet KG-F8 narrow with 
bevel lip for uneven floors

Planet KG-F8 narrow  versions / options / accessories / prices

Options Art. no. EUR Surcharge

Cut to fixed dimensions (KG and MinE) 900225 2,60

Version for sliding door 900908 20%

Bevel lip for uneven floors, DIN L  
(right handed), 8 mm profiles

900893L 10%

Bevel lip for uneven floors, DIN R  
(left handed), 8 mm profiles

900893R 10%

Folding walls G-G design 900918 10%

Drop-down seal, top installation 900915 20%

Silicon protrusion 900440 2,40

Profiles in special colours 900923 Graduated prices p. 113

Accessories Art. no. EUR

Stopping plate Type 1 (standard) 900014 0,50

Stopping plate Type 2 900188 2,80

Stopping plate Type 3 900395 3,10

Cover plate set for Planet KG-F8 narrow 900836 4,80

Planet BT floor separation threshold diverse diverse 

Planet F hollow flat rail diverse diverse 

Versions

Planet KG-F8 narrow, RD (smoke-shielding) | 48 dB

EV1 INOX
Length can be shortened to Art. no. EUR Art. no. EUR

400 mm no function 38040-F8s 44,00 38040-F8Xs 51,80
459 mm >335 mm 38046-F8s 87,70 38046-F8Xs 103,40
584 mm >460 mm 38059-F8s 76,30 38059-F8Xs 90,10
709 mm >585 mm 38071-F8s 80,90 38071-F8Xs 95,60
834 mm >710 mm 38084-F8s 84,40 38084-F8Xs 99,70
959 mm >835 mm 38096-F8s 87,70 38096-F8Xs 103,40
1084 mm >960 mm 38109-F8s 92,10 38109-F8Xs 108,80
1209 mm >1085 mm 38121-F8s 96,20 38121-F8Xs 113,40
1334 mm >1210 mm 38134-F8s 100,00 38134-F8Xs 117,90
1459 mm >1335 mm 38146-F8s 109,10 38146-F8Xs 128,70
<6000 mm per meter 38200-F8s 162,90 38200-F8Xs 192,20

Planet KG-F8 narrow, FH+RD (fire-retardant and smoke-shielding) | 48 dB

EV1 INOX
Length can be shortened to Art. no. EUR Art. no. EUR

400 mm no function 39040-F8s 47,50 39040-F8Xs 56,10
459 mm >335 mm 39046-F8s 95,00 39046-F8Xs 112,00
584 mm >460 mm 39059-F8s 83,70 39059-F8Xs 98,80
709 mm >585 mm 39071-F8s 88,20 39071-F8Xs 104,10
834 mm >710 mm 39084-F8s 91,90 39084-F8Xs 108,50
959 mm >835 mm 39096-F8s 95,40 39096-F8Xs 112,50
1084 mm >960 mm 39109-F8s 99,30 39109-F8Xs 117,30
1209 mm >1085 mm 39121-F8s 103,50 39121-F8Xs 122,20
1334 mm >1210 mm 39134-F8s 107,20 39134-F8Xs 126,50
1459 mm >1335 mm 39146-F8s 116,60 39146-F8Xs 137,40
<6000 mm per meter 39200-F8s 174,70 39200-F8Xs 206,10
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Planet KG-F10 narrow 11,5 x 46 mm |  16 mm | 48 dB

Main features
•	 Drop-down seal for glass doors
•	 Drop height up to 16 mm
•	 Sound absorption level up to 48 dB with optimal sealing
•	 For single and double-leaf all-glass doors with 10 mm glass thickness  

or laminated safety glass
•	 Planet KG-F10 narrow for attaching and gluing
•	 Planet drop-down seal is glued into narrow protection profile F10
•	 Unilateral and silent actuation
•	 No scraping / trailing on the floor, thanks to parallel drop
•	 Automatic compensation of sloped floors
•	 High-quality silicone lip, lateral protrusion adjustable
•	 Easy drop height adjustment
•	 Can be shortened to the next smaller stock length
•	 7-year warranty

Incl. accessories
•	 Planet stopping plate, type 1 (stainless steel) and cover plate

Functions (depending on versions / options)

Possible door types (depending on options)

Floor surface

– 16 mm

28

46

13.5
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m

Tender specifications at: www.planet.ag

Technical specifications
Seal profile high-quality silicone or high-quality self-extinguishing 

silicone

Sound absorption value up to 48 dB at ground air 7 mm

Frame protector plate stainless steel, for knocking in, 20 x 20 mm

Fastening for gluing

Can be shortened max. 125 mm

Release on one side, hinge side

Drop height adjustment on release pin with 3 mm Allen key

Max. drop height 16 mm

Profile size 13.5 x 46 mm

Profile material aluminium

Surface silver anodised EV1 or matt anodised stainless steel (INOX)
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For glass doors

Planet KG-F10 narrow with 
bevel lip for uneven floors

Planet KG-F10 narrow  versions / options / accessories / prices

Options Art. no. EUR Surcharge

Cut to fixed dimensions (KG and MinE) 900225 2,60

Version for sliding door 900908 20%

Bevel lip for uneven floors, DIN L  
(right handed), 8 mm profiles

900893L 10%

Bevel lip for uneven floors, DIN R  
(left handed), 8 mm profiles

900893R 10%

Folding walls G-G design 900918 10%

Drop-down seal, top installation 900915 20%

Silicon protrusion 900440 2,40

Profiles in special colours 900923 Graduated prices p. 113

Accessories Art. no. EUR

Stopping plate Type 2 900188 2,80

Stopping plate Type 3 900395 3,10

Cover plate set for Planet KG-F10 narrow 902074 4,80

Stopping plate Type 1 (standard) 900014 0,50

Planet BT floor separation threshold diverse diverse 

Planet F hollow flat rail diverse diverse 

Versions

Planet KG-F10 narrow, RD (smoke-shielding) | 48 dB

EV1 INOX
Length can be shortened to Art. no. EUR Art. no. EUR

400 mm no function 38040-F10s 44,00 38040-F10Xs 51,80
459 mm >335 mm 38046-F10s 87,70 38046-F10Xs 103,40
584 mm >460 mm 38059-F10s 76,30 38059-F10Xs 90,10
709 mm >585 mm 38071-F10s 80,90 38071-F10Xs 95,60
834 mm >710 mm 38084-F10s 84,40 38084-F10Xs 99,70
959 mm >835 mm 38096-F10s 87,70 38096-F10Xs 103,40
1084 mm >960 mm 38109-F10s 92,10 38109-F10Xs 108,80
1209 mm >1085 mm 38121-F10s 96,20 38121-F10Xs 113,40
1334 mm >1210 mm 38134-F10s 100,00 38134-F10Xs 117,90
1459 mm >1335 mm 38146-F10s 109,10 38146-F10Xs 128,70
<6000 mm per meter 38200-F10s 162,90 38200-F10Xs 192,20

Planet KG-F10 narrow, FH+RD (fire-retardant and smoke-shielding) | 48 dB

EV1 INOX
Length can be shortened to Art. no. EUR Art. no. EUR

400 mm no function 39040-F10s 47,50 39040-F10Xs 56,10
459 mm >335 mm 39046-F10s 95,00 39046-F10Xs 112,00
584 mm >460 mm 39059-F10s 83,70 39059-F10Xs 98,80
709 mm >585 mm 39071-F10s 88,20 39071-F10Xs 104,10
834 mm >710 mm 39084-F10s 91,90 39084-F10Xs 108,50
959 mm >835 mm 39096-F10s 95,40 39096-F10Xs 112,50
1084 mm >960 mm 39109-F10s 99,30 39109-F10Xs 117,30
1209 mm >1085 mm 39121-F10s 103,50 39121-F10Xs 122,20
1334 mm >1210 mm 39134-F10s 107,20 39134-F10Xs 126,50
1459 mm >1335 mm 39146-F10s 116,60 39146-F10Xs 137,40
<6000 mm per meter 39200-F10s 174,70 39200-F10Xs 206,10
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Planet KG-F12s 16,5 x 46 mm |  18 mm | 48 dB

Main features
•	 Drop-down seal for glass doors
•	 Drop height up to 18 mm
•	 Sound absorption level up to 48 dB with optimal sealing
•	 For single-leaf and double-leaf all-glass doors with 12 mm glass  

thickness
•	 For attaching and gluing
•	 Planet drop-down seal is glued into protection profile F12s
•	 Unilateral and silent actuation
•	 No scraping / trailing on the floor, thanks to parallel drop
•	 Automatic compensation of sloped floors
•	 High-quality silicone lip, lateral protrusion adjustable
•	 Easy drop height adjustment
•	 Can be shortened to the next smaller stock length
•	 7-year warranty

Incl. accessories
•	 Planet stopping plate, type 1 (stainless steel) and cover plate

Functions (depending on versions / options)

Possible door types (depending on options)

Floor surface

– 18 mm

28
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Tender specifications at: www.planet.ag

Technical specifications
Seal profile high-quality silicone or high-quality self-extinguishing 

silicone

Sound absorption value up to 48 dB at ground air 7 mm

Frame protector plate stainless steel, for knocking in, 20 x 20 mm

Fastening for gluing

Can be shortened max. 125 mm

Release on one side, hinge side

Drop height adjustment on release pin with 3 mm Allen key

Max. drop height 18 mm

Profile size 16.5 x 46 mm

Profile material aluminium

Surface silver anodised EV1 or matt anodised stainless steel (INOX)
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For glass doors

Planet KG-F12s with bevel lip 
for uneven floors

Planet KG-F12s  versions / options / accessories / prices

Options Art. no. EUR Surcharge

Bevel lip for uneven floors, DIN L  
(right handed), 13 mm profiles

900894L 10%

Bevel lip for uneven floors, DIN R  
(left handed), 13 mm profiles

900894R 10%

Reinforced mechanics 900783 30%

Cut to fixed dimensions (KG and MinE) 900225 2,60

Version for sliding door 900908 20%

Folding walls G-G design 900918 10%

Drop-down seal, top installation 900915 20%

Silicon protrusion 900440 2,40

Profiles in special colours 900923 Graduated prices p. 113

Accessories Art. no. EUR

Cover plate set for Planet KG-D8|D10, KG-U, KG-SL10, 
KG-F12s

900252 4,60

Stopping plate Type 1 (standard) 900014 0,50

Stopping plate Type 2 900188 2,80

Stopping plate Type 3 900395 3,10

Planet BT floor separation threshold diverse diverse 

Planet F hollow flat rail diverse diverse 

Versions

Planet KG-F12s, RD (smoke-shielding) | 48 dB

EV1 INOX
Length can be shortened to Art. no. EUR Art. no. EUR

400 mm no function 38040-F12s 41,20 38040-F12Xs 48,70
459 mm >335 mm 38046-F12s 81,40 38046-F12Xs 96,10
584 mm >460 mm 38059-F12s 71,40 38059-F12Xs 84,40
709 mm >585 mm 38071-F12s 75,90 38071-F12Xs 89,60
834 mm >710 mm 38084-F12s 79,30 38084-F12Xs 93,50
959 mm >835 mm 38096-F12s 82,50 38096-F12Xs 97,30
1084 mm >960 mm 38109-F12s 86,50 38109-F12Xs 102,00
1209 mm >1085 mm 38121-F12s 90,50 38121-F12Xs 106,80
1334 mm >1210 mm 38134-F12s 93,90 38134-F12Xs 111,00
1459 mm >1335 mm 38146-F12s 102,60 38146-F12Xs 121,30
<6000 mm per meter 38200-F12s 153,20 38200-F12Xs 180,60

Planet KG-F12s, FH+RD (fire retardant and smoke-shielding) | 48 dB

EV1 INOX
Length can be shortened to Art. no. EUR Art. no. EUR

400 mm no function 39040-F12s 44,80 39040-F12Xs 52,90
459 mm >335 mm 39046-F12s 87,80 39046-F12Xs 103,60
584 mm >460 mm 39059-F12s 78,40 39059-F12Xs 92,40
709 mm >585 mm 39071-F12s 82,80 39071-F12Xs 97,80
834 mm >710 mm 39084-F12s 86,20 39084-F12Xs 101,60
959 mm >835 mm 39096-F12s 89,50 39096-F12Xs 105,60
1084 mm >960 mm 39109-F12s 93,20 39109-F12Xs 110,20
1209 mm >1085 mm 39121-F12s 97,20 39121-F12Xs 114,80
1334 mm >1210 mm 39134-F12s 100,80 39134-F12Xs 119,00
1459 mm >1335 mm 39146-F12s 109,40 39146-F12Xs 129,10
<6000 mm per meter 39200-F12s 164,20 39200-F12Xs 193,90
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Planet KG-F16s 19,5 x 46 mm |  18 mm | 48 dB

Main features
•	 Drop-down seal for glass doors
•	 Drop height up to 18 mm
•	 Sound absorption level up to 48 dB with optimal sealing
•	 For single-leaf and double-leaf all-glass doors with 16 mm glass  

thickness (16 mm glass thickness suitable for fire doors)
•	 For attaching and gluing
•	 Planet drop-down seal is glued into protection profile F16s
•	 Unilateral and silent actuation
•	 No scraping / trailing on the floor, thanks to parallel drop
•	 Automatic compensation of sloped floors
•	 High-quality silicone lip, lateral protrusion adjustable
•	 Easy drop height adjustment
•	 Can be shortened to the next smaller stock length
•	 7-year warranty

Incl. accessories
•	 Planet stopping plate, type 1 (stainless steel) and cover plate

Functions (depending on versions / options)

Possible door types (depending on options)

Floor surface

– 18 mm

28

46
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Tender specifications at: www.planet.ag

Technical specifications
Seal profile high-quality silicone or high-quality self-extinguishing 

silicone

Sound absorption value up to 48 dB at ground air 7 mm

Frame protector plate stainless steel, for knocking in, 20 x 20 mm

Fastening for gluing

Can be shortened max. 125 mm

Release on one side, hinge side

Drop height adjustment on release pin with 3 mm Allen key

Max. drop height 18 mm

Profile size 19.5 x 46 mm

Profile material aluminium

Surface silver anodised EV1 or matt anodised stainless steel (INOX)
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For glass doors

Planet KG-F16s with bevel lip 
for uneven floors

Planet KG-F16s  versions / options / accessories / prices

Options Art. no. EUR Surcharge

Reinforced mechanics 900783 30%

Version for sliding door 900908 20%

Cut to fixed dimensions (KG and MinE) 900225 2,60

Folding walls G-G design 900918 10%

Drop-down seal, top installation 900915 20%

Bevel lip for uneven floors, DIN L (right handed),  
13 mm profiles

900894L 10%

Bevel lip for uneven floors, DIN R (left handed),  
13 mm profiles

900894R 10%

Profiles in special colours 900923 Graduated prices p. 113

Accessories Art. no. EUR

Stopping plate Type 1 (standard) 900014 0,50

Stopping plate Type 2 900188 2,80

Stopping plate Type 3 900395 3,10

Stopping plate type 1 and cover plate 
for Planet KG-F16s

902252 2,70

Planet BT floor separation threshold diverse diverse 

Planet F hollow flat rail diverse diverse 

Versions

Planet KG-F16s, RD (smoke-shielding) | 48 dB

EV1 INOX
Length can be shortened to Art. no. EUR Art. no. EUR

400 mm no function 38040-F16s 41,20 38040-F16Xs 48,70
459 mm >335 mm 38046-F16s 81,40 38046-F16Xs 96,10
584 mm >460 mm 38059-F16s 71,40 38059-F16Xs 84,40
709 mm >585 mm 38071-F16s 75,90 38071-F16Xs 89,60
834 mm >710 mm 38084-F16s 79,30 38084-F16Xs 93,50
959 mm >835 mm 38096-F16s 82,40 38096-F16Xs 97,30
1084 mm >960 mm 38109-F16s 86,50 38109-F16Xs 102,00
1209 mm >1085 mm 38121-F16s 90,50 38121-F16Xs 106,80
1334 mm >1210 mm 38134-F16s 93,90 38134-F16Xs 111,00
1459 mm >1335 mm 38146-F16s 102,60 38146-F16Xs 121,30
<6000 mm per meter 38200-F16s 153,20 38200-F16Xs 180,60

Planet KG-F16s, FH+RD (fire retardant and smoke-shielding) | 48 dB

EV1 INOX
Length can be shortened to Art. no. EUR Art. no. EUR

400 mm no function 39040-F16s 44,80 39040-F16Xs 52,90
459 mm >335 mm 39046-F16s 87,80 39046-F16Xs 103,60
584 mm >460 mm 39059-F16s 78,40 39059-F16Xs 92,40
709 mm >585 mm 39071-F16s 82,80 39071-F16Xs 97,80
834 mm >710 mm 39084-F16s 86,20 39084-F16Xs 101,60
959 mm >835 mm 39096-F16s 89,50 39096-F16Xs 105,60
1084 mm >960 mm 39109-F16s 93,20 39109-F16Xs 110,20
1209 mm >1085 mm 39121-F16s 97,20 39121-F16Xs 114,80
1334 mm >1210 mm 39134-F16s 100,80 39134-F16Xs 119,00
1459 mm >1335 mm 39146-F16s 109,40 39146-F16Xs 129,10
<6000 mm per meter 39200-F16s 164,20 39200-F16Xs 193,90
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Planet KG-D8 16,5 x 28 / 35 mm |  18 mm | 48 dB

Main features
•	 Drop-down seal for glass doors
•	 Drop height up to 18 mm
•	 Sound absorption level up to 48 dB with optimal sealing
•	 For single-leaf and double-leaf all-glass doors with 8 mm glass thickness
•	 Planet KG-D8 is glued to the lower edge of the glass with UV adhesive 

(on site)
•	 Suitable for functional doors
•	 Planet drop-down seal is glued into protection profile D8
•	 Unilateral and silent actuation
•	 No scraping / trailing on the floor, thanks to parallel drop
•	 Automatic compensation of sloped floors
•	 High-quality silicone lip, lateral protrusion adjustable
•	 Easy drop height adjustment
•	 Can be shortened to the next smaller stock length
•	 7-year warranty

Incl. accessories
•	 Planet stopping plate, type 1 (stainless steel) and cover plate

Functions (depending on versions / options)

Possible door types (depending on options)

Floor surface

16,5

– 18 mm

28

35
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Tender specifications at: www.planet.ag

Technical specifications
Seal profile high-quality silicone or high-quality self-extinguishing 

silicone

Sound absorption value up to 48 dB at ground air 7 mm

Frame protector plate stainless steel, for knocking in, 20 x 20 mm

Fastening for gluing

Can be shortened max. 125 mm

Release on one side, hinge side

Drop height adjustment on release pin with 3 mm Allen key

Max. drop height 18 mm

Profile size 16.5 x 28 / 35 mm

Profile material aluminium

Surface silver anodised EV1 or matt anodised stainless steel (INOX)
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For glass doors

Planet KG-D8 with bevel lip 
for uneven floors

Planet KG-D8  versions / options / accessories / prices

Options Art. no. EUR Surcharge

Bevel lip for uneven floors, DIN L (right handed),  
13 mm profiles

900894L 10%

Bevel lip for uneven floors, DIN R (left handed),  
13 mm profiles

900894R 10%

Reinforced mechanics 900783 30%

Cut to fixed dimensions (KG and MinE) 900225 2,60

Version for sliding door 900908 20%

Folding walls G-G design 900918 10%

Drop-down seal, top installation 900915 20%

Silicon protrusion 900440 2,40

Profiles in special colours 900923 Graduated prices p. 113

Accessories Art. no. EUR

Cover plate set for Planet KG-D8|D10, 
KG-U, KG-SL10, KG-F12s

900252 4,60

Stopping plate Type 1 (standard) 900014 0,50

Stopping plate Type 2 900188 2,80

Stopping plate Type 3 900395 3,10

Planet BT floor separation threshold diverse diverse 

Planet F hollow flat rail diverse diverse 

Versions

Planet KG-D8, RD (smoke-shielding) | 48 dB

EV1 INOX
Length can be shortened to Art. no. EUR Art. no. EUR

400 mm no function 38040-D8 41,20 38040-D8X 48,70
459 mm >335 mm 38046-D8 81,40 38046-D8X 96,10
584 mm >460 mm 38059-D8 71,40 38059-D8X 84,40
709 mm >585 mm 38071-D8 75,90 38071-D8X 89,60
834 mm >710 mm 38084-D8 79,30 38084-D8X 93,50
959 mm >835 mm 38096-D8 82,40 38096-D8X 97,30
1084 mm >960 mm 38109-D8 86,50 38109-D8X 102,00
1209 mm >1085 mm 38121-D8 90,50 38121-D8X 106,80
1334 mm >1210 mm 38134-D8 93,90 38134-D8X 111,00
1459 mm >1335 mm 38146-D8 102,60 38146-D8X 121,30
<6000 mm per meter 38200-D8 153,20 38200-D8X 180,60

Planet KG-D8, FH+RD (fire retardant and smoke-shielding) | 48 dB

EV1 INOX
Length can be shortened to Art. no. EUR Art. no. EUR

400 mm no function 39040-D8 44,80 39040-D8X 52,90
459 mm >335 mm 39046-D8 87,80 39046-D8X 103,60
584 mm >460 mm 39059-D8 78,40 39059-D8X 92,40
709 mm >585 mm 39071-D8 82,80 39071-D8X 97,70
834 mm >710 mm 39084-D8 86,20 39084-D8X 101,60
959 mm >835 mm 39096-D8 89,50 39096-D8X 105,60
1084 mm >960 mm 39109-D8 93,20 39109-D8X 110,20
1209 mm >1085 mm 39121-D8 97,20 39121-D8X 114,80
1334 mm >1210 mm 39134-D8 100,80 39134-D8X 119,00
1459 mm >1335 mm 39146-D8 109,40 39146-D8X 129,10
<6000 mm per meter 39200-D8 164,20 39200-D8X 193,70
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Planet KG-D10 16,5 x 28 / 35 mm |  18 mm | 48 dB

Main features
•	 Drop-down seal for glass doors
•	 Drop height up to 18 mm
•	 Sound absorption level up to 48 dB with optimal sealing
•	 For single-leaf and double-leaf all-glass doors with 10 mm glass  

thickness
•	 Planet KG-D10 is glued to the lower edge of the glass with UV adhesive 

(on site)
•	 Suitable for functional doors
•	 Planet drop-down seal is glued into protection profile D10
•	 Unilateral and silent actuation
•	 No scraping / trailing on the floor, thanks to parallel drop
•	 Automatic compensation of sloped floors
•	 High-quality silicone lip, lateral protrusion adjustable
•	 Easy drop height adjustment
•	 Can be shortened to the next smaller stock length
•	 7-year warranty

Incl. accessories
•	 Planet stopping plate, type 1 (stainless steel) and cover plate

Functions (depending on versions / options)

Possible door types (depending on options)

Floor surface

16,5

– 18 mm

28
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Tender specifications at: www.planet.ag

Technical specifications
Seal profile high-quality silicone or high-quality self-extinguishing 

silicone

Sound absorption value up to 48 dB at ground air 7 mm

Frame protector plate stainless steel, for knocking in, 20 x 20 mm

Fastening for gluing

Can be shortened max. 125 mm

Release on one side, hinge side

Drop height adjustment on release pin with 3 mm Allen key

Max. drop height 18 mm

Profile size 16.5 x 28 / 35 mm

Profile material aluminium

Surface silver anodised EV1 or matt anodised stainless steel (INOX)
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For glass doors

Planet KG-D10 with bevel lip 
for uneven floors

Planet KG-D10  versions / options / accessories / prices

Options Art. no. EUR Surcharge

Bevel lip for uneven floors, DIN L (right handed),  
13 mm profiles

900894L 10%

Bevel lip for uneven floors, DIN R (left handed),  
13 mm profiles

900894R 10%

Reinforced mechanics 900783 30%

Cut to fixed dimensions (KG and MinE) 900225 2,60

Version for sliding door 900908 20%

Folding walls G-G design 900918 10%

Drop-down seal, top installation 900915 20%

Silicon protrusion 900440 2,40

Profiles in special colours 900923 Graduated prices p. 113

Accessories Art. no. EUR

Stopping plate Type 1 (standard) 900014 0,50

Stopping plate Type 2 900188 2,80

Stopping plate Type 3 900395 3,10

Cover plate set for Planet KG-D8|D10, 
KG-U, KG-SL10, KG-F12s

900252 4,60

Planet BT floor separation threshold diverse diverse 

Planet F hollow flat rail diverse diverse 

Versions

Planet KG-D10, RD (smoke-shielding) | 48 dB

EV1 INOX
Length can be shortened to Art. no. EUR Art. no. EUR

400 mm no function 38040-D10 41,20 38040-D10X 48,70
459 mm >335 mm 38046-D10 81,40 38046-D10X 96,10
584 mm >460 mm 38059-D10 71,40 38059-D10X 84,40
709 mm >585 mm 38071-D10 75,90 38071-D10X 89,60
834 mm >710 mm 38084-D10 79,30 38084-D10X 93,50
959 mm >835 mm 38096-D10 82,40 38096-D10X 97,30
1084 mm >960 mm 38109-D10 86,50 38109-D10X 102,00
1209 mm >1085 mm 38121-D10 90,50 38121-D10X 106,80
1334 mm >1210 mm 38134-D10 93,90 38134-D10X 111,00
1459 mm >1335 mm 38146-D10 102,60 38146-D10X 121,30
<6000 mm per meter 38200-D10 153,20 38200-D10X 180,60

Planet KG-D10, FH+RD (fire retardant and smoke-shielding) | 48 dB

EV1 INOX
Length can be shortened to Art. no. EUR Art. no. EUR

400 mm no function 39040-D10 52,90 39040-D10X 52,90
459 mm >335 mm 39046-D10 87,80 39046-D10X 103,60
584 mm >460 mm 39059-D10 78,40 39059-D10X 92,40
709 mm >585 mm 39071-D10 82,80 39071-D10X 97,70
834 mm >710 mm 39084-D10 86,20 39084-D10X 101,60
959 mm >835 mm 39096-D10 89,50 39096-D10X 105,60
1084 mm >960 mm 39109-D10 93,20 39109-D10X 110,20
1209 mm >1085 mm 39121-D10 97,20 39121-D10X 114,80
1334 mm >1210 mm 39134-D10 100,80 39134-D10X 119,00
1459 mm >1335 mm 39146-D10 109,40 39146-D10X 129,10
<6000 mm per meter 39200-D10 164,20 39200-D10X 193,70
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Planet KG-U 16,5 x 28 mm |  18 mm | 48 dB

Main features
•	 Drop-down seal for glass doors
•	 Drop height up to 18 mm
•	 Sound absorption level up to 48 dB with optimal sealing
•	 For single-leaf and double-leaf all-glass doors from 12 mm glass  

thickness
•	 Planet KG-U is glued to the lower edge of the glass with UV adhesive 

(provided on site)
•	 Planet drop-down seal is glued into protection profile U
•	 Unilateral and silent actuation
•	 No scraping / trailing on the floor, thanks to parallel drop
•	 Automatic compensation of sloped floors
•	 High-quality silicone lip, lateral protrusion adjustable
•	 Easy drop height adjustment
•	 Can be shortened to the next smaller stock length
•	 7-year warranty

Incl. accessories
•	 Planet stopping plate, type 1 (stainless steel) and cover plate

Functions (depending on versions / options)

Possible door types (depending on options)

Floor surface
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Tender specifications at: www.planet.ag

Technical specifications
Seal profile high-quality silicone or high-quality self-extinguishing 

silicone

Sound absorption value up to 48 dB at ground air 7 mm

Frame protector plate stainless steel, for knocking in, 20 x 20 mm

Fastening for gluing

Can be shortened max. 125 mm

Release on one side, hinge side

Drop height adjustment on release pin with 3 mm Allen key

Max. drop height 18 mm

Profile size 16.5 x 28 mm

Profile material aluminium

Surface silver anodised EV1 or matt anodised stainless steel (INOX)
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For glass doors

Planet KG-U with bevel lip for 
uneven floors

Planet KG-U  versions / options / accessories / prices

Options Art. no. EUR Surcharge

Bevel lip for uneven floors, DIN L (right handed),  
13 mm profiles

900894L 10%

Bevel lip for uneven floors, DIN R (left handed),  
13 mm profiles

900894R 10%

Reinforced mechanics 900783 30%

Version for sliding door 900908 20%

Cut to fixed dimensions (KG and MinE) 900225 2,60

Folding walls G-G design 900918 10%

Drop-down seal, top installation 900915 20%

Silicon protrusion 900440 2,40

Profiles in special colours 900923 Graduated prices p. 113

Accessories Art. no. EUR

Stopping plate Type 1 (standard) 900014 0,50

Stopping plate Type 2 900188 2,80

Stopping plate Type 3 900395 3,10

Cover plate set for Planet KG-D8|D10, 
KG-U, KG-SL10, KG-F12s

900252 4,60

Planet BT floor separation threshold diverse diverse 

Planet F hollow flat rail diverse diverse 

Versions

Planet KG-U, RD (smoke-shielding) | 48 dB

EV1 INOX
Length can be shortened to Art. no. EUR Art. no. EUR

400 mm no function 38040-U 41,20 38040-UX 48,70
459 mm >335 mm 38046-U 81,40 38046-UX 96,10
584 mm >460 mm 38059-U 71,40 38059-UX 84,40
709 mm >585 mm 38071-U 75,90 38071-UX 89,60
834 mm >710 mm 38084-U 79,30 38084-UX 93,50
959 mm >835 mm 38096-U 82,40 38096-UX 97,30
1084 mm >960 mm 38109-U 86,50 38109-UX 102,00
1209 mm >1085 mm 38121-U 90,50 38121-UX 106,80
1334 mm >1210 mm 38134-U 93,90 38134-UX 111,00
1459 mm >1335 mm 38146-U 102,60 38146-UX 121,30
<6000 mm per meter 38200-U 153,20 38200-UX 180,60

Planet KG-U, FH+RD (fire retardant and smoke-shielding) | 48 dB

EV1 INOX
Length can be shortened to Art. no. EUR Art. no. EUR

400 mm no function 39040-U 44,80 39040-UX 52,90
459 mm >335 mm 39046-U 87,80 39046-UX 103,60
584 mm >460 mm 39059-U 78,40 39059-UX 92,40
709 mm >585 mm 39071-U 82,80 39071-UX 97,70
834 mm >710 mm 39084-U 86,20 39084-UX 101,60
959 mm >835 mm 39096-U 89,50 39096-UX 105,60
1084 mm >960 mm 39109-U 93,20 39109-UX 110,20
1209 mm >1085 mm 39121-U 97,20 39121-UX 114,80
1334 mm >1210 mm 39134-U 100,80 39134-UX 119,00
1459 mm >1335 mm 39146-U 109,40 39146-UX 129,10
<6000 mm per meter 39200-U 164,20 39200-UX 193,70
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Planet KG-SL10 25 x 46 mm |  18 mm | 44 dB

Main features
•	 Drop-down seal for glass sliding doors
•	 Drop height from 5 – 18 mm
•	 Acoustic insulation value up to 44 dB with optimum sealing
•	 For all-glass sliding doors with 10 mm glass thickness
•	 Planet KG-SL10 for attaching and gluing
•	 Planet drop-down seal is glued into protection profile SL10
•	 Unilateral and silent actuation
•	 No scraping / trailing on the floor, thanks to parallel drop
•	 High-quality silicone lip, lateral protrusion adjustable
•	 Easy drop height adjustment
•	 Automatic compensation for sloping / uneven floors
•	 Can be shortened to the next smaller stock length
•	 Plan in door locking mechanism (hook latch or roller retainer)
•	 7-year warranty

Incl. accessories
•	 Planet floor guide and cover cap for Planet KG-SL10, Planet stopping 

plate, type 1 (stainless steel) and cover plate

Functions (depending on versions / options)

Possible door types (depending on options)

Floor surface
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Tender specifications at: www.planet.ag

Technical specifications
Seal profile high-quality silicone or high-quality self-extinguishing 

silicone

Sound absorption value up to 44 dB at ground air 7 mm

Frame protector plate stainless steel, for knocking in, 20 x 20 mm

Fastening for gluing

Can be shortened max. 125 mm

Release one-sided

Drop height adjustment on release pin with 3 mm Allen key

Max. drop height 5 – 18 mm

Profile size 25 x 46 mm

Profile material aluminium

Special features Air flow 30 m³/h at ventilation length 1050 mm and  
pressure difference of 3.9 Pa

Surface silver anodised EV1 or matt anodised stainless steel (INOX)
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For glass doors

Planet KG-SL10 with round 
lip

Planet floor guide and, cover-
ing cape for Planet KG-SL10

Planet KG-SL10  versions / options / accessories / prices

Versions

Planet KG-SL10 (sliding door), RD (smoke-shielding) | 44 dB

EV1 INOX
DIN L DIN R DIN L DIN R

Length can be shortened to Art. no. Art. no. EUR Art. no. Art. no. EUR
459 mm >335 mm 37046-SL10L 37046-SL10R 95,00 37046-SL10XL 37046-SL10XR 112,00
584 mm >460 mm 37059-SL10L 37059-SL10R 84,40 37059-SL10XL 37059-SL10XR 99,70
709 mm >585 mm 37071-SL10L 37071-SL10R 89,30 37071-SL10XL 37071-SL10XR 105,40
834 mm >710 mm 37084-SL10L 37084-SL10R 92,70 37084-SL10XL 37084-SL10XR 109,50
959 mm >835 mm 37096-SL10L 37096-SL10R 96,40 37096-SL10XL 37096-SL10XR 113,60
1084 mm >960 mm 37109-SL10L 37109-SL10R 100,80 37109-SL10XL 37109-SL10XR 119,00
1209 mm >1085 mm 37121-SL10L 37121-SL10R 105,10 37121-SL10XL 37121-SL10XR 124,00
1334 mm >1210 mm 37134-SL10L 37134-SL10R 108,90 37134-SL10XL 37134-SL10XR 128,50
1459 mm >1335 mm 37146-SL10L 37146-SL10R 127,20 37146-SL10XL 37146-SL10XR 150,20
<6000 mm per meter 37160-SL10L 37160-SL10R 176,40 37160-SL10XL 37160-SL10XR 208,10

Planet KG-SL10 (sliding door), FH+RD (fire-retardant and smoke-shielding)| 44 dB

EV1 INOX
DIN L DIN R DIN L DIN R

Length can be shortened to Art. no. Art. no. EUR Art. no. Art. no. EUR
459 mm >335 mm 39046-SL10L 39046-SL10R 101,50 39046-SL10XL 39046-SL10XR 119,90
584 mm >460 mm 39059-SL10L 39059-SL10R 91,10 39059-SL10XL 39059-SL10XR 107,40
710 mm >585 mm 39071-SL10L 39071-SL10R 96,20 39071-SL10XL 39071-SL10XR 113,40
834 mm >710 mm 39084-SL10L 39084-SL10R 99,80 39084-SL10XL 39084-SL10XR 117,70

959 mm >835 mm 39096-SL10L 39096-SL10R 103,20 39096-SL10XL 39096-SL10XR 121,90

1084 mm >960 mm 39109-SL10L 39109-SL10R 107,70 39109-SL10XL 39109-SL10XR 127,00
1209 mm >1085 mm 39121-SL10L 39121-SL10R 112,00 39121-SL10XL 39121-SL10XR 132,20
1334 mm >1210 mm 39134-SL10L 39134-SL10R 115,60 39134-SL10XL 39134-SL10XR 136,50
1459 mm >1335 mm 39146-SL10L 39146-SL10R 133,90 39146-SL10XL 39146-SL10XR 158,00
<6000 mm per meter 39160-SL10L 39160-SL10R 188,90 39160-SL10XL 39160-SL10XR 223,00

Options Art. no. EUR Surcharge

Cut to fixed dimensions (KG and MinE) 900225 2,60

Silicon protrusion 900440 2,40

Reinforced mechanics 900783 30%

Round lip design 900910 10%

Profiles in special colours 900923 Graduated prices p. 113

Accessories Art. no. EUR

Floor guide for Planet KG-SL10 900217 3,90

Cover cap for Planet KG-SL10 floor guide, EV1 900454 7,00

Cover cap for Planet KG-SL10 floor guide, INOX 900455 8,00

Cover plate set for Planet KG-D8|D10, KG-U, KG-SL10, 
KG-F12s

900252 4,60

Stopping plate Type 1 (standard) 900014 0,50
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Planet KG-MinE-S10 34 x 45 / 61 mm |  27 mm | 27 dB

Main features
•	 Drop-down seal for glass doors
•	 Especially for Minergie, passive and KfW efficient houses, climate
•	 Soundproofing with simultaneous air flow
•	 Enclosed rooms with ventilation / WC / bathroom
•	 Air circulation / air balance
•	 Drop height up to 27 mm
•	 Sound absorption level up to 27 dB with optimal sealing
•	 For single-leaf and double-leaf all-glass doors with 10 mm glass thick-

ness
•	 Air flow max. 200 m³/h
•	 Measured value 30 m3/h at pressure difference of 3.9 Pa (door width 

1050 mm)
•	 Planet KG-MinE-S10 for attaching and gluing
•	 For straight, wavy, bumpy, sunken, sloping and uneven floors
•	 High-quality silicone lip, lateral protrusion adjustable
•	 Easy drop height adjustment
•	 No grinding over the floor
•	 7-year warranty

Incl. accessories
•	 Planet stopping plate, type 1 (stainless steel) and cover plate

Functions (depending on versions / options)

Possible door types (depending on options)

Floor surface
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Tender specifications at: www.planet.ag

Technical specifications
Seal profile high-quality silicone

Sound absorption value up to 27 dB at ground air 7 mm

Frame protector plate stainless steel, for knocking in, 20 x 20 mm

Fastening for gluing

Can be shortened max. 125 mm (335 mm only 115 mm)

Release on one side, hinge side

Drop height adjustment on release pin with 3 mm Allen key

Max. drop height 27 mm

Profile size 34 x 45 / 61 mm

Profile material aluminium

Surface silver anodised EV1 or matt anodised stainless steel (INOX)
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For glass doors

Planet KG-MinE-S10 with 
channel and insulation

Planet KG-MinE-S10 bottom 
view

Planet KG-MinE-S10 cover 
plates

Planet KG-MinE-S10  versions / options / accessories / prices

Versions

Planet KG-MinE-S10 | 27 dB

EV1 INOX
DIN L DIN R DIN L DIN R

Length can be shortened to Art. no. Art. no. EUR Art. no. Art. no. EUR
400 mm no function 38040-MinE-S10L 38040-MinE-S10R 88,20 38040-MinE-S10XL 38040-MinE-S10XR 104,10
460 mm >335 mm 38046-MinE-S10L 38046-MinE-S10R 174,00 38046-MinE-S10XL 38046-MinE-S10XR 205,30
585 mm >460 mm 38059-MinE-S10L 38059-MinE-S10R 153,00 38059-MinE-S10XL 38059-MinE-S10XR 180,40
710 mm >585 mm 38071-MinE-S10L 38071-MinE-S10R 162,60 38071-MinE-S10XL 38071-MinE-S10XR 191,90
835 mm >710 mm 38084-MinE-S10L 38084-MinE-S10R 169,40 38084-MinE-S10XL 38084-MinE-S10XR 199,90
960 mm >835 mm 38096-MinE-S10L 38096-MinE-S10R 176,50 38096-MinE-S10XL 38096-MinE-S10XR 208,30
1085 mm >960 mm 38109-MinE-S10L 38109-MinE-S10R 185,00 38109-MinE-S10XL 38109-MinE-S10XR 218,40
1210 mm >1085 mm 38121-MinE-S10L 38121-MinE-S10R 193,40 38121-MinE-S10XL 38121-MinE-S10XR 228,40
1335 mm >1210 mm 38134-MinE-S10L 38134-MinE-S10R 200,90 38134-MinE-S10XL 38134-MinE-S10XR 237,00
1460 mm >1335 mm 38146-MinE-S10L 38146-MinE-S10R 219,30 38146-MinE-S10XL 38146-MinE-S10XR 258,80
<2000 mm per meter 38200-MinE-S10L 38200-MinE-S10R 327,50 38200-MinE-S10XL 38200-MinE-S10XR 386,40

Options Art. no. EUR Surcharge

Cut to fixed dimensions (KG and MinE) 900225 2,60

Reinforced mechanics 900783 30%

Version for sliding door 900908 20%

Drop-down seal, top installation 900915 20%

Silicon protrusion 900440 2,40

Profiles in special colours 900923 Graduated prices p. 113

Accessories Art. no. EUR

Stopping plate Type 1 (standard) 900014 0,50

Stopping plate Type 2 900188 2,80

Stopping plate Type 3 900395 3,10

Planet BT floor separation threshold diverse diverse 

Planet F hollow flat rail diverse diverse 
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Planet ZA 15 x 30 mm |  22 mm | 48 dB

Main features
•	 Drop-down seal for wooden, metal and PVC doors
•	 Drop height up to 22 mm
•	 Sound absorption level up to 48 dB with optimal sealing
•	 Deeper recess allows for protection of the silicone lip
•	 Door bottom can be adjusted without seal removal
•	 Unilateral and silent actuation
•	 No scraping / trailing on the floor, thanks to parallel drop
•	 Automatic compensation for sloping / uneven floors
•	 High-quality silicone lip, lateral protrusion adjustable
•	 Easy drop height adjustment
•	 Can be shortened to the next smaller stock length
•	 7-year warranty

Incl. accessories
•	 Planet assembly set, incl. 2 mounting brackets (stainless), 4 screws  

and frame protector plate, type 1 (stainless steel)

Functions (depending on versions / options)

Possible door types (depending on options)

Floor surface
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Tender specifications at: www.planet.ag

Technical specifications
Groove size 15,3 mm wide and 30,5 to 40 mm deep

Seal profile high-quality silicone or high-quality self-extinguishing 
silicone

Sound absorption value up to 48 dB at ground air 7 mm

Frame protector plate stainless steel, for knocking in, 20 x 20 mm

Fastening with stainless steel mounting brackets and screws on the 
side

Can be shortened max. 125 mm (335 mm only 115 mm)

Release on one side, hinge side

Drop height adjustment on release pin with 3 mm Allen key

Max. drop height  22 mm

Profile size 15 x 30 mm

Profile material aluminium
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Special

Planet ZA for double leaf 
doors with driving bar rod 
10 mm, appropriate for RC 2 
and RC 3

Planet ZA with Planet drill 
hole 10 mm for driving bar 
rods

Planet ZA with lip extension 
by 8 mm

Planet ZA  versions / options / accessories / prices

Versions

Planet ZA, RD (smoke-shielding) | 48 dB

Length can be shortened to Art. no. EUR
400 mm 100040 24,70
335 mm >220 mm 100034 71,10
460 mm >335 mm 100046 60,50
585 mm >460 mm 100059 45,30
710 mm >585 mm 100071 46,70
835 mm >710 mm 100084 48,00
960 mm >835 mm 100096 49,30
1085 mm >960 mm 100109 52,30
1210 mm >1085 mm 100121 54,00
1335 mm >1210 mm 100134 56,00
1460 mm >1335 mm 100146 62,30
<6000 mm per meter 100600 91,60

Planet ZA, FH+RD (fire retardant and 
smoke-shielding) | 48 dB

Length can be shortened to Art. no. EUR
400 mm no function 101040 27,00
335 mm >220 mm 101034 75,70
460 mm >335 mm 101046 65,50
585 mm >460 mm 101059 50,60
710 mm >585 mm 101071 51,50
835 mm >710 mm 101084 53,10
960 mm >835 mm 101096 54,10
1085 mm >960 mm 101109 56,20
1210 mm >1085 mm 101121 58,10
1335 mm >1210 mm 101134 60,00
1460 mm >1335 mm 101146 66,30
<6000 mm per meter 101600 99,10

Options Art. no. EUR Surcharge

Planet hole Ø10 mm for Planet ZA  
(specify backset)

900926 11,20  

Lip extension (+8 mm) 900914 20%

Antibacterial silicone lip 900606 26,10  

Cut to fixed size 900200 1,50  

Silicone-free TPE version 900913 20%

Silicon protrusion 900440 2,40  

Accessories Art. no. EUR

Stopping plate Type 1 (standard) 900014 0,50

Stopping plate Type 2 900188 2,80

Stopping plate Type 3 900395 3,10

Planet assembly set ZA, for wooden doors 900927 4,00

Planet BM-R Ø11 mm floor strike (25/40 mm) diverse diverse 

Planet BM Ø10 mm floor strike narrow diverse diverse 

Planet BM Ø10 mm floor strike diverse diverse 

Planet BT floor separation threshold diverse diverse 

Planet F hollow flat rail diverse diverse 
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Planet GH 14 x 47,5 mm |  42 mm | 45 dB

Main features
•	 Drop-down seal for wooden, metal and PVC doors
•	 Extra large drop height: 20 – 42 mm
•	 Sound absorption level up to 45 dB with optimal sealing
•	 Unilateral and silent actuation
•	 No scraping / trailing on the floor, thanks to parallel drop
•	 For double-leaf doors with flush bolt or shoot bolt
•	 Suitable for Planet Socle (see Planet Socle)
•	 High-quality silicone lip, lateral protrusion adjustable
•	 Easy drop height adjustment
•	 Automatic compensation for sloping / uneven floors
•	 7-year warranty

Incl. accessories
•	 Planet stopping plate, type 1 (stainless steel)

Functions (depending on versions / options)

Possible door types (depending on options)

Floor surface
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Tender specifications at: www.planet.ag

Technical specifications
Length 400 mm up to 6000 mm

Groove size 14,3 mm wide and 48 mm deep

Seal profile high-quality silicone or high-quality self-extinguishing 
silicone

Sound absorption value up to 45 dB at ground air 20 mm

Frame protector plate stainless steel, for knocking in, 20 x 20 mm

Fastening from below with on-site screws or nails/pins

Can be shortened max. 100 mm

Release on one side, hinge side

Drop height adjustment on the release pin with screwdriver

Max. drop height 20 – 42 mm

Profile size 14 x 47.5 mm

Profile material aluminium
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Special

Planet GH with lateral faste-
ning (same as Planet HS)

Planet GH, lock side Planet GH with Planet drill 
hole 5 x 13 mm and driving 
bar rod

Planet GH with Planet Socle 
for Planet GH (on request)

Planet GH  versions / options / accessories / prices

Options Art. no. EUR Surcharge

Cut to fixed size 900200 1,50  

Planet hole 5 x 13 mm, for Planet GH,  
symmetrical (specify backset)

902201 35,30  

Vertical drop-down seal installation 900916 20%

Inverse actuation, trigger plate 50 mm 900909 100%

Inverse actuation, trigger plate 70 mm 902084 100%

Inverse actuation, trigger plate 80 mm 902085 100%

Version for sliding door 900908 20%

Round lip design 900910 10%

Round door design 900919 100%

Drop-down seal installation horizontal / top 
/ sliding door mechanism

900917 20%

Drop-down seal, top installation 900915 20%

Silicon protrusion 900440 2,40  

Accessories Art. no. EUR

Planet assembly set HS, for wooden doors 900180 3,80

Stopping plate Type 1 (standard) 900014 0,50

Stopping plate Type 2 900188 2,80

Stopping plate Type 3 900395 3,10

Trigger plate on pull (inverse actuation), 80 mm 900557 24,79

Trigger plate on pull (inverse actuation), 70 mm 900418 23,46

Trigger plate on pull (inverse actuation), 50 mm 900398 22,34

Planet KR flush bolt diverse diverse 

Planet BM 5 x 13 mm floor strike narrow diverse diverse 

Planet BM 5 x 13 mm floor strike diverse diverse 

Planet BM-R Ø15 mm floor strike (25/40 mm) diverse diverse 

Planet BT floor separation threshold diverse diverse 

Planet F hollow flat rail diverse diverse 

Versions

Planet GH, RD (smoke-shielding) | 45 dB

DIN L DIN R
Length Art. no. Art. no. EUR

<6000 mm per meter 27200L 27200R 137,60

Planet GH, FH+RD (fire retardant and 
smoke-shielding) | 45 dB

DIN L DIN R
Length Art. no. Art. no. EUR

<6000 mm per meter 27201L 27201R 165,30
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Planet BL 13 x 39 mm |  18 mm | 31 dB

Main features
•	 Drop-down seal for radiation protection doors made  

of wood or metal
•	 Drop height up to 18 mm
•	 Unilateral and silent actuation
•	 No scraping / trailing on the floor, thanks to parallel drop
•	 Automatic compensation of sloped floors
•	 Easy drop height adjustment
•	 Made to a fixed size from 335 to 6000 mm
•	 7-year warranty

Incl. accessories
•	 Planet stopping plate, type 1 (stainless steel)

Functions (depending on versions / options)

Possible door types (depending on options)

Floor surface

Lead lining in Planet, same 
thickness as in the door – 18 mm
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Tender specifications at: www.planet.ag

Technical specifications
Groove size 13,3 mm wide and 40 mm deep

Seal profile with lead inlay

Sound absorption value up to 31 dB

Frame protector plate stainless steel, for knocking in, 20 x 20 mm

Fastening From below on one side with on-site nails/screws

Can be shortened Yes, on request

Release on one side, hinge side

Drop height adjustment on release pin with 3 mm Allen key

Max. drop height 18 mm

Profile size 13 x 39 mm

Profile material aluminium

Special features Lead inlay 0.5 / 1.0 / 1.5 / 2.0 / 3.0 / 4.0 mm (lead thickness 
same as in door)
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Special

Planet BL with Planet drill hole 
5 x 13 mm for flush bolt (only possi-
ble with lead lining up to 2 mm, min. 
length 400 mm)

Planet BL  versions / options / accessories / prices

Versions

Planet BL (radiation protection) | 31 dB

Description Art. no. EUR
Planet BL (radiation protection), 0.5 mm lead 
insert, 335 – 6000 mm, per running meter 26005 226,30

Planet BL (radiation protection), 1.0 mm lead 
insert, 335 – 6000 mm, per running meter 26010 249,80

Planet BL (radiation protection), 1.5 mm lead 
insert, 335 – 6000 mm, per running meter 26015 273,00

Planet BL (radiation protection), 2.0 mm lead 
insert, 335 – 6000 mm, per running meter 26020 319,90

Planet BL (radiation protection), lead insert 
3.0 mm, 335 – 6000 mm, per running meter 26030 413,30

Planet BL (radiation protection), 4.0 mm lead 
insert, 335 – 6000 mm, per running meter 26040 436,70

Options Art. no. EUR Surcharge

Cut to fixed size 900200 1,50  

Planet hole 5 x 13 mm for Planet BL (specify 
backset)

900436 73,00  

Version for sliding door 900908 20%

Drop-down seal installation horizontal / top 
/ sliding door mechanism

900917 20%

Drop-down seal, top installation 900915 20%

Accessories Art. no. EUR

Stopping plate Type 1 (standard) 900014 0,50

Stopping plate Type 2 900188 2,80

Stopping plate Type 3 900395 3,10

Planet KR flush bolt diverse diverse 

Planet BM 5 x 13 mm floor strike narrow diverse diverse 

Planet BM 5 x 13 mm floor strike diverse diverse 

Planet BM-R Ø15 mm floor strike (25/40 mm) diverse diverse 

Planet BT floor separation threshold diverse diverse 

Planet F hollow flat rail diverse diverse 
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Planet Socle 13 x 30 mm |  22 mm | 48 dB

Main features
•	 Fits Planet FT, RF, GH
•	 Ideal for retrofitting existing doors
•	 Easy installation, mounted on the door leaf
•	 For all doors that cannot be grooved, e.g. in steel or aluminium,  

the Planet Socle can be used
•	 Very quickly and easily retrofittable in existing installations or for  

renovation purposes
•	 7-year warranty

Incl. accessories
•	 Mounting kit with screws and cover plates

Functions (depending on versions / options)

Possible door types (depending on options)

Floor surface
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Tender specifications at: www.planet.ag

Technical specifications
Fastening on the side with enclosed screws, mounting holes prepared 

in the Planet Socle

Can be shortened max. 100 mm

Profile size 22 x 69 mm

Profile material aluminium

Surface silver anodised EV1
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Special

Cover plates with marked 
predetermined breaking 
points

Planet Socle with Planet RF 
for uneven floors

Planet Socle with Planet FT Planet Socle for Planet GH

Planet Socle  versions / options / accessories / prices

Versions

Planet Socle for Planet FT and RF

Length can be shortened to Art. no. EUR
350 mm >220 mm 19034 14,70
450 mm >350 mm 19045 14,20
550 mm >450 mm 19055 16,50
650 mm >550 mm 19065 17,30
750 mm >650 mm 19075 18,10
850 mm >750 mm 19085 18,90
950 mm >850 mm 19095 19,60
1050 mm >950 mm 19105 20,60
1150 mm >1050 mm 19115 21,20
1250 mm >1150 mm 19125 22,00
1350 mm >1250 mm 19135 22,80
1450 mm >1350 mm 19145 25,10
<6000 mm per meter 19600 19,10

Planet Socle for Planet GH (without cover plates)

Length Art. no. EUR
335-6000 mm per meter 900438 92,90

Options Art. no. EUR Surcharge

Cut to fixed size 900200 1,50

Drop-down seal, top installation 900915 20%

Profiles in special colours 900923 Graduated prices p. 113

Accessories Art. no. EUR

Cover plates for Planet Socle 19010 5,20

Planet stopping block, 1 set 900424 26,40

Planet BT floor separation threshold diverse diverse 

Planet F hollow flat rail diverse diverse 
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Planet KR flush bolt 

Main features
•	 Flush bolt suitable for profile widths 13 and 20 mm
•	 For wooden and metal doors
•	 Extra long version available for high doors
•	 With integrated plastic guide
•	 Version for DIN L and DIN R
•	 Planet drop-down seal prepared for fixed dimensions
•	 Adjustable locking bolt
•	 Round face plate bottom: 250 x 15 x 15 mm
•	 Corner face plate bottom: 250 x 18 x 17 mm (on request)
•	 Round face plate top: 250 x 15 x 15 mm
•	 Round face plate top, long, (for easier operation with high doors): 600 x 

15 x 15 mm
•	 Corner face plate top: 250 x 18 x 17 mm (on request)
•	 Face plate shape: 15 mm = round / 18 mm = square (on request)
•	 7-year warranty

Functions (depending on versions / options)

Possible door types (depending on options)

Floor surface
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Tender specifications at: www.planet.ag

Technical specifications
Material sheet steel

Special features Bolt stroke up to 15 mm, lift adjustment -10 mm / +15 mm

Surface brushed, matt nickel-plated
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For inactive leaf

Planet KR flush bolt, incl. strike plate, various versions

Planet HS with Planet drill 
hole 5 x 13 mm and Planet KR 
flush bolt

Strike plate up and down

Planet KR flush bolt  versions / prices

Versions

Planet KR flush bolt

Description Art. no. EUR
Planet KR flush bolt, bottom, round face plate, 15 mm, 250 mm 
long, matt nickel-plated, with lever 4010 36,75

Planet KR flush bolt, bottom, corner face plate, 18 mm, 250 mm 
long, matt nickel-plated, with lever 4020 56,35

Planet KR flush bolt, top, round face plate, 15 mm, 250 mm long, 
matt nickel-plated, with lever 4011 35,20

Planet KR flush bolt long, top, round face plate, 15 mm, 600 mm 
long, matt nickel-plated, with lever 4012 45,50

Planet KR flush bolt, top, corner face plate, 18 mm, 250 mm long, 
matt nickel-plated, with lever 4021 21,10
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Planet hole 5 x 13 mm 

Main features
•	 Drill hole 5 x 13 mm through drop-down seal
•	 The flat driving bar rods can no longer rotate independently
•	 drill hole 5 x 13 mm, incl. plastic guide
•	 For driving bar rods or Planet flush bolts
•	 For double doors
•	 Planet drop-down seal continuous
•	 Narrow, space-saving, integrated solution
•	 Driving bar rod secured against automatic turning / release
•	 Fits profile width 13 and 20 mm
•	 Version for DIN L and DIN R
•	 For backset 20 to 100 mm
•	 Prepared for fixed dimensions
•	 7-year warranty

Functions (depending on versions / options)

Possible door types (depending on options)

Floor surface
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Calculation of the shortest 
seal length with a drilling
220 mm + back set + 15 mm 
 

Tender specifications at: www.planet.ag

Technical specifications
Backset 20-100 mm, end seal to centre hole

Special features Plastic insert integrated
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Versions

Planet hole 5 x 13 mm

Description Art. no. EUR
Planet drill hole 5 x 13 mm, sym-
metrical, for profile widths 13 and 
20 mm

900601 10,80

Planet hole 5 x 13 mm, asymmet-
rical, for flush bolt / shoot bolt 
(standard, optimum acoustics), for 
profile width 13 and 20 mm, DIN L

900190L 10,80

Planet hole 5 x 13 mm, asymmet-
rical, for flush bolt / shoot bolt 
(standard, optimum acoustics), 
for profile width 13 and 20 mm, 
DIN R

900190R 10,80

Planet hole 5 x 13 mm, for Planet 
MinE-S and MinE-V (13 mm 
profiles)

900604 20,00

Planet drill hole 5 x 13 mm, for 
Planet GH, symmetrical, for pro-
file width 14 mm

902201 35,30

Planet drill hole 5 x 13 mm for 
Planet BL, incl. plastic guide 900436 73,00

Planet drill hole 5 x 13 mm 
with driving bar rod 5 x 13 
mm
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For inactive leafPlanet hole Ø8 mm 

Main features
•	 Ø8 mm drill hole through drop-down seal
•	 For driving bar rods
•	 For double doors
•	 Planet drop-down seal continuous
•	 Fits Planet HS, RH,FT and RF
•	 For backset 20 to 100 mm
•	 Prepared for fixed dimensions
•	 7-year warranty

Functions (depending on versions / options)

Possible door types (depending on options)

Floor surface
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8,
2 1
3

Calculation of the shortest  
seal length with a drilling
220 mm + back set + 15 mm  
 

Tender specifications at: www.planet.ag

Technical specifications
Backset 20-100 mm, end seal to centre hole
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Versions

Planet hole Ø8 mm

Description Art. no. EUR
Planet hole Ø8.2 mm, for profile 
width 13 mm, suitable for driving 
bar rod Ø8 mm

900866 9,00

Planet drill hole 8 mm with 
driving bar rod 8 mm
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Planet hole Ø10 mm 

Main features
•	 Ø10 mm drill hole through drop-down seal
•	 For driving bar rods or flush bolts
•	 For double doors
•	 Planet drop-down seal continuous
•	 Fits Planet MF, RO and PU
•	 Version for DIN L and DIN R
•	 For backset 20 to 100 mm
•	 Prepared for fixed dimensions
•	 7-year warranty

Functions (depending on versions / options)

Possible door types (depending on options)

Floor surface

 1
9,

8

20

20

10

10
,8

10,8

Fix dimension
Back set
20–100

Calculation of the shortest  
seal length with a drilling
220 mm + back set + 15 mm  
 

Tender specifications at: www.planet.ag

Technical specifications
Backset 20-100 mm, end seal to centre hole
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Versions

Planet hole Ø10 mm

Description Art. no. EUR
Planet hole Ø10 mm, for profile 
width 20 mm, suitable for driving 
bar rod Ø10 mm

900280 9,00

Planet drill hole Ø10 mm for 
Planet ZA, suitable for driving bar 
rod Ø10 mm

900926 11,20

Planet drill hole 10 mm with 
driving bar rod 10 mm
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For inactive leaf

Correct order of shortening
At first shorten the back set
Then shorten the seal length

< 125

Shortening range of seal length

Shortening range

of back set

>20

< 100 back set

Details for ordering: Art. no. of the seal Art. no. of the option Planet TR125 double shortening Back set 20 – 100 mm
(e.g. Planet HS, FH+RD, 960 mm) (e.g. option Planet TR125 double shortening 

with hole 5 x 13 mm)
(specify backset between   

20 and 100 mm, e.g. 45 mm)

Order example: 77096 900390 45 mm

Possible seals and holes for  
option Planet TR125 double shortening

Planet  
type

Lengths  
(mm)

Back set  
(mm)

Possible  
holes

HS 335 – 1460 20 – 100 5 x 13 mm

RH 335 – 1460 20 – 100 5 x 13 mm

FT 350 – 1350 20 – 100 5 x 13 mm

RF 350 – 1350 20 – 100 5 x 13 mm

HS-plus 335 – 1460 20 – 100 5 x 13 mm

FT-plus 350 – 1350 20 – 100 5  x  13  mm

MF 460 – 1585 20 – 100 5 x 13 mm / Ø 10 mm

RO 460 – 1585 20 – 100 5 x 13 mm / Ø 10 mm

RS 460 – 1585 20 – 100 5 x 13 mm / Ø 10 mm

PU 460 – 1585 20 – 100 5 x 13 mm / Ø 10 mm

MF-plus 460 – 1585 20 – 100 5 x 13 mm / Ø 10 mm

RO-plus 460 – 1585 20 – 100 5 x 13 mm / Ø 10 mm

Ordered seal length

Ordered seal length + back set

1

2

12

Total length of the drop-down seal in the ordering example:  960 mm  +  45 mm  =  1005 mm

12

Planet TR125 double shortening 

Main features
•	 Option for seals for double-leaf doors
•	 Drill hole prepared at the factory
•	 Backset and seal length can be shortened
•	 Can be shortened 125 mm or 100 mm
•	 Can be used for DIN L and DIN R
•	 All sealing features remain the same
•	 Can be stored by dealers and system houses
•	 Can be ordered for: Planet HS, RH, FT, RF, MF, RO, RS, PU, HS 

plus, FT plus, MF plus, RO plus

Functions (depending on versions / options)

Possible door types (depending on options)

Floor surface
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Versions

Planet TR125 double shortening

Description Art. no. EUR
Planet TR125 double shortening, prepared with 5 x 13 mm hole (please specify backset) 900390 15,70
Planet TR125 double shortening, prepared with 10 mm hole (please specify backset) 902668 15,70
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Planet BM 5 x 13 mm floor strike narrow 

Main features
•	 floor strike suitable for 5 x 13 mm driving bar rod and Planet KR flush 

bolt
•	 3 models available for corrections of ± 4 mm (see dimension C)
•	 Also available as set of 3, 0 mm, ±2 mm, ±4 mm
•	 Very easy to adjust
•	 Tight guide, no rattling
•	 Including sliding surface for automatically locking locks
•	 Suitable for sound, smoke-shielding and fire protection elements
•	 Bag closed, easy to clean
•	 Easy installation, no special tools required
•	 Material made of stainless steel / plastic
•	 Surface ground
•	 Invisible under the door

Functions (depending on versions / options)

Possible door types (depending on options)

Floor surface
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Tender specifications at: www.planet.ag

Technical specifications
Material Stainless steel / plastic

Fastening With 2 screws Ø 4,0 – 4,5 mm (provided on site)

Special features Adjustable +4 mm, +2 mm, 0 mm, -2 mm, -4 mm (depen-
ding on version)
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Floor recesses
Planet BM 5 x 13 mm floor strike narrow  versions / prices

Versions

Planet BM 5 x 13 mm floor strike narrow

Description Art. no. EUR
Planet BM 5 x 13 mm floor strike narrow, Type 0 mm offset, INOX 900345-0 18,80
Planet BM 5 x 13 mm floor strike narrow, Type 4 mm offset, INOX 900345-4 18,80
Planet BM 5 x 13 mm floor strike narrow, Type 2 mm offset, INOX 900345-2 18,80
Planet BM 5 x 13 mm floor strike set narrow, INOX, 3-piece (type 
0, 2 and 4 mm offset) 900345 45,60

Planet drop-down seal with 
Planet BM 5 x 13 mm narrow 
floor strike
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Planet BM 5 x 13 mm floor strike 

Main features
•	 floor strike suitable for 5 x 13 mm driving bar rod and Planet KR flush 

bolt
•	 3 models available for corrections of ± 4 mm (see dimension C)
•	 Also available as set of 3, 0 mm, ±2 mm, ±4 mm
•	 Very easy to adjust
•	 Tight guide, no rattling
•	 Including sliding surface for automatically locking locks
•	 Suitable for sound, smoke-shielding and fire protection elements
•	 Bag closed, easy to clean
•	 Easy installation, no special tools required
•	 Material made of stainless steel / plastic
•	 Surface ground

Functions (depending on versions / options)

Possible door types (depending on options)

Floor surface

3°

6

C

53
33

6

20 1,
25

80 60 24

Tender specifications at: www.planet.ag

Technical specifications
Material Stainless steel / plastic

Fastening With 4 screws Ø 4,5 – 6 mm (provided by the customer, 
must not protrude)

Special features Adjustable +4 mm, +2 mm, 0 mm, -2 mm, -4 mm (depen-
ding on version)
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Floor recesses
Planet BM 5 x 13 mm floor strike  versions / prices

Versions

Planet BM 5 x 13 mm floor strike

Description Art. no. EUR
Planet BM 5 x 13 mm floor strike, Type 0 mm offset, INOX 900275-0 14,40
Planet BM 5 x 13 mm floor strike, Type 4 mm offset, INOX 900275-4 14,40
Planet BM 5 x 13 mm floor strike, Type 2 mm offset, INOX 900275-2 14,40
Planet BM 5 x 13 mm floor strike set, INOX, 3-piece (type 0, 2 and 
4 mm offset) 900275 34,60

Planet drop-down seal with 
Planet BM 5 x 13 mm floor 
strike
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Planet BM Ø10 mm floor strike narrow 

Main features
•	 floor strike suitable for Ø 10 mm drive rod
•	 3 models available for corrections of ± 4 mm (see dimension C)
•	 Also available as set of 3, 0 mm, ±2 mm, ±4 mm
•	 Very easy to adjust
•	 Tight guide, no rattling
•	 Including sliding surface for automatically locking locks
•	 Suitable for sound, smoke-shielding and fire protection elements
•	 Bag closed, easy to clean
•	 Easy installation, no special tools required
•	 Material made of stainless steel / plastic
•	 Surface ground
•	 Invisible under the door

Functions (depending on versions / options)

Possible door types (depending on options)

Floor surface
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Tender specifications at: www.planet.ag

Technical specifications
Material Stainless steel / plastic

Fastening With 2 screws Ø 4,0 – 4,5 mm (provided on site)

Special features Adjustable +4 mm, +2 mm, 0 mm, -2 mm, -4 mm (depen-
ding on version)

A
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Floor recesses
Planet BM Ø10 mm floor strike narrow  versions / prices

Versions

Planet BM Ø10 mm floor strike narrow

Description Art. no. EUR
Planet BM Ø10 mm floor strike narrow, Type 0 mm offset, INOX 900344-0 18,80
Planet BM Ø10 mm floor strike narrow, Type -4 mm offset, INOX 900344-4 18,80
Planet BM Ø10 mm floor strike narrow, Type -2 mm offset, INOX 900344-2 18,80
Planet BM Ø10 mm floor strike set narrow, INOX, 3-piece (type 0, 
2 and 4 mm offset) 900344 45,60

Planet drop-down seal with 
Planet BM 10 mm floor strike 
narrow
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Planet BM Ø10 mm floor strike 

Main features
•	 floor strike suitable for Ø 10 mm drive rod
•	 3 models available for corrections of ± 4 mm (see dimension C)
•	 Also available as set of 3, 0 mm, ±2 mm, ±4 mm
•	 Very easy to adjust
•	 Tight guide, no rattling
•	 Including sliding surface for automatically locking locks
•	 Suitable for sound, smoke-shielding and fire protection elements
•	 Bag closed, easy to clean
•	 Easy installation, no special tools required
•	 Material made of stainless steel / plastic
•	 Surface ground
•	 Invisible under the door

Functions (depending on versions / options)

Possible door types (depending on options)

Floor surface
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Tender specifications at: www.planet.ag

Technical specifications
Material Stainless steel / plastic

Fastening With 4 screws Ø 4,5 – 6 mm (provided by the customer, 
must not protrude)

Special features Adjustable +4 mm, +2 mm, 0 mm, -2 mm, -4 mm (depen-
ding on version)

A
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Floor recesses
Planet BM Ø10 mm floor strike  versions / prices

Versions

Planet BM Ø10 mm floor strike

Description Art. no. EUR
Planet BM Ø10 mm floor strike, Type 0 mm offset, INOX 900276-0 14,40
Planet BM Ø10 mm floor strike, Type 4 mm offset, INOX 900276-4 14,40
Planet BM Ø10 mm floor strike, Type 2 mm offset, INOX 900276-2 14,40
Planet BM Ø10 mm floor strike set Ø10, INOX, 3-piece (type 0, 2 
and 4 mm offset) 900276 34,60

Planet drop-down seal with 
Planet BM 10 mm floor strike
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Planet BM-R Ø15 mm floor strike (25/40 mm) 

Main Main features
•	 floor strike for flush bolt and locking rods 5 x 13 mm and round  

rods Ø 14 mm
•	 Prevents dirt deposits thanks to spring-loaded dust protection cap
•	 Easy hole mounting
•	 Stainless steel material
•	 Suitable for all sound, smoke-shielding and fire protection elements
•	 Suitable for wooden, concrete, stone and slab floors, for example
•	 Beautiful design, invisible under the door (BM-R 15/25 mm)

Functions (depending on versions / options)

Possible door types (depending on options)
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Tender specifications at: www.planet.ag

Technical specifications
Material Stainless steel with spring-loaded dust cover

Floor recess Ø19 x 36 mm

Fastening glued

Special features Dust cap, 2 types: 15/25 mm and 15/40 mm
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Floor recesses

Planet BM-R 15/40 mm floor strike, installed Planet BM-R 15/25 mm floor strike, installed

Planet BM-R 15/25 mm with 
flush bolt 5 x 13 mm

Planet BM-R 15/40 mm floor 
strike

Planet BM-R 15/25 mm floor 
strike

Planet BM-R Ø15 mm floor strike (25/40 mm)  versions / prices

Versions

Planet BM-R Ø15 mm floor strike (25/40 mm)

Description Art. no. EUR
Planet BM-R floor strike round, Ø15/25 mm, INOX, with dust cover, spring-mounted 900608 21,70
Planet BM-R floor strike round, Ø15/40 mm, INOX, with dust cover, spring-mounted 900850 26,00
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Planet BM-R Ø11 mm floor strike (25/40 mm) 

Main Main features
•	 floor strike for flush bolt and locking rods Ø 10 mm
•	 Prevents dirt deposits thanks to spring-loaded dust protection cap
•	 Easy hole mounting
•	 Stainless steel material
•	 Suitable for all sound, smoke-shielding and fire protection elements
•	 Suitable for wooden, concrete, stone and slab floors, for example
•	 Beautiful design, invisible under the door (BM-R 15/25 mm)

Functions (depending on versions / options)

Possible door types (depending on options)
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Tender specifications at: www.planet.ag

Technical specifications
Material Stainless steel with spring-loaded dust cover

Floor recess Ø19 x 36 mm

Fastening glued

Special features Dust cap, 2 types: 11/25 mm and 11/40 mm
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Floor recessesPlanet BM-R Ø11 mm floor strike (25/40 mm) 

Planet BM-R 11/40 mm floor 
strike

Planet BM-R 11/25 mm floor 
strike

Planet BM-R 11/40 mm with 
driving bar rod 10 mm

Planet BM-R 11/25 mm with 
driving bar rod 10 mm

Planet BM-R Ø11 mm floor strike (25/40 mm)  versions / prices

Versions

Planet BM-R Ø11 mm floor strike (25/40 mm)

Description Art. no. EUR
Planet BM-R floor strike round, Ø11/25 mm, INOX, with dust cover, spring-mounted 900874 21,70
Planet BM-R floor strike round, Ø11/40 mm, INOX, with dust cover, spring-mounted 900873 26,00

Planet BM-R 11/40 mm floor strike installed Planet BM-R 11/25 mm floor strike, installed
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Planet BM-R Ø9 mm floor strike (25/40 mm) 

Main features
•	 floor strike for flush bolt and locking rods Ø 8 mm
•	 Prevents dirt deposits thanks to spring-loaded dust protection cap
•	 Easy hole mounting
•	 Stainless steel material
•	 Suitable for all sound, smoke-shielding and fire protection elements
•	 Suitable for wooden, concrete, stone and slab floors, for example
•	 Beautiful design, invisible under the door (BM-R 15/25 mm)

Functions (depending on versions / options)

Possible door types (depending on options)
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Tender specifications at: www.planet.ag

Technical specifications
Material Stainless steel with spring-loaded dust cover

Floor recess Ø19 x 36 mm

Fastening glued

Special features Dust cap, 2 types: 9/25 mm and 9/40 mm
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Floor recessesPlanet BM-R Ø9 mm floor strike (25/40 mm) 

Planet BM-R 9/40 mm floor 
strike

Planet BM-R Ø9 mm floor strike (25/40 mm)  versions / prices

Planet BM-R 9/25 mm floor 
strike

Planet BM-R  9/40 mm with 
driving bar rod 8 mm

Planet BM-R 9/25 mm with 
driving bar rod 8 mm

Versions

Planet BM-R Ø9 mm floor strike (25/40 mm)

Description Art. no. EUR
Planet BM-R floor strike round, Ø9/25 mm, INOX, with dust cover, spring-mounted 900872 21,70
Planet BM-R floor strike round, Ø9/40 mm, INOX, with dust cover, spring-mounted 900871 26,00

Planet BM-R 9/40 mm floor strike, installed Planet BM-R 9/25 mm floor strike, installed
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Planet F120 click threshold 120 x 2,5 mm

Main features
•	 Thermally separated flat threshold
•	 Extremely flat, ideal for new builds (also possible for renovation)
•	 Floor recess only 5 mm
•	 Robust and traversable
•	 Simple click system
•	 Optimal transition between inside and outside
•	 For screwing or gluing
•	 Invisible screw connection
•	 Optimised for use with Planet drop-down seals, freely positionable 

sealing surface
•	 In combination with Planet X3, guaranteed driving rain proof

Incl. accessories
•	 Planet assembly set for Planet F click thresholds (F120, F130, F140)

Functions (depending on versions / options)

Possible door types (depending on options)

Floor surface
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Tender specifications at: www.planet.ag

Technical specifications
Height 2.5 mm (threshold height)

Floor recess 5 mm

Thermal separation yes

Fastening Screws or glue

Can be shortened yes

Profile size 120 mm wide

Profile material Aluminium, plastic

Surface silver anodised EV1

A
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Thresholds

Frame sealing set Frame sealing pad 1000 mm

Planet F120 click threshold  versions / accessories / prices

Versions

Planet F120 click threshold

Length Art. no. EUR
1190 mm 254119 62,90
<6000mm per meter 254600 63,50

Accessories Art. no. EUR

Planet assembly set for Planet F click thresholds (F120, 
F130, F140)

902229 5,10

Frame sealing set for Planet F click thresholds (F120, 
F130, F140)

902241 19,40

Frame sealing profile for Planet F click thresholds 
(F120, F130, F140)

902250 39,20

Planet F120 click-threshold with frame sealing pad, ideal for new constructions 
(image: frame mounted on top of pad)

Planet F120 click-threshold for extremely flat transition between inside and 
outside (image: installation between frame)
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Planet F140 click threshold 140 x 7,5 mm

Main features
•	 Thermally separated flat threshold
•	 Simple click system
•	 Optimal transition between inside and outside
•	 For renovations and new construction
•	 Attached, ideal for renovation
•	 No floor recess required
•	 Barrier free due to reduced height
•	 Robust and traversable
•	 For screwing or gluing
•	 Invisible screw connection
•	 Optimised for use with Planet drop-down seals, freely positionable 

sealing surface
•	 In combination with Planet X3, guaranteed driving rain proof

Incl. accessories
•	 Planet assembly set for Planet F click thresholds (F120, F130, F140)

Functions (depending on versions / options)

Possible door types (depending on options)

Floor surface

7,
5

140

Tender specifications at: www.planet.ag

Technical specifications
Height 7.5 mm (threshold height)

Floor recess Not necessary

Thermal separation yes

Fastening Screws or glue

Can be shortened yes

Profile size 140 mm wide

Profile material Aluminium, plastic

Surface silver anodised EV1

A
D

G
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Thresholds
Planet F140 click threshold  versions / accessories / prices

Versions

Planet F140 click threshold

Length Art. no. EUR
1190 mm 252119 62,90
<6000 mm per meter 252600 63,50

Accessories Art. no. EUR

Frame sealing profile for Planet F click thresholds 
(F120, F130, F140)

902250 39,20

Frame sealing set for Planet F click thresholds (F120, 
F130, F140)

902241 19,40

Planet assembly set for Planet F click thresholds (F120, 
F130, F140)

902229 5,10

Planet F140 click-threshold with frame sealing pad, ideal for new constructions 
(image: frame mounted on top of pad)

Planet F140 click-threshold with reduced height, ideal for renovations since no 
floor strike required (image: installation between frame)

Frame sealing set Frame sealing pad 1000 mm
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Planet F130 click threshold 130 x 7,5 / 2,5 mm

Main features
•	 Thermally separated flat threshold
•	 Ideal for levelling
•	 Simple click system
•	 Optimal transition between inside and outside
•	 For renovations and new construction
•	 Barrier free due to reduced height
•	 Robust and traversable
•	 For screwing or gluing
•	 Invisible screw connection
•	 Optimised for use with Planet drop-down seals, freely positionable 

sealing surface
•	 In combination with Planet X3, guaranteed driving rain proof 

Incl. accessories
•	 Planet assembly set for Planet F click thresholds (F120, F130, F140)

Functions (depending on versions / options)

Possible door types (depending on options)

Floor surface

2,
5

5

7,
5

130

Tender specifications at: www.planet.ag

Technical specifications
Height 7.5 mm (ramp)

Thermal separation yes

Fastening Screws or glue

Can be shortened yes

Profile size 130 mm wide

Profile material Aluminium, plastic

Surface silver anodised EV1

A
D

G
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Thresholds
Planet F130 click threshold  versions / accessories / prices

Versions

Planet F130 click threshold

Length Art. no. EUR
1190 mm 253119 62,90
<6000mm per meter 253600 63,50

Accessories Art. no. EUR

Frame sealing profile for Planet F click thresholds 
(F120, F130, F140)

902250 39,20

Frame sealing set for Planet F click thresholds (F120, 
F130, F140)

902241 19,40

Planet assembly set for Planet F click thresholds (F120, 
F130, F140)

902229 5,10

Planet F130 click-threshold, ideal for changes in level between inside and out-
side (image: installation between frame)

Planet F130 click-threshold with frame sealing pad, ideal for new constructions 
(image: frame mounted on top of pad)

Frame sealing set Frame sealing pad 1000 mm
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Main features
•	 Thermally separated flat threshold
•	 Absolute barrier-free zero threshold
•	 No drainage channel required
•	 Optimal transition between inside and outside
•	 For renovations and new construction
•	 For 78 mm and 88 mm frames
•	 Only 18 mm floor strike
•	 Also for doors opening outwards
•	 Suitable for Planet X3
•	 2-year warranty 

WESER ZERO 88

WESER ZERO 78

88 2525

78 2525

18

Tender specifications at: www.planet.ag

Technical specifications
Height 2–4 mm

Floor recess 18 mm

Thermal separation yes

Can be shortened yes

Profile size 128 / 138 mm wide

Profile material Aluminium, plastic

Surface silver anodised EV1

Gutmann WESER ZERO threshold 
Functions (depending on versions / options)

Possible door types (depending on options)

Floor surface

A
D

G
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Thresholds

Frame

Package content Gutmann 
WESER ZERO threshold: 

 
 

 Base body threshold  

 Cover   

 Sealing cord (only WESER ZERO 78) 

 Groove cover gasket

 
 Filler piece 

 Threshold support 

 Screw set  

 Installation instructions Gutmann WESER ZERO

 1
 2
 3
 4

 5
 6
 7
 8

Versions

Gutmann WESER ZERO 88 threshold

Length Art. no. EUR
1190 mm 251119 78,60
<6000mm per meter 251600 79,30

Gutmann WESER ZERO 78 threshold

Length Art. no. EUR
1190 mm 250119 75,20
<6000mm per meter 250600 75,80

Accessories Art. no. EUR

Frame sealing set Gutmann WESER ZERO 902240 17,10

Frame sealing set Gutmann 
WESER ZERO

Gutmann WESER ZERO threshold Gutmann WESER ZERO threshold  versions / accessories / prices
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Planet F hollow flat rail 35 x 6,5 mm / 50 x 6,5 mm

Main features
•	 Suitable for level bridging up to 6 mm
•	 Hollow flat rail for gluing on
•	 Optimal connection of two finished floors
•	 Level surface for all Planet drop-down seals for optimum  

sound absorption
•	 With toothed cement grooves for surface enlargement to  

make sure an optimal bond
•	 Underlay floor separation recommended
•	 35 or 50 mm width
•	 7-year warranty

Functions (depending on versions / options)

Possible door types (depending on options)

Floor surface

Graded
floor level

Cement

35 / 50

6,
5

Tender specifications at: www.planet.ag

Technical specifications
Height 6.5 mm

Fastening Use elastic adhesive/sealant to glue onto a grease-free and 
dust-free substrate (e.g. TEROSTAT 935)

Can be shortened yes

Profile size 35 mm or 50 mm wide

Profile material aluminium

Surface silver anodised EV1

A
D

G
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Thresholds

Planet F profile from bottom, with toothed cement grooves to 
make sure an optimal bond

Planet F 50 threshold plate 
(width 50 mm)

Planet F 35 threshold plate 
(width 35 mm)

Planet F hollow flat rail  versions / options / prices

Versions

Planet F35 hollow flat rail

Length Art. no. EUR
650 mm 68065 6,90
750 mm 68075 7,80
850 mm 68085 8,40
950 mm 68095 9,20
1050 mm 68105 10,00
1150 mm 68115 10,70
1250 mm 68125 11,70
1350 mm 68135 12,40
1450 mm 68145 13,30
<6000 mm per meter 68600 9,50

Planet F50 hollow flat rail

Length Art. no. EUR
650 mm 48065 9,20
750 mm 48075 10,00
850 mm 48085 10,70
950 mm 48095 11,70
1050 mm 48105 12,40
1150 mm 48115 13,30
1250 mm 48125 14,10
1350 mm 48135 14,70
1450 mm 48145 15,70
<6000 mm per meter 48600 11,80

Options Art. no. EUR Surcharge

Cut to fixed size 900200 1,50

Profiles in special colours 900923 Graduated prices p. 113
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Planet BT floor separation threshold 

Main features
•	 For best sound mittigation values and interrupted impact sound
•	 From 30 dB acoustic insulation
•	 Visually appealing solution
•	 Level running surface for all Planet drop-down seals
•	 For optimal sound absorption
•	 Is grouted with the screed
•	 Wide adjustment range
•	 Suitable for one or two sealing levels
•	 Base profile prepared with mortar protection
•	 Base profile prepared with acoustic insulation strips on the  

left and right
•	 7-year warranty

Functions (depending on versions / options)

Possible door types (depending on options)

Floor surface

40 mm  / 60 mm Prefabricated floor

Floor base
stone floor

masking tape

Supports

Cave in protection
(by customer)

60
 

 
± 

7

3
50 

60 

Height adjustment
by customer

Insulating mat

Tender specifications at: www.planet.ag

Technical specifications
Height 3 mm (threshold height)

Floor recess 53 – 67 mm (adjustable)

Fastening Base profile: prepared holes in the base profile / flat insert: with supplied holding cams

Can be shortened yes

Profile size 40 mm or 60 mm wide

Profile material aluminium

Surface silver anodised EV1

A
D

G
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Thresholds

Planet BT 805 surface ele-
ment 40 mm

Planet BT 806 surface ele-
ment 60 mm

Planet BT 802 basic profile 
with styrofoam

Planet BT 802 basic profile 
with fastening cam

Planet BT fastening cams and 
wooden support to prevent 
the carpet to cave in

Planet BT floor separation threshold  versions / options / accessories / prices

Versions

Planet BT 803, 40 mm

Length Art. no. EUR
750 mm 45075 42,70
850 mm 45085 44,40
950 mm 45095 46,90
1050 mm 45105 49,30
1150 mm 45115 52,70
1250 mm 45125 55,90
1350 mm 45135 59,10
1450 mm 45145 61,80
<6000 mm per meter 45600 49,30

Planet BT 804, 60 mm

Length Art. no. EUR
750 mm 46075 44,40
850 mm 46085 45,80
950 mm 46095 48,60
1050 mm 46105 51,00
1150 mm 46115 54,20
1250 mm 46125 57,30
1350 mm 46135 60,70
1450 mm 46145 63,40
<6000 mm per meter 46600 51,00

Options Art. no. EUR Surcharge

Cut to fixed size 900200 1,50  

Accessories Art. no. EUR

Holding cams for Planet BT floor separation threshold 900064 3,80

Base profile BT 802, <6000 mm 900061 27,10

Flat insert profile BT 805; 40 mm, <6000 mm 900062 28,60

Flat insert profile BT 806; 60 mm, <6000 mm 900067 29,00
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Options

Options-Liste Art. no. EUR Surcharge

Cut to fixed size
Cut to fixed dimensions, all Planet types except KG, MinE

900200 1,50

Cut to fixed dimensions (KG and MinE)
Cut to fixed dimensions, Planet KG and Planet MinE

900225 2,60

Planet hole 5 x 13 mm, symmetrical (specify backset)
Planet drill hole 5 x 13 mm, symmetrical, for profile widths 13 and 20 mm 900601 10,80

Planet hole 5 x 13 mm, asymmetrical DIN L (specify backset)
Planet hole 5 x 13 mm, asymmetrical, for flush bolt / shoot bolt (standard, optimum 
acoustics), for profile width 13 and 20 mm, DIN L 900190L 10,80

Planet hole 5 x 13 mm, asymmetrical DIN R (specify backset)
Planet hole 5 x 13 mm, asymmetrical, for flush bolt / shoot bolt (standard, optimum 
acoustics), for profile width 13 and 20 mm, DIN R 900190R 10,80

Planet hole 5 x 13 mm, for Planet MinE (specify backset)
Planet hole 5 x 13 mm, for Planet MinE-S and MinE-V (13 mm profiles) 900604 20,00

Planet hole 5 x 13 mm, for Planet GH, symmetrical (specify backset)
Planet drill hole 5 x 13 mm, for Planet GH, symmetrical, for profile width 14 mm 902201 35,30

Planet hole 5 x 13 mm for Planet BL (specify backset)
Planet drill hole 5 x 13 mm for Planet BL, incl. plastic guide 900436 73,00

Planet hole Ø10 mm for 20 mm profiles (specify backset)
Planet hole Ø10 mm, for profile width 20 mm, suitable for driving bar rod Ø10 mm 900280 9,00

Planet hole Ø10 mm for Planet ZA (specify backset)
Planet drill hole Ø10 mm for Planet ZA, suitable for driving bar rod Ø10 mm 900926 11,20

Planet hole Ø8 mm for profile width 13 mm (specify backset)
Planet hole Ø8.2 mm, for profile width 13 mm, suitable for driving bar rod Ø8 mm

900866 9,00

12

Planet TR125 double shortening, 5 x 13 mm hole (specify backset)
Planet TR125 double shortening, prepared with 5 x 13 mm hole (please specify backset)

900390 15,70

Planet TR125 double shortening, 10 mm hole (specify backset)
Planet TR125 double shortening, prepared with 10 mm hole (please specify backset) 902668 15,70

Option „plus“ for Planet KT
Option „plus“ for maximum acoustic insulation up to 54 dB for Planet KT 900006 4,20

Option «plus» for Planet RS
Option «plus» for for maximum acoustic insulation up to 54 dB for Planet RS 900911 4,20

Option „plus“ for Planet PU
Option „plus“ for maximum acoustic insulation up to 54 dB for Planet PU 900912 4,20

Bevel lip for uneven floors, DIN L (right handed), 8 mm profiles 900893L 10%

Bevel lip for uneven floors, DIN R (left handed), 8 mm profiles 900893R 10%

Bevel lip for uneven floors, DIN L (right handed), 13 mm profiles 900894L 10%

Bevel lip for uneven floors, DIN R (left handed), 13 mm profiles 900894R 10%

Bevel lip for uneven floors, DIN L (right handed), 20 mm profiles 900895L 10%

Bevel lip for uneven floors, DIN R (left handed), 20 mm profiles 900895R 10%

Round lip design
Version with round lip for Planet MinE, GH, SN, KG-SL10

900910 10%

Silicone-free TPE version
Silicone-free TPE version (only for round lips, certificate on request)

900913 20%

Antibacterial silicone lip
Antibacterial equipment of the sealing lip, only for round lips, Planet HS, FT, ZA

900606 26,10

Lip extension (+8 mm)
Lip extension (+8 mm), Planet HS, FT and ZA

900914 20%
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Options

Options-Liste Art. no. EUR Surcharge

Folding walls G-G design
Version for folding partitions G-G, for almost all Planet types

900918 10%

Round door design
Version for round door (in segments), Planet FT, RF, GH, PU

900919 100%

Drop-down seal, top installation
Drop-down seal installation at the top, for all Planet types

900915 20%

Vertical drop-down seal installation
Drop-down seal installation vertical, for all Planet types

900916 20%

Drop-down seal installation horizontal / top / sliding door mechanism
Drop-down seal installation horizontal / top, only for sliding doors

900917 20%

Version for sliding door
Version for sliding door, DIN L/R closing

900908 20%

Pivot door design (13 and 20 mm line)
Version for pivot door, for 13 mm and 20 mm profiles: Planet HS, HS-plus, FT, FT-plus, RH, 
RF, MF, MF-plus, RO, RO-plus, RS and PU; on request 900920 50,90

Inverse actuation, trigger plate 50 mm
Inverse release (trigger on tension), tension plate 20 x 8 x 50 mm, for Planet HS, FT, RH, RF, 
RO, RS, PU, GH, TW, US 900909 100%

Inverse actuation, trigger plate 70 mm
Inverse release (trigger on tension), tension plate 20 x 8 x 70 mm, for Planet HS, FT, RH, RF, 
RO, RS, PU, GH, TW, US 902084 100%

Inverse actuation, trigger plate 80 mm
Inverse release (trigger on tension), tension plate 20 x 8 x 80 mm, for Planet HS, FT, RH, RF, 
RO, RS, PU, GH, TW, US 902085 100%

Reinforced mechanics
Reinforced mechanism for 13 mm profiles, reinforced bending springs

900783 30%

Corrosion resistant mechanism (13 and 20 mm line)
Corrosion-resistant mechanism for 13 or 20 mm profiles, after clarification 900793 33,70

Corrosion resistant mechanism (8 mm line)
Corrosion-resistant mechanism for 8 mm profiles, after clarification 902662 35,40

Profiles in special colours
Profiles with special colors, anodized (EURAS) or powder coated (RAL / DB / NCS), for 
Planet Socle, Planet KG, Planet F threshold plates (cover plates are not available in special 
colors), other colors on request

900923

Profiles in special colours, surcharge per piece when purchasing 1 pc. 121,60 Net price

Profiles in special colours, surcharge per piece when purchasing 2 pcs. 66,30 Net price

Profiles in special colours, surcharge per piece when purchasing 3 pcs. 47,90 Net price

Profiles in special colours, surcharge per piece when purchasing 4 pcs. 38,70 Net price

Profiles in special colours, surcharge per piece when purchasing 5 pcs. 33,20 Net price

Profiles in special colours, surcharge per piece when purchasing 6 to 10 pcs. 25,40 Net price

Profiles in special colours, surcharge per piece when purchasing 11 to 25 pcs. 17,60 Net price

Profiles in special colours, surcharge per piece when purchasing 26 to 50 pcs. 13,60 Net price

Profiles in special colours, surcharge per piece when purchasing 51 to 100 pcs. 11,80 Net price

Profiles in special colours, surcharge per piece when purchasing 101 to 250 pcs. 10,50 Net price

Profiles in special colours, surcharge per piece when purchasing more than 251 pcs. 9,90 Net price
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Accessories-Liste Art. no. EUR

Stopping plate Type 1 (standard)
Stopping plate type 1 (standard), stainless

900014 0,50

Stopping plate Type 2
Stopping plate Type 2, 38 x 21 mm, incl. screws

900188 2,80

Stopping plate Type 3
Stopping plate Type 3, 38 x 20.5 mm, incl. screws

900395 3,10

Stopping plate type 6
Stopping plate type 6, 13 x 24 mm, incl. screws

902344 2,80

Cover plates for Planet FT and RF
Cover plates for Planet FT and RF, incl. screws

70010 4,70

Cover plates for Planet Socle
Cover plates for Planet Socle, incl. screws, pair, left / right, grey

19010 5,20

Assembly set Planet KG-S/SM-Set/A narrow (version 2025)
Assembly set for Planet KG-S/SM-Set/A narrow, consisting of cover plates, screws and  
stopping plate type 1

902742 4,90

Cover plate set for Planet KG-D8|D10, KG-U, KG-SL10, KG-F12s

900252 4,60

Cover plate set for Planet KG-F10 narrow

902074 4,80

Trigger plate on pull (inverse actuation), 50 mm
Release plate to tension (inverse release), 20 x 8 x 50 mm

900398 22,34

Trigger plate on pull (inverse actuation), 70 mm
Release plate to tension (inverse release), 20 x 8 x 70 mm

900418 23,46

Trigger plate on pull (inverse actuation), 80 mm
Release plate to tension (inverse release), 20 x 8 x 80 mm

900557 24,79

Planet assembly set NA (invisible fastening)
Planet assembly set NA, invisible fastening part consisting of 2 mounting brackets incl. nails and 
stopping plate for wooden doors

900879 6,10

Planet assembly set HS, for wooden doors
Planet assembly set HS, for wooden doors, incl. stopping plate Type 1 and screws, suitable for HS, 
RH, KT, SL

900180 3,80

Planet assembly set MF, for metal doors
Planet assembly set MF, for metal doors, incl. drilling screws

900261 5,20

Planet assembly set MF, for wooden doors
Planet assembly set MF, for wooden doors, incl. stopping plate Type 1 and screws

900262 4,00

Planet assembly set MinE, for wooden doors
Planet assembly set MinE, for wooden doors, incl. stopping plate Type 1 and screws

900462 4,00

Accessories
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Accessories

Accessories-Liste Art. no. EUR

Planet assembly set MinE-F, for wooden doors
Planet assembly set MinE-F, for wooden doors, incl. stopping plate Type 1 and screws

900828 4,80

Planet assembly set TW/US for wooden doors
Planet assembly set TW/US TW/US for wooden doors, incl. stopping plate type 1 and screws

900669 4,60

Planet assembly set TW/US for metal doors
Planet assembly set TW/US for metal doors, incl. screws

900671 5,90

Mounting set RS, type Univeral-RS

900507 6,00

Planet assembly set X3, for wooden doors

900096 9,20

Planet assembly set X3, for metal doors
Planet assembly set X3 for metal doors, incl. drilling screws

900097 12,90

Planet corner plate set X3, aluminium
Planet corner plate set X3, aluminium, 29 x 55 mm, 5 mm thick

900136 27,90

Corner plate set X3, sheet metal (stainless steel) Type 1
Corner plate set X3, sheet metal (stainless steel) Type 1, 29 x 55 mm, 1 mm thick

900137 13,70

Corner plate set X3, sheet metal (stainless steel) type 2
Eckplattenset X3, Blech (stainless steel) type 2, 39 x 55 mm, 1 mm dick

900954 18,60

Corner plate set X3, sheet metal (stainless steel) Type 3
Corner plate set X3, sheet metal (stainless steel) Type 3, 49 x 55 mm, 1 mm thick

900955 21,00

Planet shortening set X3
Planet shortening set X3 (for version triggered on one side on the hinge side)

902110 23,10

Planet shortening aid X3
Planet shortening aid X3, plastic, yellow

900930 18,00

Strike plate top for Planet KR flush bolt
Strike plate top for Planet KR flush bolt, 15 x 39 x 2 mm, matt nickel-plated

900330 3,00

Strike plate bottom for Planet KR flush bolt, 5 x 13 mm
Strike plate bottom for Planet KR flush bolt, 5 x 13 mm, 65 x 25 x 1.5 mm, matt nickel-plated, 
adjustable

900278 4,60

Floor guide for Planet KG-SL10
Floor guide for Planet KG-SL10, backlash-free, black

900217 3,90

Cover cap for Planet KG-SL10 floor guide, EV1
Cover cap for Planet KG-SL10 floor guide, silver anodised EV1

900454 7,00

Cover cap for Planet KG-SL10 floor guide, INOX
Cover cap for Planet KG-SL10 floor guide, matt anodised stainless steel (INOX)

900455 8,00
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Accessories-Liste Art. no. EUR

Adhesive tape set for Planet KG-S narrow
Adhesive tape set for Planet KG-S narrow, max. 1460 mm

900837 20,10

Complete retrofit set for Planet KG-S narrow
Complete retrofit set for Planet KG-S narrow, incl. adhesive tape set (max. 1460 mm) and Allen key

902208 31,10

Planet stopping block, 1 set
Planet stopping block, 1 set, suitable for Planet Socle and Planet KG-S narrow,  
DIN L (right handed) / DIN R (left handed) applicable

900424 26,40

Planet assembly set SN, for wooden doors, DIN L (left closing)

902034 13,80

Planet assembly set SN, black, for wooden doors, DIN L (left closing)

902656 14,00

Planet assembly set SN, for wooden doors, DIN R (right closing)

902033 13,80

Planet assembly set SN), black, for wooden doors, DIN R (right closing)

902657 14,00

Floor guide SN-Set (short), DIN L (left closing)
Floor guide SN-Set (short), DIN L (left closing), for ground air 7-10 / 10-13 / 13-16 mm

902036 29,40

Floor guide SN set (short), black, DIN L (left closing)
Floor guide SN set (short), black, DIN L (left closing), for ground air 7–10 / 10–13 / 13–16 mm

902658 30,00

Floor guide set SN (short), DIN R (right closing)
Floor guide set SN (short), DIN R (right closing), for ground air 7–10 / 10–13 / 13–16 mm

902035 29,40

Floor guide SN set (short), black, DIN R (right closing)
Floor guide SN set (short), black, DIN R (right closing), for ground air 7–10 / 10–13 / 13–16 mm

902659 30,00

Floor guide SN-Set (long), DIN L (left closing)
Floor guide SN-Set (long), DIN L (left closing), for ground air 7-10 / 10-13 / 13-16 mm

902038 29,40

Floor guide SN set (long), black, DIN L (left closing)
Floor guide SN set (long), black, DIN L (left closing), for ground air 7–10 / 10–13 / 13–16 mm

902660 30,00

Floor guide SN-Set (long), DIN R (right closing)
Floor guide SN-Set (long), DIN R (right closing), for ground air 7-10 / 10-13 / 13-16 mm

902037 29,40

Floor guide SN set (long), black, DIN R (right closing)
Floor guide SN set (long), black, DIN R (right closing), for ground air 7–10 / 10–13 / 13–16 mm

902661 30,00

Flat insert profile BT 805; 40 mm, <6000 mm
Flat insert profile BT 805; 40 mm, silver anodised EV1, incl. holding cams, <6000 mm, can be 
shortened

900062 28,60

Flat insert profile BT 806; 60 mm, <6000 mm
Flat insert profile BT 806; 60 mm, silver anodised EV1, incl. holding cams, <6000 mm, can be 
shortened

900067 29,00



117Orders: mail.planet@assaabloy.com  |  Technical questions: services.planet@assaabloy.com

Accessories

Accessories-Liste Art. no. EUR

Base profile BT 802, <6000 mm
Base profile BT 802, <6000 mm +50 / -0, non-anodised, can be shortened

900061 27,10

Holding cams for Planet BT floor separation threshold

900064 3,80

Planet assembly set for Planet F click thresholds (F120, F130, F140)
Planet assembly set for Planet F click thresholds (F120, F130, F140)

902229 5,10

Frame sealing set for Planet F click thresholds (F120, F130, F140)
Frame sealing set for Planet F click thresholds (F120, F130, F140), 4 x frame seal 120 x 57 mm

902241 19,40

Frame sealing profile for Planet F click thresholds (F120, F130, F140)
Frame sealing profile for Planet F-Click thresholds (F120, F130, F140), 1000 mm

902250 39,20

Frame sealing set Gutmann WESER ZERO
2 x frame sealing pad 240 mm for sideparts

902240 17,10

Planet pivot module «rebated», stainless steel
Planet pivot module «rebated», stainless steel, for Planet US, with trigger module, incl. inner profile 
extension

902663 29,90

Planet pivot module «rebated», black
Planet pivot module «rebated», black, for Planet US, with trigger module, incl. inner profile ex-
tension

902664 29,90

Planet pivot ramp, stainless steel
Pivot ramp stainless steel, anodised stainless steel, with fastening screw

902665 13,25

Planet pivot ramp, black
Pivot ramp, black anodised, with fastening screw

902666 13,25

Planet pivot drill template
Pivot drill template, aluminium

902667 10,85
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Appropriate for one and double leaf folding doors made from wood, aluminum, plastic and  
metal as well as sliding doors and accordion folding doors

Drop-down seals for uneven floors

For uneven floors:

 ��Planet RH, RF, MinE,  
RF with Socle 

 ����All Planet types with 
option bevel lip

For sloping floors:

 ��All Planet types with  
a round or bevel lip

For concave and 
convex floors:

 ���Planet RH, RF, MinE,  
RF with Socle

 �������All Planet types with 
option bevel lip
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Planet drop-down seals assembly at the top

Order specification 
Art. no.  

(of the desired seal)  
+  

Art. no. 900915  
(Option «assembly at the top»)

To observe:

 ���The Planet silicone lip leaves no traces, but the 
last coating of paint on the ceiling in the zone 
of the seal must be smooth and non-abrasive. 
It is highly recommended that the color of 
the ceiling is not white (dust accumulation 
possible).

 ���The Planet drop-sown seals of all kinds are 
appropriate for the assembly at the top. 

      Drop height up to   22 mm

      Drop height up to   22 mm

30

30

13

28

Example with Planet HS drop-down seal
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Execution:

GG is available for 
almost all Planet types 
(Planet FT, HS a.s.o.), in 
pairs with mutual drop 
height release,  
the running wing in 
the frame.

Order specification:  
 
Number of pairs  
with lengths  
(fixed measure)

Release knob  
especially for
 folding doors

1 pair

Drop-down seal: mutual release in pairs

Example with two Planet HS drop-down seals

Drop-down seal for folding doors
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Example:

Assembly of drop-
down seals Planet US 
(8 mm) and Planet HS 
(13 mm), as well as 
the floor separation 
threshold Planet BT 
804, 60 mm wide.

Example with Planet US and Planet HS drop-down seals

Drop-down seal with 2 sealing levels

13

8

138

Planet HS
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Length Planet HS

Length Planet US
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Planet BT

For the best sound reduction:
Small offset between Planet 

seal and frame seal
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Single leaf doors, 
hinged

Sliding doors

Glass sliding doors

Explanation of DIN direction

Door hinges left  
 = DIN L (right handed)

Sliding door closing to the left  
 = DIN L

Glass sliding door closing to the left 
 = DIN L

Door hinges right  
 = DIN R (left handed)

Sliding door closing to the right  
 = DIN R

Glass sliding door closing to the right 
 = DIN R

Passage Passage
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Shortening  
dimension:

Max. 100 mm: 
Planet FT, RF, GH, BL

Max. 125 mm: 
Planet HS, RH, KG, MF, 
RO, PU, SL

Never shorten on the 
release knob side!

Example to shorten the Planet HS

Shorten the Planet drop-down seals

Double-wing applications or a small fold air on 
lock side: Shorten the seal in released condition.

Mark the location of cut

Deburr the edges and remove the sawdust.

Single-wing applications. Shorten with 
 circularor hand saw.

2

1

2a

3

1

2b

max. 100 / 125 mm
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Sideways shift of the 
inside profile with the 
silicone lip

Adjusting silicone  
projection

By the way

All Planet drop-down seals are pre-adjusted, i.e. to fit a frame gap of about 3 mm and a floor gap  
of approx. 6 - 7 mm. Usually, no further adjustment is required.

Adjusting the silicone – no need to cut!

All our drop-down seals can be ordered with precisely defined silicone protrusion:  
Option silicone lip protrudes ➔ hinge side: … mm / ➔ lock side: … mm (Art. no.. 900440)

Door open

Frame Frame

Door closed

Shift of the inside profile with silicone lip

The special, patented mechanism of the Planet drop-down seal with parallel drop-down 
and sideways shift normally only requires a projection of the silicone lip on the release side 
of the floor seal (= hinge side of the doors). 

When the floor seal drops, this protrusion of some 5 - 6 mm for a floor gap of about 7 mm is 
shared equally on both sides (lock and hinge sides) of the doors and thus reliably seals the 
gap (about 3 mm) between frame and door leaf.

If the dimensions differ from standard values, adjustment work as indi-
cated in the installation instructions will be required and the silicone 
protrusion may also need adjustment. By massaging the silicone lip to 
the outside or the inside, the silicone projection can be permanently 
changed.
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Precise adjustment:

By turning the release 
knob with 3 mm Allen 
key

Simply smart – the 
Planet release knob

Drop heigth adjustment of the Planet drop-down seals
�Release knob always on hinge side for double-leaf  / folding doors, on lock side for sliding doors

 high drop height, large floor gap  
 small drop height, small floor gap

Please observe: Adjust the drop height until the silicone lip tightens well on the floor at closed door. 
Avoid any pressure carried out to the floor. If the bottom gap of the door is light-tight, you have 
achieved maximum noise insulation.

Correct final position of the release knob, the 
pin is away from the hinge pivot.

Best possible release because of the beveled 
Planet release knob, you can adjust the seal 
perfectly. Very little floor scraping

For wooden frames we always recommend our Planet stopping plate.

✔

✗Very long scratching

Released too soon with regular 
release knob
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Tools / auxiliary aids for efficient machining of Planet seals, width 8 and 13 mm 
(To obtain from the professional trade).

Milling cutters / routing aid

Indexable mini-plates 
8,1 mm and 13,1 mm:

With and without 
stopping bearing, 
right-hand rota-
tion, for hand milling 
machines, for manual 
forward fee

Grooving cutter: 

Right-hand rota-
tion, for hand milling 
machines, for manual 
forward feed

Indexable mini- 
plates: 

Right-hand rota-
tion, for hand milling 
machines, for manual 
forward feed

Routing aid:  
Appropriate for all  
Festool Milling

HWS AG 
www.hws-tools.ch

HWS AG 
www.hws-tools.ch

Festool Group GmbH & Co. KG
www.festool.com

Leitz GmbH & Co. KG
www.leitz.org

HWS AG
www.hws-tools.ch

HWS AG
www.hws-tools.ch

Festool Group GmbH & Co. KG
www.festool.com

Assistance for all Festool routers, for milling 
of narrow wood sections. Using the sliding jig 
tool, the router is securely guided along  
narrow door edges. 

LEUCO Ledermann 
GmbH & Co. KG 

www.leuco.com
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State: 13.06.2023

Environmental Product Declarations (EPD)

Environmental 
Product Declarations 
(EPD) for Planet drop-
down seals
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State: 01.05.2010

Soundproof

Principle

Joint sound  
absorption

Element testing

Definition of the 
sound level in dB 
(decibel)

Evaluated  
sound absorption  
measure R W

Transmission by an 
indirect path

Impact noise

Test laboratory

ASSA ABLOY (Schweiz) AG examines all drop-down seals for sound absorbing performance. 
Two methods are applied.

The first measures the joint sound absorption. But this method measures and evaluates only the 
drop-down seal according to DIN EN ISO 10140. This determines a basic value at a floor clearance of 
7 mm. Our partner for these measurements is the ift in DE-Rosenheim.

In additon to this we perform diverse sound protection measurements with complete doors  
according to DIN EN ISO 10140-3. The test stand corresponds to DIN EN ISO 10140-1, partner ift-
Rosenheim. The corresponding test reports/approvals can be ordered at our company. In addition 
we have carried out countless element tests together with our customers around Europe and in  
overseas.

Corresponds to the acoustic pressure level and represents a logarithmic measure of the power of 
sound incident. It serves even to determine the sound protection in the field of the architectural 
acoustics. Examples for the acoustic pressure level adapted to the human ear dB (A). 

 ���Quiet room in the night	 approx. 15–25 dB (A)
 ���Quiet room during the day	 approx. 30–35 dB (A)
 ���Normal speech	 approx. 60 dB (A)
 ���Traffic noice	 approx. 70–80 dB (A)
 ���Workshop noise	 approx. 90–100 dB (A)
 ���Threshold of pain	 approx. 120 dB (A)

The measured R-curve (R = sound absorption measure) is compared with a standard curve which is 
moved against the measured curve until the deviation is situated in a defined range of tolerance. The 
value reading at 500 Hz of the standard curve amounts to the R W-value as an individual indication.

R W means a laboratory value (without indirect path transmission) opposite to the R’W construction 
value with indirect path transmission).

The impact noise has to be observed beside the airborne sound. This noise is often ignored at the 
planning of the noise insulation value. The impact noise is a noise transmission through the solid.  
One has especially to observe the floor. We recommend a separation of the floor base, a cut in, 
between the two rooms from R W >= 30 dB (A). The room separation by walls is also guaranteed in he 
floor. This seam can be bridged again by a threshold plate F or a floor separation sill of Planet.  
(refer to the chapter Impact noise)

ift Rosenheim, DE-83026 Rosenheim, Germany
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Sound protection 
requirements in  
Switzerland

Sound protection  
requirements in 
Europe

Base DIN 4109 Tab 3 (example)
Sound protection 
grade according 
to VDI 3828

required  
R‘ W on the  
building

required  
R W, p in  
laboratory

Doors leading from entrance halls or stairwells in halls of apart-
ments or residence halls or working rooms SK 1 27 dB 32 dB

Doors leading from entrance halls or stairwells immediately in 
recreation rooms - exept halls - of apartments SK 3 37 dB 42 dB

Doors between entrance halls and bedrooms SK 2 32 dB 37 dB

Doors between

– examination resp. consultation rooms 
�– entrance halls and examination resp. consultation rooms

SK 3 37 dB 42 dB

Rooms between 

– entrance halls and patient rooms 
– operating rooms resp. treatment rooms 
– �entrance halls and operating rooms resp. treatment rooms

SK 2 32 dB 37 dB

Doors between classrooms or similar rooms and  
entrance halls SK 2 32 dB 37 dB

Recommendation according to SIA 181 R‘ W+C

Appartment building

Corridor – living room 30 - 32 dB

Corridor – office 30 - 32 dB

Corridor – Office with increased discretion 35 - 37 dB

Commercial buildings
Office – office 35 - 37 dB

Office – Office with increased discretion 37 - 40 dB

Doctors Waiting room – treatment room 37 - 40 dB

Hotel Hotel room – hotel room 40 - 43 dB
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Principle

Recommendation 

Examples of sound
transmission

Is a noise which expands in a solid.In a building. This noise is normally transmitted by walls and  
floors resp. by ceilings.

Example: a floor in a room oscillates beacuase of the movements of persons (walking, running) and by
machines but also by airborne sound (speech, music). These oscillations are transmitted again to the 
air in the rooms next-door or underneath and can be measured as an airborne sound.

To avoid the impact noise resp. the solid-borne sound in a building is a very complex task.  
Therefore, only the transmission of impact noise in the door aera will be mentioned.

 We recommend a floor separation at a required door sound absorption from 30 dB.
� ��Please note that the sound absorption values measured in the sound laboratory normally  

cannot be reached on the building site without floor separation not either with a deducted 
measure.

 Please inform the persons involved in a building.

Sound and impact noise without floor separation 
Carpets reduce the sound absorption of a door resp. the seal, 
ideal is a smooth and straight floor.

Sound and impact noise with floor separation. 
Reduce the sound transmission across the floor resp. avoid  
it by floor separation.

Sound and impact noise with floor separation 
Drop-down seal with Planet BT floor separation sill.

Sound and impact noise with floor separation 
Drop-down seal with Planet F hollow flat rail.

Impact noise
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Modern laboratory for the  
measuring of the airborne  
sound absorption of doors  
and door leaves on the  
test stand according to  
EN 20140-3.

Planet Sound Laboratory

Principle

Laboratory equip-
ment

Performances

For your...

For your...

We offer a new and modern laboratory for the measuring of the airborne sound absorption of doors 
and door leaves on the test stand according to EN 20140-3.

 ���the most modern laboratory equipment of the company Norsonic-Tippkemper
 ���variable test ports for the sound measuring of door elements
 ���wall openings of 1015 x 2005 up to 2700 x 2700 mm following to DIN 4172
 ���planned, measured and regularly checked by foreign people of the ift Rosenheim

 ����Orientation measuring of the airborne sound absorption of components in test stands according  
to EN 20140-3

 ����Evaluation of the sound absorption according to EN ISO 717-1
 ����Planet journal or Planet test report

 ���New developments
 ���Measurings for material selection
 ���Measuring series
 ���Supervision of quality and products 
� Preliminary tests (with extremely interesting conditions)

by means of the ift Rosenheim in the sound laboratory at Planet:

 �Recognized test and evaluation (CE and building supervision) incl. ift test  
proof with cooperation of the ift Rosenheim as international accredited  
(DAP-PL-0808.99; BAY18) and European quoted authority (NB0757)

Certificate
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Technical Data Sheet

Contact 

Designed as ‚room in the room‘ the sound laboratory is acoustically disconnected from all the other 
parts of the building and thus fulfils the requirements according to EN ISO 140 (test stands without 
indirect path transmission resp. with suppressed sound indirect path effects). The separation joint 
between the rooms is 5 cm large.

The test rooms show the following clearances / clear widths:

� �Studio: 
Height 294 m, width 5,30 m, depth 6,43 m, resulting in a studio transmitter volume of 100 m³ 

� �Reception room: 
Height 2,78 m, width 4,82 m, depth 3,80-5,58 m (oblique), resulting in a studio transmitter volume 
of 62,8 m³. ZA door test opening is installed between the test rooms, dimension 2,7 x 2,7 m it can 
be reduced in size into screens by means of a flexible wall system. 

Our performances:

 ����Informative measuring of the airborne sound absorption of components in test stands  
according to EN 20140-3 

 ����Evaluation of the sound absorption according to EN ISO 717-1
 ����Planet protocol

 ���  special fastening
 ���maximum wall opening dimension 2700 x 2700 mm
 ���possible for double swing doors
   ���* without aluminum base plate

Phone +41 43 266 22 22 
services.planet@assaabloy.com

Height in mm

2005 2130 2255 2380 2505 2700

W
id

th
 in

 m
m

1015 X X X X X X

1140 X X X X X X

1265 X X X X X X

1390* X X X X X X

1515* X X X X X X

1640* X X X X X X

1765 X X X X X X

1890* X X X X X X

2015 X X X X X X

2700*
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Planet air, wind and water testing facility

Policy

Testing facility

Services

For your...

But also...

We offer you a modern testing facility for determining the joint permeability, driving rain resistance 
and wind stressing as well as the corresponding deflexion of doors and windows according to the 
testing standards of EN 14351-1.

 ���Modern testing facility created by ift Rosenheim
 Variable clamping surface in a width of 2000 mm and height up to 2300 mm
 Regularly calibrated by ift Rosenheim

 ���Measurement of joint permeability, driving rain resistance and wind stressing according to the 
current testing standards for EN 14351-1

 Classification according to the pertinent EN 12207 / 12208 / 12210 standards
 Planet record of the measurementsen

 Vew developments
 ���Preliminary tests (on highly attractive terms)
 Series of measurements
 ���Quality- and product monitoring

By the ift Rosenheim at the Planet test facility:

 �����Accredited testing and assessment (CE and building supervision) including an ift t 
est certificate through cooperation with ift Rosenheim as an internationally  
accredited (DAP-PL-0808.99; BAY18) and European notified body (NB0757)

Modern testing facility 
for measurement of joint 
permeability, driving rain 
resistance and wind stressing 
according to the testing 
standards for EN 14351-1

Certificate
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Engineering data 
sheet

Further important  
data

Contact 

The air, wind and water test bed has a variable clamping surface. Width 2000 mm, Height 2300 mm.
Required clamping frames must be provided by the customer.. 
 
Our services

 ���Orientating measurements in accordance with the testing standards for EN 14351-1 regarding  
air tightness, driving rain resistance and resistance to wind loads  

 Planet record of measurements and classification

Available tools and equipment:

 ���3 wooden trestles, width 1000 mm, height 750 mm
 ���Bosch GKS 65 circular saw, 190 mm HM saw blade, max. 65 mm cutting depth
 ���DeWalt DW 615 portable router, 900W, 8000-24000 rpm, 8 mm collet  

Tel.	 +41 43 266 22 22 
services.planet@assaabloy.com
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State: 01.05.2010

Fire resistant

Principle

Test method

T 30 up to T 90

Classes of fire resis-
tance

Test partner

All of our seals of the execution sound-, smoke- and fire protection are convenient for fire protection 
elements. The corresponding guidelines and standards of the individual countries form the base. The 
most important test and standard is the DIN 4102-5, and latest the DIN 1634-1, for fire protection 
door elemetns in Germany and the EU.

The maximum allowable air gap of 15 mm for fire protection doors can be closed with all our sea

In cooperation with the Materialprüfungsamt Nordrhein-Westfalen, MPA NRW, in DE-Dortmund we 
test our products according to DIN 4102 part 18, continuous function test, for the suitability in fire 
protection elements. Two fields are checked with it. The first is the lifetime test. This one requires 
200 000 closing and opening cycles without troubles. During the new developments our seals per-
form several millions of mouvements. The second topic is the material selection of the drop-down 
seal. Non-combustible materials are prescribed and especially for the seal lips, it is the quality: self-
extinguishing.

Products corresponding to DIN 4102 part 18 can be used for all fire protection elements from T 30 
up to T 90. But every manufacturer is committed to test himself his element regarding the  
coresponding homologation.

Simplified the European classifications can be assigned to the fire resistance of components to the 
VKF classifications as follows:

MPA NRW, Materialprüfungsamt Nordrhein-Westfalen, DE-44287 Dortmund, Germany

Component EN VKF

load-bearing, room closing, heat insulated REI F

non load-bearing, room closing, heat insulated EI F, S, K

room closing, mobile, heat insulated EI-C T

Room closing EI 30-C, tight against smoke and flames E R

Example: the fire protection door T 30 corresponds now to El30-C resp. El230–C5S200
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State: 01.05.2010

Smokeproof

Principle

Test method

Smoke

Test partner

All of our seals in the execution sound- and smoke protection and sound-, smoke- and fire  
protection are convenient for the smoke protection. The guidelines and standards of the individual 
countries are the base for it. The most important test and standard is the DIN 18095 for Germany  
and the EU as well.

In cooperation with the Materialprüfungsamt Nordrhein-Westfalen, MPA NRW we test our products 
according to DIN 18095 18 for the suitability in smoke protection. Two fields are checked with it. 
The first is the lifetime test. This one requires 200 000 closing and opening cycles without troubles. 
During the new developments our seals perform several millions of mouvements. The second topic 
is the test 1:1 on the door test stand. The same temperature range of max. 200° C is applied and the 
same excess pressures and vacuums are tested as with complete smoke protection elements. The 
values we achieve are clearly situated below the maximum admissible leak rate of 20 m³ for single 
leaf resp. 30 m³ double leaf folding doors. You can ask for the relevant test approvals at our company

Door designation
� According DIN 18095	 ➞ RS 1 (single leaf)
� According DIN 18095	 ➞ RS 2 (ouble leaf)
� According EN 1634-3	 ➞ C5S200  
/designation according to the test standard ➞ not according to the classification standard)

C5 continuous function test class 5 with 200 000 movements

Smoke leak test S200 at 200°C

MPA NRW, Materialprüfungsamt Nordrhein-Westfalen, DE-44287 Dortmund, Germany
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State: 10.01.2017

Barrier-free

Underpinnings

Realisation

Definition of barrier-
free accessibility

The multi-faceted nature of accessibility planning and construction is governed by various branches  
of law, such as social legislation or the planning and building laws as a component of public law.  
Of general significance though, but without any direct connection to planning and construction are:

� �Globally 
The UN Convention on the Rights of Persons with Disabilities: 
«…to promote, protect and ensure the full and equal enjoyment of all human rights and fundamen-
tal freedoms by all persons with disabilities…» (Article 1, Convention on the Rights of Persons with  
Disabilities).

�� �Germany 
he German Constitution, paragraph 3, clause 2: 
Nobody shall be discriminated against because of their disability..

� �Switzerland 
The Federal Constitution of the Swiss Confederation, Art. 8, Equal rights:   
1. All people are equal before the law.   
2. �Nobody shall be discriminated against on the grounds of their origin, race, gender, age, language, 

social position, lifestyle, personal or political convictions or physical, mental or psychological  
disabilities.

� �Austria 
Federal Constitutional Law, Art. 7: 
All nationals are equal before the law. Privileges based upon birth, gender, estate, class or religion 
are excluded. Nobody shall be discriminated against because of their disability. The Republic (Fe-
deration, provinces and municipalities) commits itself to ensuring the equal treatment of disabled 
and non-disabled persons in all spheres of everyday life.

The realisation of the planning and construction of accessible buildings is to be found in the building 
regulations and superior legislation. For example, in Germany there is the Equal Opportunities for 
Disabled Persons Act.

The gist is that:   
Public buildings shall meet accessibility design norms and the recognised codes of practice.

The principle of accessibility is still applied solely to disabled people as the target group. That is 
incomprehensible, especially since experts’ opinions and reports throughout Germany and Europe 
repeatedly highlight that the provision of accessibility (DIN 18040, Construction of accessible buil-
dings) is in the interests of all people and not just certain groups of persons with special needs.  
It is known that an accessible environment free of barriers is absolutely essential for about 10 % of  
the population, is necessary for about 30-40 % and is convenient for 100 %. 

According to Germany’s Model Building Code (MBO):
«Building structures are deemed barrier-free if they are accessible and can be used in the usual way  
without impediment by people with disabilities, essentially without outside help»
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Additional costs

Promotion

Norms

Challenges for  
exterior doors

According to studies in Switzerland, the additional costs for barrier-free construction of smaller new 
buildings is roughly 1.5 – 4 % of the total building outlay. If the outlay for accessibility amounts to 
20 % additional costs, exemption clauses come into effect. These exemption clauses are made use of 
particularly with older buildings.

In Germany, anyone can ask the KfW development bank for a grant to improve accessibility,  
enterprise product 455.

https://www.kfw.de/inlandsfoerderung/Privatpersonen/Bestandsimmobilie/F%C3%B6rderprodukte/
Altersgerecht-Umbauen-Investitionszuschuss-(455)/

The relevant norms that apply in Germany are part 1 (public buildings) and part 2 (private dwellings) 
of DIN 18040. Nevertheless, it has not been introduced, i.e. become legally valid, in all federal states. 

The norm that applies in Switzerland is SIA 500 (SN 521500). 

The applicable norms in Austria are Ö-Norm B 1600-1603. 

These norms specify or regulate the following items (amongst others) in relation to doors:
� Door width
� �����Room to move in front of the door
� Latch height
� Opening force 
� �����Threshold height below doors and many other things   

The general rule is always that: «Thresholds and stops should be avoided at the bottom edge  
of the door.»

Entrance doors are subject to the European product standard EN14351-1. These doors must meet 
the requirements of the classification standard EN 12207/08/10 amongst others. Proof of air tight-
ness as well as resistance to driving rain and deformation under wind load is obtained by testing to 
EN 1026/27 and 12211 standards.

According to the accessibility standards (DIN 18040/SIA 500/ ÖNORM B 1600-1603), bottom door 
stops and thresholds are not permissible. If they cannot be avoided for technical reasons, they must 
be no higher than 20 / 25 mm.

Up to now the requirements on entrance doors with regard to resistance to driving rain to meet 
the EN 14351 product standard have been resolvable only with buffer thresholds or very rarely with 
almost threshold-less designs, but with drainage channels.
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Planet solutions

Universal Design

The Planet company has designed the Planet X3 entrance door drop-down seal. It is an easy-to-fit, 
low cost automatically lowering floor seal for entrance doors that meets all the entrance door requi-
rements of the EN 14351-1 product standard as regards impenetrability to air and driving rain.  

The Planet X3 allows threshold-free entrance doors that provide accessibility along with absolute  
impenetrability to driving rain.   

Owing to their simplicity, the Planet X3 seal and its associated zero threshold are suitable for both 
new buildings and renovations, i.e. upgrading existing doors to a zero threshold.

Universal Design is an international design concept whereby products, equipment, environments 
and systems are designed so as to be usable by as many people as possible without further adapta-
tion or specialisation. The design features are specified by seven principles. 
 
With its zero threshold the Planet X3 fulfils the following principles::

Principle 1 prescribes equitable use by all people, regardless of their abilities. 
➞ A zero threshold presents no obstacle and can be used by all peopler.

Principle 2 facilitates use even by people with highly individual capabilities.  
➞  A zero threshold presents no obstacle and can be travelled over by anyone.

Principle 3 aims to facilitate simple and intuitive use. 
➞ A zero threshold is no longer perceived as a threshold.

Principle 6 calls for a low physical effort.  
➞ A zero threshold calls for no additional physical effort 
 
By virtue of the Planet X3 and the zero threshold the principles of Universal Design are met too.
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General Terms and Conditions (GTCs)

1. General �1.1.	� These General Terms and Conditions apply to all sales and services of ASSA ABLOY (Schweiz) AG (hereinafter:  
AA Schweiz). The Sales Partner confirms that it has taken note of these General Terms and Conditions before  
concluding the contract with AA Schweiz and has accepted them as the joint basis for business. Contrary contractual 
conditions shall only apply if they have been expressly accepted by AA Schweiz in writing.

1.2.	� Verbal or written enquiries (including by e-mail) and corresponding assurances between the parties are always  
non-binding. The respective order confirmations are decisive.

2. �Offer, prices and  
conclusion of contract

2.1.	� The offers of AA Schweiz in price lists, brochures or online are always non-binding. They serve as an invitation to 
submit an offer.

2.2.	� Orders are considered binding requests. The contract between the parties shall only come into force upon written 
confirmation by AA Schweiz.

2.3.	� Prices and conditions are listed in the current price list of AA Schweiz. The prices are ex works (EXW) and exclude 
packaging and transport. Costs for packaging and transport are shown separately and may also be invoiced after 
completion of delivery.

2.4.	� Drawings, dimensions, illustrations, installation plans, weight specifications and other performance data are only 
binding if they have been confirmed in writing by AA Schweiz.

2.5.	� Orders by the Sales Partner must be placed in writing via the channels provided by AA Schweiz. Orders by telephone 
are not taken into account.

2.6.	� After order confirmation by AA Schweiz, changes requested by the Sales Partner are regarded as a new invitation to 
submit an offer and may be rejected by AA Schweiz. Upon acceptance of the amended order by AA Schweiz, the latter 
is entitled to invoice the associated additional administrative expenses as well as work already performed.

3. Terms of payments 3.1.	� Unless otherwise agreed, the invoices of AA Schweiz for goods deliveries and/or services are fixed prices.
3.2.	� Invoices are payable within 30 days (value date) from the invoice date. 
3.3.	� Extensions of the payment term proposed by the Sales Partner must be expressly confirmed by AA Schweiz.

4. �Shipping terms and  
conditions

4.1.	� AA Schweiz is entitled to fulfil orders as a full or partial delivery. Partial or underdeliveries do not constitute a defect.
4.2.	� Delivery times confirmed in writing shall be adhered to by AA Schweiz wherever possible. Delays – whether at fault or 

not – do not entitle the sales partners to refuse acceptance or to claim compensation for costs incurred directly  
or indirectly as a result.

4.3.	� The delivery periods confirmed in writing may be extended appropriately by AA Schweiz if the Sales Partner did not 
provide AA Schweiz with information necessary for the execution of the order in good time or if the Sales Partner 
subsequently changed the order.

4.4.	� AA Schweiz delivers ex works (EXW) at the expense of the sales partner. AA Schweiz shall determine the mode  
and route of dispatch without special instructions.

4.5.	� At the express instruction of the sales partner, the consignments will be additionally insured for transport by  
AA Schweiz at the expense of the sales partner.

4.6.	� Direct deliveries to the end customer may be agreed upon the express instruction of the sales partner.  
A surcharge can be charged for this direct delivery.

5. �Inspection obligations and 
notification of defects

5.1.	� The Sales Partner shall check the scope and quality of the ordered goods immediately upon receipt. Defects  
must be reported in writing to AA Schweiz within eight days of receipt, together with the delivery note.

5.2.	� Hidden defects must be reported to AA Schweiz in writing without delay after discovery, stating the reasons. 
5.3.	� If the Sales Partner fails to immediately inspect and/or notify AA Schweiz, all warranty claims shall be forfeited.

6. Returns 6.1.	� Products delivered by AA Schweiz in conformity with the order can only be returned with the prior consent of 
 AA Schweiz. If the products and the packaging are in perfect condition, stock items will be credited to a maximum 
of 70% of the invoiced amount.

6.2.	� AA Schweiz reserves the right to increase the deductions from the invoiced amount for additional work  
(e.g. repackaging, cleaning, etc.).

6.3.	� For locking system cylinders and keys of all systems as well as custom-made products such as specially  
manufactured locks or fittings, AA Schweiz does not grant any credits for returns.

7. �Transfer of benefit  
and risk

7.1.	� Benefit and risk shall pass to the Purchaser no later than upon departure of the deliveries from the  
factory/warehouse, even if freight or postage-free delivery of goods has been agreed.

7.2.	� This does not apply to deliveries to the EU, which are delivered DDP (Incoterms) by express agreement.

8. Retention of title 8.1.	� AA Schweiz shall remain the owner of the goods until full payment has been received.
8.2.	� AA Schweiz is entitled to enter the retention of title in the appropriate register at the expense of the sales partner.
8.3.	� In the event of a breach of contract on the part of the sales partner, in particular with regard to default in payment, 

AA Schweiz shall be entitled to take back the goods after a reminder and corresponding warning and the Sales 
Partner shall be obliged to surrender them without delay.
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9. Warranty/guarantee 9.1.	� AA Schweiz supplies faultless products and assumes warranty under the following conditions for warranted  
characteristics and for other defects which are demonstrably attributable to poor material, faulty construction  
or faulty processing by AA Schweiz.

9.2.	� The period during which AA Schweiz assumes warranty (warranty period) begins with the transfer of benefit  
and risk to the Sales Partner and shall be 24 months. After expiration of this period, no more guarantee shall  
be assumed.

9.3.	� In the case of software products from AA Schweiz, the warranty is limited to the medium on which the software is 
delivered. Since the software can be used under any operating conditions, AA Schweiz does not guarantee that it 
will operate without any problems. AA Schweiz assumes no warranty whatsoever for third-party software used by 
the sales partner.

9.4.	� Batteries and consumables are excluded from the warranty.
9.5.	� If sales partners or third parties (e.g. end customers) have tampered with the products or have handled or  

installed them improperly, any warranty by AA Schweiz shall lapse.
9.6.	� AA Schweiz is not liable for damage resulting from force majeure.
9.7.	� In the event of a warranty claim, AA Schweiz reserves the right to repair or replace defective products at its  

discretion. The right of conversion is excluded.
9.8.	� AA Schweiz’s liability for damage caused by products for which AA Schweiz has assumed warranty in accordance 

with the above provisions is limited to the respective value of the goods.
9.9.	� The Sales Partner bears the warranty for the services rendered to the end user and is obliged to provide the  

warranty and guarantee assigned to it.
9.10.	� The Sales Partner sells ASSA ABLOY products and services under the brand names and equipment specified  

by AA Schweiz.

10. Product safety 10.1.	� The statutory provisions of the Federal Product Safety Act (PrSG) shall apply.
10.2.	� AA Schweiz‘s liability is limited or does not exist if the current product information of AA Schweiz is not observed 

by the Sales Partner and/or its customers.
10.3.	� The sales shall be obliged to procure the necessary documents and to expressly draw its customers‘ attention to 

this information.
10.4.	� AA Schweiz expressly draws the sales partner‘s attention to the fact that the safety regulations applicable in  

Switzerland must be observed when using the products.

11. �Business and trade  
secrets, confidentiality

11.1.	� Both AA Schweiz and the Sales Partner are strictly bound by the confidentiality obligations regarding locking 
systems (locking plan copies, key owners, access authorisations, passwords, etc.). Information about this may only 
be provided to the authorised owners of this data after proof of identity has been provided.

11.2.	� The Sales Partner is responsible for the technical and organisational processing (procurement, processing, storage, 
etc.) of particularly sensitive personal data in accordance with data protection law. The measures must be checked 
regularly. Breaches of confidentiality under data protection law must be reported to AA Schweiz immediately.

11.3.	� Orders, inquiries, clarifications and all related documents must be treated confidentially.
11.4.	� Business and trade secrets that have become known to the parties in any way as a result of the joint activity may 

not be used or made accessible to third parties during or after the termination of the distribution partnership.
11.5.	� The confidentiality and non-disclosure obligations of the Sales Partner do not end with the termination of the 

cooperation or the business assignment.

12. �Intellectual property 
rights

12.1.	� AA Schweiz shall be entitled to all intellectual property rights to the products it has developed, designed,  
programmed and/or produced. This includes in particular all illustrations, drawings, plans, etc.

12.2.	� AA Schweiz is the sole owner of the copyrights, trademark rights, patent rights, design rights and all other related 
rights to AA Schweiz products held by it.

12.3.	� Any copying of AA Schweiz products as well as any unintended use of the products or the rights of AA Schweiz may 
infringe these property rights.

12.4.	� AA Schweiz informs the Sales Partner that compliance with such provisions is mandatory for public procurements.

13. �ASSA ABLOY Code of 
Conduct

13.1.	� The ASSA ABLOY Group takes its social, ecological and ethical responsibility seriously and expects the same  
from its business partners.

13.2.	� An integral part of these T&Cs is therefore the “Code of Conduct for Business Partners”, which is available as a  
PDF document on our partner portal (assaabloy-partnerportal.com).

14. �Place of performance / 
jurisdiction /  
applicable law

14.1.	� In all cases, the place of performance for deliveries and payments shall be AA Schweiz headquarters in 
8805 Richterswil/ZH.

14.2.	� The place of jurisdiction for all legal disputes arising from or in connection with the business relationship is the 
registered office of AA Schweiz in 8805 Richterswil/ZH.

14.3.	� AA Schweiz reserves the right to take legal action against the Sales Partner at its place of residence/registered 
office.

14.4.	� Swiss law shall apply exclusively to all legal issues arising from the sales partnership, to the exclusion of the rules  
of international private law or UN/ Vienna Convention on Contracts for the International Sale of Goods.



The ASSA ABLOY Group is the global leader 
in access solutions. Every day we help  
people to feel safer and more secure  
and to experience a more open world.

ASSA ABLOY (Schweiz) AG
Drop-down seals & finger protection
Untere Schwandenstrasse 22
CH-8805 Richterswil
Tel. +41 43 266 22 22
www.planet.ag
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